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1 Introduction

This contribution provides the TP on assistant information for SpCell selection according to the way forward in R3-181480
2 TP for 38.473
////////////////////////////////////////////////////////// Start of change ///////////////////////////////////////////////////////////////////////////
8.3
UE Context Management procedures

8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including among others SRB, and DRB data. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE.
If the SpCell ID IE and the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

The gNB-DU shall report to the gNB-CU, in the UE CONTEXT SETUP RESPONSE message, the result for all the requested DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of SRBs which are successfully established shall be included in the SRB Setup List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.

For EN-DC operation, the gNB-CU shall include the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [15].

If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], it shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT SETUP REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE as described in TS 36.423 [9] for reception of MeNB Resource Coordination Information at the gNB acting as secondary node.

If the Resource Coordination Transfer Container IE is included in the UE CONTEXT SETUP RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].

8.3.1.3
Unsuccessful Operation
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  gNB - DU  

UE   CONTEXT SETUP REQUES T  

gNB - CU  

UE  CONTEXT SETUP   FAILURE  


Figure 8.3.1.3-1: UE Context Setup Request procedure: unsuccessful Operation

If the gNB-DU is not able to establish an F1 UE context, or cannot even establish one non-GBR bearer it shall consider the procedure as failed and reply with the UE CONTEXT SETUP FAILURE message.
If the gNB-DU is not able to accept the SpCell ID IE in UE CONTEXT SETUP REQUEST message, it shall reply with the UE CONTEXT SETUP FAILURE message with an appropriate cause value. Further, if the Candidate SpCell List IE is included in the UE CONTEXT SETUP REQUEST message and the gNB-DU is not able to accept the SpCell ID IE, the gNB-DU shall, if supported, include the Potential SpCell List IE in the UE CONTEXT SETUP FAILURE message and the gNB-CU should take this into account for selection of an opportune SpCell. If the Potential SpCell List IE is present but no Potential SpCell Item IE is present, the gNB-CU should assume that none of the cells in the Candidate SpCell List IE are acceptable for the gNB-DU.
8.3.1.4
Abnormal Conditions

Not applicable.

////////////////////////////////////////////////////////// Next Change /////////////////////////////////////////////////////////////////////////////
9.2
Message Functional Definition and Content
9.2.1
Interface Management messages
9.2.2
UE Context Management messages

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NCGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	
	

	  >> Candidate SpCell ID
	M
	
	NCGI
9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	
	

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	0 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCell Index
	M
	
	INTEGER (0..63)
	
	
	

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>]
	
	
	
	

	>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.


9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information


	M
	
	9.3.1.26
	
	YES
	reject

	C-RNTI
	O
	
	9.3.1.28
	C-RNTI allocated at the gNB-DU
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9].
	YES
	ignore

	SRB Setup List
	
	0..1
	
	The List of SRBs which are successfully established.
	YES
	ignore

	>SRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Setup List
	
	1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	SRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>SRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	DRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>DRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.3
UE CONTEXT SETUP FAILURE

This message is sent by the gNB-DU to indicate that the setup of the UE context was unsuccessful.
Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Potential SpCell List
	
	0..1
	
	
	YES
	ignore

	>Potential SpCell Item IEs
	
	0 .. <maxnoofPotentialSpCells>
	
	
	
	

	  >> Potential SpCell ID
	M
	
	NCGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	
	


	Range bound
	Explanation

	maxnoofPotentialSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.


////////////////////////////////////////////////////////// Next Change //////////////////////////////////////////////////////////////////////
9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS
     Candidate-SpCell-Item,

Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item,


CriticalityDiagnostics,


C-RNTI,


CUtoDURRCInformation,


DRBID,


DRBs-FailedToBeModifiedConf-Item,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,

DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DUtoCURRCInformation,


EUTRANQoS,


GNB-CU-F1AP-ID,


GNB-DU-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information,


GNB-Name,


GTPTunnelEndpoint,


NCGI,


PCI,
     Potential-SpCell-Item,

ResourceCoordinationTransferContainer,


RRCContainer,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-Setup-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


ULTunnels-ToBeSetup-Item
FROM F1AP-IEs

PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers

     id-Candidate-SpCell-Item,
     id-Candidate-SpCell-List, 

id-Cause,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRBs-FailedToBeModifiedConf-Item,


id-DRBs-FailedToBeModifiedConf-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-gNB-CU-F1AP-ID, 


id-gNB-DU-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List,


id-gNB-Name,


id-oldgNB-DU-F1AP-ID,
id-Potential-SpCell-Item,

     id-Potential-SpCell-List,
    
id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-SpCell-ID,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


maxCellingNBDU,
     maxnoofCandidateSpCells,

maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,
     maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs

-- **************************************************************

--

-- UE Context Setup ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID






CRITICALITY reject
TYPE GNB-CU-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID






CRITICALITY ignore
TYPE GNB-DU-F1AP-ID








PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NCGI










PRESENCE mandatory
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation






PRESENCE mandatory}|
{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List                                                     PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle









PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List






PRESENCE mandatory
},


...

} 

Candidate-SpCell-List::= SEQUENCE (SIZE(1..maxnoofCandidateSpCells)) OF ProtocolIE-SingleContainer { { Candidate-SpCell-ItemIEs} }
SCell-ToBeSetup-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetup-ItemIEs} }

SRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetup-ItemIEs} }

DRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetup-ItemIEs} }

Candidate-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Candidate-SpCell-Item





CRITICALITY ignore
TYPE Candidate-SpCell-Item










PRESENCE mandatory
},


...

}
SCell-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SCell-ToBeSetup-Item






CRITICALITY ignore
TYPE SCell-ToBeSetup-Item










PRESENCE mandatory
},


...

}

SRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-ToBeSetup-Item

CRITICALITY reject

TYPE SRBs-ToBeSetup-Item

PRESENCE mandatory},


...

}

DRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeSetup-Item




CRITICALITY reject
TYPE DRBs-ToBeSetup-Item




PRESENCE mandatory}
,


...

}

-- **************************************************************

--

-- UE CONTEXT SETUP RESPONSE

--

-- **************************************************************

UEContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupResponseIEs} },


...

}

UEContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID






CRITICALITY reject
TYPE GNB-CU-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID






CRITICALITY reject
TYPE GNB-DU-F1AP-ID








PRESENCE mandatory
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE mandatory }|

{ ID id-C-RNTI








CRITICALITY ignore
TYPE C-RNTI










PRESENCE optional
}|

{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-SRBs-Setup-List






CRITICALITY ignore
TYPE SRBs-Setup-List







PRESENCE optional
}|


{ ID id-DRBs-Setup-List






CRITICALITY ignore
TYPE DRBs-Setup-List







PRESENCE mandatory}|


{ ID id-SRBs-FailedToBeSetup-List



CRITICALITY ignore
TYPE SRBs-FailedToBeSetup-List




PRESENCE optional
}|


{ ID id-DRBs-FailedToBeSetup-List



CRITICALITY ignore
TYPE DRBs-FailedToBeSetup-List




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
},


...

}

SRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Setup-ItemIEs} }

DRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Setup-ItemIEs} }

SRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetup-ItemIEs} }

DRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetup-ItemIEs} }

SRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-Setup-Item

CRITICALITY ignore

TYPE SRBs-Setup-Item

PRESENCE mandatory},


...

}

DRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-Setup-Item





CRITICALITY ignore
TYPE DRBs-Setup-Item





PRESENCE mandatory}
,


...

}

SRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-FailedToBeSetup-Item

CRITICALITY ignore

TYPE SRBs-FailedToBeSetup-Item

PRESENCE mandatory}
,


...

}

DRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-FailedToBeSetup-Item

CRITICALITY ignore
TYPE DRBs-FailedToBeSetup-Item


PRESENCE mandatory}
,


...

}

-- **************************************************************

--

-- UE CONTEXT SETUP FAILURE

--

-- **************************************************************

UEContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupFailureIEs} },


...

}

UEContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY ignore
TYPE GNB-DU-F1AP-ID



PRESENCE optional
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
}|
{ ID id-Potential-SpCell-List




CRITICALITY ignore
TYPE Potential-SpCell-List                                                    PRESENCE optional
},


...
}
Potential-SpCell-List::= SEQUENCE (SIZE(0..maxnoofPotentialSpCells)) OF ProtocolIE-SingleContainer { { Potential-SpCell-ItemIEs} }
Potential-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Potential-SpCell-Item





CRITICALITY ignore
TYPE Potential-SpCell-Item










PRESENCE mandatory
},


...

}
////////////////////////////////////////////////////////// Next Change //////////////////////////////////////////////////////////////////////
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

-- C
Candidate-SpCell-Item ::= SEQUENCE {


Candidate-SpCell-ID


NCGI
,

iE-Extensions
ProtocolExtensionContainer { { Candidate-SpCell-ItemExtIEs } }
OPTIONAL,


...

}
Candidate-SpCell-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,
...

}
-- P

PLMN-Identity ::= OCTET STRING (SIZE(3))

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevel
::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

PCI ::= INTEGER(0..1007)
Potential-SpCell-Item ::= SEQUENCE {


Potential-SpCell-ID


NCGI
,

iE-Extensions
ProtocolExtensionContainer { { Potential-SpCell-ItemExtIEs } }
OPTIONAL,


...

}
Potential-SpCell-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

////////////////////////////////////////////////////////// Next Change //////////////////////////////////////////////////////////////////////
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 256

maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 64

maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULTunnels






INTEGER ::= 2

maxnoofDLTunnels






INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells                     INTEGER ::= 64

maxnoofPotentialSpCells                     INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-CriticalityDiagnostics






ProtocolIE-ID ::= 1

id-gNB-DU-F1AP-ID








ProtocolIE-ID ::= 2

id-gNB-CU-F1AP-ID








ProtocolIE-ID ::= 3

id-ResetType









ProtocolIE-ID ::= 4

id-TimeToWait









ProtocolIE-ID ::= 5

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 6

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 7

id-RRCContainer









ProtocolIE-ID ::= 8

id-SRBID










ProtocolIE-ID ::= 9 
id-gNB-DU-ID









ProtocolIE-ID ::= 10

id-gNB-Name










ProtocolIE-ID ::= 11

id-NRCellID










ProtocolIE-ID ::= 12

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 14

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 15

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 16

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 17

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 18

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 19

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 20

id-TransactionID








ProtocolIE-ID ::= 21

id-SpCell-ID









ProtocolIE-ID ::= 28

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 30

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 31

id-CUtoDURRCInformation







ProtocolIE-ID ::= 36

id-DUtoCURRCInformation







ProtocolIE-ID ::= 37

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 40

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 41

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 42

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 43

id-DRBs-Modified-List







ProtocolIE-ID ::= 44

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 46

id-DRXCycle










ProtocolIE-ID ::= 48

id-DRBs-Setup-List








ProtocolIE-ID ::= 49 
id-SRBs-Setup-List








ProtocolIE-ID ::= 50

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 51

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 52

id-TransmissionStopIndicator





ProtocolIE-ID ::= 55

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 56

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 57

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 58

id-oldgNB-DU-F1AP-ID







ProtocolIE-ID ::= 59

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 60

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 61

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 63

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 64

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 65

id-DRBs-FailedToBeModifiedConf-List




ProtocolIE-ID ::= 69

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 71

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 72

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 73

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 74

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 75

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 76

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 77

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 78

id-DRBs-Setup-Item








ProtocolIE-ID ::= 80

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 82

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 83

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 84

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 85

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 86

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 87

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 88

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 89

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 90

id-DRBs-Modified-Item







ProtocolIE-ID ::= 91

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 92

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 93

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 94

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 95

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 96

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 97

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 98

id-DRBs-FailedToBeModifiedConf-Item




ProtocolIE-ID ::= 99

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 100

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 101

id-SRBs-Setup-Item








ProtocolIE-ID ::= 102

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 103

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 104

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 105
id-C-RNTI










ProtocolIE-ID ::= 106

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 107

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 108
id-Candidate-SpCell-List                                  ProtocolIE-ID ::= xx
id-Candidate-SpCell-Item                                  ProtocolIE-ID ::= xx
id-Potential-SpCell-List                                  ProtocolIE-ID ::= xx
id-Potential-SpCell-List                                  ProtocolIE-ID ::= xx
END
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