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1. Introduction

This contribution provides a TP for TR 36.714-00-00 to include the requirements for the Intra-band CA combination CA_2DL_5B_2UL_BCS0 as defined in RP-170188 [1].

2. Text Proposal
---Start of changes---

6.x
CA_2DL_5B_2UL_BCS0
6.x.1
Channel bandwidths per operating band for CA

Table 6.x.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_5B
	CA_5B
	5, 10
	10
	
	
	
	20
	0

	
	
	10
	5
	
	
	
	
	


6.X.2
Co-existence studies
No co-existence studies needed for CA_2DL_5B_2UL_BCS0.
6.X.3
REFSENS requirements

REFSENS requirements as defined in table 6.x.3-1 need to be updated in Table 7.3.1A-0h of TS 36.101.
Table 6.x.3-1: Intra-band contiguous CA uplink configuration for reference sensitivity for Bandwidth  Class B
	CA configuration / CC combination / NRB_agg / Duplex mode

	Uplink CA configuration
	50RB+25RB
	50RB+50RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	

	CA_5B
	25
	0
	25
	0
	FDD


6.x.4
UE maximum output power

The UE maximum output power for CA_2DL_5B_2UL as defined in Table 6.x.4-1 need to be updated in Table 6.2.2A-1 of TS 36.101.
Table 6.x.4-1: CA UE Power Class for intraband contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_5B
	
	
	
	
	23
	+2/-2
	
	


6.X.5
Spurious emission band UE co-existence
The spurious emission band UE co-existence for CA_2DL_5B_2UL as defined in Table 6.x.5-1 need to be updated in Table 6.6.3.2A-1 of TS 36.101.
Table 6.x.5-1: Requirements for intraband carrier aggregation

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_5B
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 65, 66, 70
	FDL_low 
	-
	FDL_high
	-50
	1
	


---End of changes---
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