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	Reason for change:
	At last RAN4 meeting (RAN4#83), support for gapless measurement if the UE has the capability to carry out serving cell RRM measurement without gaps was introduced in R4-1705994, R4-1706273. However, there was a small difference between the agreed CRs for Rel-13 and Rel-14. For Rel-14, gapless measurement support was also when the UE is not configured with any measurement on any intra-frequency neighbour cells. This was not introduced for Rel-13 because of companies wanted to check its consequence on already released UEs. In this CR, it is proposed to introduce similar support also for Rel-13. 


	
	

	Summary of change:
	Change #1: Gapless measurement support introdcued also when the UE is not configured with any measurement on any intra-frequency neighobur cells. 


	
	

	Consequences if not approved:
	Gaps will be required regardless of whether neighbour cell measurements are conifgured or not.  
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Start of Change 1
8.13.2
Requirements for UE category M1 with CE mode A

The UE category M1 applicability of the requirements in subclause 8.13.2 is defined in Section 3.6. The requirements defined in clause 8.13.2 apply provided the following conditions are met:

-
UE is configured with measurement gap according to any of gap patterns defined in Table 8.1.2.1-1. 
Alternatively, the UE shall meet the requirements in subclause 8.13.2 defined for Gap Pattern ID#0 without using any measurement gaps provided:

-
UE indicates it does not need gaps with the capability intraFreq-CE-NeedForGaps-r13 [2, TS36.331] for the frequency band of the serving cell, or

-
UE is not configured with any reporting configuration that requires measurement on any intra-frequency neighbour cell.
End of Change 1
Start of Change 2
8.13.3
Requirements for UE category M1 with CE mode B

The UE category M1 applicability of the requirements in subclause 8.13.3 is defined in Section 3.6. The requirements defined in clause 8.13.3 apply provided the following conditions are met:

-
UE is configured with measurement gap according to any of gap patterns defined in Table 8.1.2.1-1.
Alternatively, the UE shall meet the requirements in subclause 8.13.3 defined for Gap Pattern ID#0 without using any measurement gaps provided:

-
UE indicates it does not need gaps with the capability intraFreq-CE-NeedForGaps-r13 [2, TS36.331] for the frequency band of the serving cell, or

-
UE is not configured with any reporting configuration that requires measurement on any intra-frequency neighbour cell.

End of Change 2
