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1. Overall Description:
Based on the RAN4 agreement in RAN4 #83 on FeMBMS WI, RAN4 would like to inform RAN2 that the following new MBSFN RSRP/RSRQ measurement mappings rule is used for MBSFN RSRP/RSRQ measurement reporting when UE receives broadcast/multicast data from MBSFN subframes with 1.25kHz and 7.5kHz numerology: 
· MBSFN RSRP measurement report mapping when UE receives MBMS based on 7.5kHz numerology 
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRP_00
	MBSFN_RSRP ( -143
	dBm / 7.5 kHz

	MBSFN_RSRP_01
	-143 ( MBSFN_RSRP < -142
	dBm / 7.5 kHz

	MBSFN_RSRP_02
	-142 ( MBSFN_RSRP < -141
	dBm / 7.5 kHz

	…
	…
	dBm / 7.5 kHz

	MBSFN_RSRP_95
	-49 ( MBSFN_RSRP < -48
	dBm / 7.5 kHz

	MBSFN_RSRP_96
	-48 ( MBSFN_RSRP < -47
	dBm / 7.5 kHz

	MBSFN_RSRP_97
	-47 ( MBSFN_RSRP
	dBm / 7.5 kHz


· MBSFN RSRP measurement report mapping when UE receives MBMS based on 1.25kHz numerology 
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRP_00
	MBSFN_RSRP ( -151
	dBm / 1.25 kHz

	MBSFN_RSRP_01
	-151 ( MBSFN_RSRP < -150
	dBm / 1.25 kHz

	MBSFN_RSRP_02
	-150 ( MBSFN_RSRP < -149
	dBm / 1.25 kHz

	…
	…
	dBm / 1.25 kHz

	MBSFN_RSRP_95
	-57 ( MBSFN_RSRP < -56
	dBm / 1.25 kHz

	MBSFN_RSRP_96
	-56 ( MBSFN_RSRP < -55
	dBm / 1.25 kHz

	MBSFN_RSRP_97
	-55 ( MBSFN_RSRP
	dBm / 1.25 kHz


· MBSFN RSRQ measurement report mapping when UE receives MBMS based on 7.5kHz numerology 
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRQ_00
	MBSFN_RSRQ ( -26.0
	dB / 7.5 kHz

	MBSFN_RSRQ_01
	-26.0 ( MBSFN_RSRQ < -25.4
	dB / 7.5 kHz

	MBSFN_RSRQ_02
	-25.4 ( MBSFN_RSRQ < -24.8
	dB / 7.5 kHz

	…
	…
	…

	MBSFN_RSRQ_30
	-8.6 ( MBSFN_RSRQ < -8
	dB / 7.5 kHz

	MBSFN_RSRQ_31
	-8 ( MBSFN_RSRQ
	dB / 7.5 kHz


· MBSFN RSRQ measurement report mapping when UE receives MBMS based on 1.25kHz numerology 
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRQ_00
	MBSFN_RSRQ ( -32
	dB / 1.25 kHz

	MBSFN_RSRQ_01
	-32 ( MBSFN_RSRQ < -31.4
	dB / 1.25 kHz

	MBSFN_RSRQ_02
	-31.4 ( MBSFN_RSRQ < -30.8
	dB / 1.25 kHz

	…
	…
	…

	MBSFN_RSRQ_30
	-14.6 ( MBSFN_RSRQ < -14
	dB / 1.25 kHz

	MBSFN_RSRQ_31
	-14 ( MBSFN_RSRQ
	dB / 1.25 kHz


2. Actions:

To RAN2
ACTION: 
RAN4 would like RAN2 to take above agreement into consideration in the FeMBMS design
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