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1. Introduction

In the last meeting, simulation assumption for SS block measurement was agreed [1]. This contribution provides simulation results based on the agreed simulation assumption.
2. Discussion 
In the simulation, 5 measurement samples are used to get SSS-based RSRP. 2RX without RX beamforming is simulated. Figure 1~4 are the simulation results of AWGN, EPA5, ETU30 and ETU70 respectively. 
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Figure 1-a AWGN, SCS=15KHz, SINR=-6dB           Figure 1-b AWGN, SCS=30KHz, SINR=-6dB
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Figure 2-a EPA5, SCS=15KHz, SINR=-6dB           Figure 2-b EPA5, SCS=30KHz, SINR=-6dB

[image: image5.png]CDF

Estimated RSRP-Ideal RSRP




     [image: image6.png]CDF

09

08

07

06

05

04

03

02

01

0
6555454353252151050051 152253354

Estimated RSRP-ldeal RSRP




Figure 3-a ETU30, SCS=15KHz, SINR=-6dB           Figure 2-b ETU30, SCS=30KHz, SINR=-6dB
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Figure 4-a ETU70, SCS=15KHz, SINR=-6dB           Figure 4-b ETU70, SCS=30KHz, SINR=-6dB

Table 1 is the summary of the simulation results for 15KHz SCS. Table 2 is the summary of the simulation results for 30KHz SCS.
Table 1 simulation results for 15KHz SCS

	
	
	Delta RSRP

	Propagation condition
	SINR(dB)
	5%
	50%
	95%

	AWGN
	-6
	-0.52
	-0.08
	0.34

	EPA5
	
	-1.70
	0.11
	1.61

	ETU30
	
	-1.58
	0.01
	1.23

	ETU70
	
	-0.76
	0.04
	0.77


Table 2 simulation results for 30KHz SCS

	
	
	Delta RSRP

	Propagation condition
	SINR(dB)
	5%
	50%
	95%

	AWGN
	-6
	-0.52
	-0.07
	0.33

	EPA5
	
	-1.46
	0.07
	1.42

	ETU30
	
	-2.30
	-0.18
	1.10

	ETU70
	
	-1.04
	-0.02
	0.85


3. Conclusion
This contribution provides simulation results of SS block measurement.
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