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1. Overall Description:

RAN4 thanks RAN1 for the LS on NR initial access. RAN4 discuss the sub-carrier spacing for SS block for each NR band and made the following agreement:
	NR Bands
	Minimum Channel bandwidth
	SS block sub-carrier spacing for initial cell search

	1
	5 MHz
	15 kHz

	3
	5 MHz
	15 kHz

	7
	5 MHz
	15 kHz

	8
	5 MHz
	15 kHz

	20
	5 MHz
	15 kHz

	28
	5 MHz
	15 kHz

	41
	[15 MHz]
	30 kHz

	66
	5 MHz
	15 kHz

	70
	5 MHz
	15 kHz

	71
	5 MHz
	15 kHz

	1.427-1.518 GHz
	5 MHz
	15 kHz

	3.3 – 3.8 GHz
	10 MHz
	30 kHz

	3.3 - 4.2 GHz
	10 MHz
	30 kHz

	4.4 - 4.99 GHz
	[40 MHz]
	30 kHz

	24.25 - 29.5 GHz
	50 MHz
	120 kHz

	31.8 – 33.4 GHz
	50 MHz
	120 kHz

	37 – 40 GHz
	50 MHz
	120 kHz


2. Actions:

To RAN WG1 
ACTION: RAN4 would like RAN1 to take above information into consideration.
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