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<< Start of Change >>
9.11
NR Measurements

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED
-
performing measurements according to clause 8.1.2.4 with appropriate measurement gaps

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period.

Editor’s note: FFS on measurement model. 
9.11.1
NR SS block RSRP

The requirements in this clause are valid for terminals supporting this capability.

The measurement period for RRC_CONNECTED state is specified in clauses 8.1.2.4.21.

In RRC_CONNECTED state the accuracy requirements shall meet the absolute accuracy requirements in table 9.11.1-1, under the following conditions:
Editor’s note: FFS on side condition of a detectable cell
Table 9.11.1-1: NR NR-SSS RSRP absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io range

	
	
	NR operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	
	dBm/BW 
	dBm/BW 

	([TBD]
	(TBD
	[TBD]
	[TBD]
	[TBD]

	
	
	[TBD]
	[TBD]
	[TBD]

	
	
	[TBD]
	[TBD]
	[TBD]

	
	
	[TBD]
	[TBD]
	[TBD]

	
	
	[TBD]
	[TBD]
	[TBD]

	([TBD]
	([TBD]
	[TBD]
	[TBD]
	[TBD]

	


If the UE, in RRC_CONNECTED state, needs measurement gaps to perform NR measurements, the relevant NR measurement procedure and measurement gap pattern stated in clause 8.1.2.4 shall apply.

The reporting range and mapping specified for SS block RSRP in TS 38.133 shall apply.
<< End of Change >>
