3GPP TSG-RAN WG4 Meeting #84                         
R4-1709058
Berlin, Germany, August 21 – 25, 2017
Agenda item:
7.2.1.2
Source:
CATR
Title:
TRMS results for harmonization and PAD devices
Document for:
Discussion
1
Introduction
For defining the TRMS requirements, this contribution presents the TRMS results for harmonization and PADs (Performance alignment devices) in previous activities [1-4], and analysis in [5, 6]. 
2
Information
The TRMS results and bands information are listed as below:
Table 1: TRMS results for harmonization and PAD devices
	DUT
	Activity
	Band
	TRMS 70%
	TRMS 95%
	All Bands
	LTE Bands

	PAD2
	CATR（Harmonization）
	13
	-93.9
	-92.2
	22
	10H, 10L

	KS1
	CATR（Harmonization）
	13
	-98.1
	-96.3
	22
	10H, 10L

	KS2
	CATR（Harmonization）
	13
	-89.0
	-87.3
	28
	8H, 9L

	KS3
	CATR（Harmonization）
	13
	-91.2
	-89.5
	36
	11H, 10L

	RS3
	CATR（Harmonization）
	13
	-96.3
	-94.4
	32
	11H, 9L

	RS4
	CATR（Harmonization）
	13
	-95.9
	-94.1
	22
	11H, 9L

	RS5
	CATR（Harmonization）
	13
	-92.8
	-90.9
	16
	4H, 2L

	RS6
	CATR（Harmonization）
	13
	-95.4
	-93.6
	16
	4H, 2L

	PAD2
	CATR（Harmonization）
	5
	-94.1
	-92.5
	22
	10H, 10L

	KS1
	CATR（Harmonization）
	5
	-97.9
	-96.0
	22
	10H, 10L

	KS2
	CATR（Harmonization）
	5
	-94.7
	-92.7
	28
	8H, 9L

	KS3
	CATR（Harmonization）
	5
	-92.3
	-90.4
	36
	11H, 10L

	RS3
	CATR（Harmonization）
	5
	-95.7
	-93.9
	32
	11H, 9L

	RS4
	CATR（Harmonization）
	5
	-95.2
	-93.4
	22
	11H, 9L

	RS5
	CATR（Harmonization）
	5
	-94.8
	-92.9
	16
	4H, 2L

	PAD2
	CATR（Harmonization）
	3
	-95.0
	-92.5
	22
	10H, 10L

	KS1
	CATR（Harmonization）
	3
	-96.6
	-94.7
	22
	10H, 10L

	KS2
	CATR（Harmonization）
	3
	-98.8
	-95.8
	28
	8H, 9L

	KS3
	CATR（Harmonization）
	3
	-99.3
	-96.8
	36
	11H, 10L

	RS3
	CATR（Harmonization）
	3
	-94.7
	-92.8
	32
	11H, 9L

	RS4
	CATR（Harmonization）
	3
	-93.3
	-91.4
	22
	11H, 9L

	RS5
	CATR（Harmonization）
	3
	-97.4
	-94.9
	16
	4H, 2L

	RS6
	CATR（Harmonization）
	3
	-98.1
	-96.3
	16
	4H, 2L

	PAD2
	CATR（Harmonization）
	7
	-92.2
	-90.2
	22
	10H, 10L

	KS1
	CATR（Harmonization）
	7
	-96.0
	-94.0
	22
	10H, 10L

	KS2
	CATR（Harmonization）
	7
	-98.1
	-95.6
	28
	8H, 9L

	KS3
	CATR（Harmonization）
	7
	-93.4
	-90.7
	36
	11H, 10L

	RS3
	CATR（Harmonization）
	7
	-97.1
	-94.8
	32
	11H, 9L

	RS4
	CATR（Harmonization）
	7
	-95.1
	-93.1
	22
	11H, 9L

	RS5
	CATR（Harmonization）
	7
	-90.1
	-86.5
	16
	4H, 2L

	RS6
	CATR（Harmonization）
	7
	-93.7
	-91.5
	16
	4H, 2L

	BT1
	CATR（Harmonization）
	38
	-100.6
	-98.5
	23
	8H, 2L

	CTTC1
	CATR（Harmonization）
	38
	-99.7
	-97.5
	10
	4H, 0L

	CTTC2
	CATR（Harmonization）
	38
	-98.7
	-96.6
	19
	8H, 0L

	BT1
	CATR（Harmonization）
	41
	-100.5
	-98.4
	23
	8H, 2L

	CTTC1
	CATR（Harmonization）
	41
	-99.7
	-97.4
	10
	4H, 0L

	CTTC2
	CATR（Harmonization）
	41
	-98.5
	-96.5
	19
	8H, 0L

	PAD5
	CATR（Alignment）
	13
	-90.0
	-88.2
	19
	5H, 5L

	PAD5
	CATR（Alignment）
	7
	-94.5
	-92.7
	19
	5H, 5L

	PAD3
	CATR（Alignment）
	41
	-97.9
	-95.6
	32
	11H, 9L

	PAD4
	CATR（Alignment）
	41
	-92.4
	-90.2
	28
	9H, 7L


3
Conclusions

In this contribution, we share the TRMS results and bands information for harmonization and alignment devices.  
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