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1 Introduction
In last RAN1 meeting, DL 1024QAM was concluded as below:

RAN1 has concluded that 1024QAM is beneficial to achieve higher peak data rates than 256QAM and recommends to specify 1024QAM at least for some types of UEs (e.g. CPE)

In this contribution, impacted UE RF requirement maximum input level ais discussed and the related changes are proposed.

2 Discussion
UE maximum input level is the only requirement for RX related to modulation scheme. For 1024QAM, since the required SNR is increased and the demodulation performance may be impacted if the same linearity is kept, the maximum input level should be relaxed. 2dB relaxation is proposed for 1024QAM compared with 256QAM for both single carrier and intra-band CA.
Table 1: Maximum input level

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4
MHz 
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-252

	
	
	-273

	
	
	-274

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
Reference measurement channel is Annex A.3.2: 256QAM, R=4/5 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 4:  Reference measurement channel for 1024QAM is FFS.


Table 2: Maximum input level for intra-band contiguous CA

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in largest Transmission Bandwidth Configuration CC
	dBm
	
	-282
	-252
	-252
	-262
	-272

	
	
	
	-303
	-273
	-273
	[-28]3
	[-29]3

	
	
	
	-304
	-274
	-274
	[-28]4
	[-29]4

	Power in each other CC
	dBm
	
	-28+ 10log(NRB,c /NRB,largest BW) 2
	-25 + 10log(NRB,c /NRB,largest BW) 2
	-25 + 10log(NRB,c /NRB,largest BW) 2
	-26 + 10log(NRB,c /NRB,largest BW) 2
	-27 + 10log(NRB,c /NRB,largest BW) 2

	
	
	
	-30+ 10log(NRB,c /NRB,largest BW) 3
	-27 + 10log(NRB,c /NRB,largest BW) 3
	-27 + 10log(NRB,c /NRB,largest BW) 3
	[-28] + 10log(NRB,c /NRB,largest BW) 3
	[-29] + 10log(NRB,c /NRB,largest BW) 3

	
	
	
	-30+ 10log(NRB,c /NRB,largest BW) 4
	-27 + 10log(NRB,c /NRB,largest BW) 4
	-27 + 10log(NRB,c /NRB,largest BW) 4
	[-28] + 10log(NRB,c /NRB,largest BW) 4
	[-29] + 10log(NRB,c /NRB,largest BW) 4

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:
Reference measurement channel is Annex A.3.2: 256QAM, R=4/5 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 4:  Reference measurement channel for 1024QAM is FFS.


3 Conclusion
This contribution discussed impacted UE RF requirement and requirement change for DL 1024QAM is proposed to be adopted in Table 1~Table 2.
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