3GPP TSG-RAN WG4 Meeting #85

R4-1713255
Reno, USA, 27 Oct – 1 Nov, 2017
Source: 
Huawei

Title: 
TP to TR 37.843 - update transmitter radiated requirements table in sub-clause 5.1
Agenda Item:
8.27.3.3
Document for:
Approval
1 Introduction
Most of the transmitter requirements have now been agreed, the definitions, and general sections can now be cleaned up in order to remove any FFS’s and to remain consistent with the latest agreements

This TP to the technical report cleans up these issues.
2 Text Proposal:

TR37.843 v0.6.0
 --------------Start of text proposal-------------
5
Radiated transmitter characteristics 
5.1
General

5.1.1

Spatial requirements

{ Unchanged text omitted}
All OTA requirements are met in either the OTA coverage range or OTA peak direction set(s) as shown in the overview table of the radiated Tx requirements in Table 5.1-1.

Table 5.1-1: Overview of radiated Tx requirements

	AAS BS requirement
	OTA requirement type
	Coverage range
	Notes

	Base station output power
	Output power accuracy for EIRP
	Directional requirement
	OTA  peak directions set
	Output power accuracy for EIRP requirement is already included as a core requirement in TS 37.105.

	
	Output power accuracy for TRP
	TRP
	n/a
	

	Output power dynamics
	Directional requirement
	OTA  peak directions set
	

	Transmit ON/OFF power
	co-location requirement
	n/a
	

	Frequency Error
	Directional requirement
	OTA coverage range
	

	Time Alignment Error
	Directional requirement
	OTA coverage range
	

	Modulation Quality (EVM)
	Directional requirement
	 OTA coverage range
	

	Unwanted emissions
	
	
	

	Occupied Bandwidth
	Directional requirement
	OTA coverage range
	

	Adjacent Channel Leakage Radio (ACLR)
	TRP
	n/a
	

	Spectrum emission mask
	TRP
	n/a
	

	Spurious emissions
	
	
	

	Mandatory Requirements
	TRP
	n/a
	

	Protection of the BS receiver of own or different BS
	co-location requirement
	n/a
	

	Additional spurious emissions requirements
	TRP
	n/a
	Includes co-existence in same geographical area

	Co-location with other base stations
	co-location requirement
	n/a
	

	Transmitter intermodulation
	co-location requirement
	n/a
	The interferer is applied as a co-location requirements, the radiated emissions requirements are specified  in the appropriated referenced sub-clause. Generally TRP

	…
	…
	…
	


The OTA peak directions set(s) are the same as the EIRP accuracy directions set(s) used in the REL13 specification, the name has been changed as they are now used for other requirements. Examples of OTA peak directions sets remain the same as those in TR 37.842 [4].

--------------end of text proposal-------------










































