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<< Start of Change >>
7.3.2.1
Timing Advance adjustment delay

When 1ms TTI and 4 subframe HARQ processing is used, the UE shall adjust the timing of its uplink transmission timing at sub-frame n+6 for a timing advance command received in sub-frame n. 
When 1ms TTI and 3 subframe HARQ processing or slot or subslot is used and the TA command is received at subframe/slot/symbol n, the timing advance adjustment delay is shown in table 7.3.2.1-1. The UE shall adjust the uplink timing at the first uplink TTI/sTTI boundary following the time shown in table 7.3.2.1-1.
For UE configured with multiple downlink SCells in the same TAG, the UE shall adjust the uplink timing of each cell at the first uplink subframe boundary following the time shown in table 7.3.2.1-1.
The same requirement applies also when the UE is not able to transmit a configured uplink transmission due to the channel assessment procedure.
Table 7.3.2.1-1 : Timing advance adjustment delay requirement
	sTTI/processing time reduction scheme
	Requirement to update timing
	Units

	1ms TTI with  3 subframe HARQ processing
	n+5 
	Subframe

	Slot TTI
	[n+8]
	Slot

	Subslot TTI with 4 subslot HARQ processing
	[n+16]
	subslot

	Subslot TTI with 6 subslot HARQ processing
	[n+18]
	subslot

	Subslot TTI with 8 subslot HARQ processing
	[n+20]
	subslot


<< End of Change >>
