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Summary

This contribution is to correct the aggregated bandwidth in Table 5.2.1.1-2 [1].

1
Introduction

There is a mistake in Table 5.2.1.1-2 in TR36.788. This contribution is to correct the mistake.
2
Discussion
Table 5.2.1.1-2 is reproduced below. It can be seen that for V2X_47C its maximum aggregated bandwidth is 20 MHz, which is incorrect. It should be 30 MHz.
Table 5.2.1.1-2 V2X intra-band multi-carrier and CA configurations
	
	
	V2X multi-carrier and CA configuration / Bandwidth combination set

	V2X multi-carrier and CA Configuration
	V2X multi-carrier and CA Configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	V2X_47B
	V2X_47B
	10
	10
	
	
	
	20
	0

	V2X_47C
	V2X_47C
	10
	20
	
	
	
	20
	0

	
	
	20
	10
	
	
	
	
	

	V2X_47C1
	V2X_47B
	10
	10
	10
	
	
	30
	0


It is proposed to change it to 30 MHz, as shown below.
Table 5.2.1.1-2 V2X intra-band multi-carrier and CA configurations
	
	
	V2X multi-carrier and CA configuration / Bandwidth combination set

	V2X multi-carrier and CA Configuration
	V2X multi-carrier and CA Configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	V2X_47B
	V2X_47B
	10
	10
	
	
	
	20
	0

	V2X_47C
	V2X_47C
	10
	20
	
	
	
	30
	0

	
	
	20
	10
	
	
	
	
	

	V2X_47C1
	V2X_47B
	10
	10
	10
	
	
	30
	0


3
Conclusion

It is proposed to change the aggregated bandwidth of V2X_47C to 30 MHz.
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