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1. Overall Description:

RAN4 respectfully thanks RAN1 for the LS on WUS [1]. RAN4 studied the feasibility of relaxing serving cell measurement based on WUS and confirmed that it is feasible at least for low mobility UE. 
Besides, in order to avoid relaxing measurement on serving cell while still keeping neighbour cell measurement normally, it is RAN4’s view that the decision criterion of serving cell measurement relaxation shall be more stringent than that of neighbour cell measurement relaxation. Therefore, on top of the latest RAN2 agreement on relaxed monitoring criterion for neighbour cell measurement, RAN4 proposed the serving cell measurement can be relaxed as long as the following conditions are met:

-
The relaxed monitoring criterion for neighbour cells in TS36.304 clause 5.2.4.12.1 is fulfilled, and

-
Measured NRSRP is within TBD dB from the previous NRSRP measurement

Note: the relaxed monitoring criterion for neighbour cells in TS36.304 clause 5.2.4.12.1 is duplicated in Annex for information.
3. Actions:

RAN4 respectfully asks RAN1 and RAN2 to take the above agreements into consideration in future design.
4. Date of Next TSG RAN WG4 Meetings:

TSG RAN WG4 Meeting #87
May 21-25, 2018



Busan, Korea

TSG RAN WG4 Meeting #88
August 20-24, 2018


Gothenburg, Sweden
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6. Annex
	5.2.4.12.1
Relaxed monitoring criterion

The relaxed monitoring criterion is fulfilled when: 

-
(SrxlevRef – Srxlev) <  SSearchDeltaP
Where:

-
Srxlev = current Srxlev value of the serving cell (dB).

-
SrxlevRef = reference Srxlev value of the serving cell (dB), set as follows:

-
After selecting or reselecting a new cell, or

-
If (Srxlev - SrxlevRef) > 0, or

-
If the relaxed monitoring criterion has not been met for TSearchDeltaP:

-
the UE shall set the value of SrxlevRef to the current Srxlev value of the serving cell;

-
TSearchDeltaP = 5 minutes, or the eDRX cycle length if eDRX is configured and the eDRX cycle length is longer than 5 minutes.
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