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START OF CHANGE
A.3.2
Reference measurement channel for receiver characteristics

[FRC applicability TBA]
Table A.3.2-1a Fixed Reference Channel for Receiver Requirements (SCS 15 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15
	15
	15

	Subcarrier spacing configuration 
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	0
	0
	0
	0
	0
	0
	0
	0

	Allocated resource blocks
	
	25
	52
	79
	106
	133
	[160]
	216
	270

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	9
	9
	9
	9
	9
	9
	9
	9

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	6
	6
	6
	6
	6
	6
	6
	6

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,6,7,8,9
	Bits
	1672
	3368
	5120
	6912
	8712
	10504
	14088
	17424

	Transport block CRC
	Bits
	16
	16
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	2
	2
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,6,7,8,9
	CBs
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,3,4,6,7,8,9
	Bits
	5400
	11232
	17064
	22896
	28728
	34560
	46656
	58320

	Max. Throughput averaged over 1 frame
	Mbps
	1.504
	3.031
	4.608
	6.220
	7.841
	9.454
	12.679
	15.682

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1b Fixed Reference Channel for Receiver Requirements (SCS 30 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Allocated resource blocks
	
	11
	24
	38
	51
	65
	[78]
	106
	133
	162
	217
	273

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	6
	6
	6
	6
	6
	6
	6
	6
	6
	6
	6

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	736
	1608
	2472
	3368
	4224
	4992
	6912
	8712
	10504
	14088
	17928

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	2
	2
	2
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	CBs
	1
	1
	1
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,19
	Bits
	2376
	5184
	8208
	11016
	14040
	16848
	22896
	28728
	34992
	46872
	58968

	Max. Throughput averaged over 1 frame
	Mbps
	1.398
	3.055
	4.697
	6.399
	8.025
	9.485
	13.133
	16.553
	19.958
	26.767
	34.063

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-1c Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, FDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	[38]
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	39
	39
	39
	39
	39
	39
	39
	39
	39
	39

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	6
	6
	6
	6
	6
	6
	6
	6
	6
	6

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	736
	1192
	1608
	2024
	2472
	3368
	4224
	5120
	6912
	8712

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	1
	1
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	CBs
	1
	1
	1
	1
	1
	1
	1
	1
	1
	2

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,…,39
	Bits
	2376
	3888
	5184
	6696
	8208
	11016
	14040
	17064
	23112
	29160

	Max. Throughput averaged over 1 frame
	Mbps
	2.870
	4.649
	6.271
	7.894
	9.641
	13.135
	16.474
	19.968
	26.957
	33.977

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-2a Fixed Reference Channel for Receiver Requirements (SCS 15 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15
	15
	15

	Subcarrier spacing configuration 
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	0
	0
	0
	0
	0
	0
	0
	0

	Allocated resource blocks
	
	25
	52
	79
	106
	133
	[160]
	216
	270

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	5
	5
	5
	5
	5
	5
	5
	5

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	6
	6
	6
	6
	6
	6
	6
	6

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7
	Bits
	1672
	3368
	5120
	6912
	8712
	10504
	14088
	17424

	Transport block CRC
	Bits
	16
	16
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	2
	2
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7
	CBs
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7
	Bits
	5400
	11232
	17064
	22896
	28728
	34560
	46656
	58320

	Max. Throughput averaged over 1 frame
	Mbps
	0.836
	1.684
	2.560
	3.456
	4.356
	5.252
	7.044
	8.712

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-2b Fixed Reference Channel for Receiver Requirements (SCS 30 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Allocated resource blocks
	
	11
	24
	38
	51
	65
	78
	106
	133
	162
	217
	273

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	11
	11
	11
	11
	11
	11
	11
	11
	11
	11
	11

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	6
	6
	6
	6
	6
	6
	6
	6
	6
	6
	6

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9,13,14,18,19
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7,10,11,12,15,16,17
	Bits
	736
	1608
	2472
	3368
	4224
	4992
	6912
	8712
	10504
	14088
	17928

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	2
	2
	2
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9,13,14,18,19
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7,10,11,12,15,16,17
	CBs
	1
	1
	1
	1
	1
	1
	1
	2
	2
	2
	3

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,3,4,8,9,13,14,18,19
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,2,5,6,7,10,11,12,15,16,17
	Bits
	2376
	5184
	8208
	11016
	14040
	16848
	22896
	28728
	34992
	46872
	58968

	Max. Throughput averaged over 1 frame
	Mbps
	0.809
	1.768
	2.729
	3.704
	4.646
	5.491
	7.603
	9.583
	11.554
	15.497
	19.721

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame


Table A.3.2-2c Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	38
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	19
	19
	19
	19
	19
	19
	19
	19
	19
	19

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,2,3,6,7,10,11,14,15,18,19, 22,23,26,27,30,31,34,35,38,39
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,4,5,8,9,12,13,16,17, 20,21,24,25,28,29,32,33,36,37
	Bits
	736
	1192
	1608
	2024
	2472
	3368
	4224
	5120
	6912
	8712

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	1
	1
	2
	2
	2
	2

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,2,3,6,7,10,11,14,15,18,19, 22,23,26,27,30,31,34,35,38,39
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,4,5,8,9,12,13,16,17, 20,21,24,25,28,29,32,33,36,37
	CBs
	1
	1
	1
	1
	1
	1
	1
	1
	1
	2

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slot 0,2,3,6,7,10,11,14,15,18,19, 22,23,26,27,30,31,34,35,38,39
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots 1,4,5,8,9,12,13,16,17, 20,21,24,25,28,29,32,33,36,37
	Bits
	2376
	3888
	5184
	6696
	8208
	11016
	14040
	17064
	23112
	29160

	Max. Throughput averaged over 1 frame
	Mbps
	1.398
	2.264
	3.055
	3.846
	4.697
	6.399
	8.026
	9.728
	13.133
	16.553

	Note 1:
Additional parameters are specified in Table 1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame
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