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Introduction
Based on the description of the improvements to the TS 38.141-2 in [2], it proposed to agree on the attached TP to TS 38.141-2, for the clause 6.
Proposal 1: Agree on the attached TP to TS 38.141-2, for the clause 6.
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TP to TS 38.141-02

------------------------------ Modified section ------------------------------
[bookmark: _Toc510722726][bookmark: _Toc481653316]6	Radiated transmitter characteristics
[bookmark: _Toc510722727][bookmark: _Toc481653317]6.1	General
This subclause describes any general aspects of radiated transmitter characteristics and relations between requirements.
General test conditions for transmitter tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
If beams have been declared equivalent and parallel (see table 4.10-1, Dx.yy, Dx.zz), only a representative beam is necessary to demonstrate conformance.

[bookmark: _Toc510722728][bookmark: _Toc481653318]6.2	Radiated transmit power
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722729][bookmark: _Toc503966975]6.2.1	Definition and applicability
Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each declared beam, the requirement is based on declarations captured in [4.6-1] for a beam identifier ([declaration ID]), reference beam direction pair ([declaration ID]), rated beam EIRP at the beam's reference direction pair ([declaration ID]), EIRP accuracy directions set ([declaration ID]), the beam direction pairs at the maximum steering directions ([declaration ID]) and their associated rated beam EIRP ([declaration ID]) and beamwidth(s) for reference beam direction pair and maximum steering directions ([declaration ID]).
For a declared beam identifier and beam direction pair, the rated beam EIRP level is the maximum power that the BS is declared to radiate at the associated beam peak direction during the transmitter ON period.
For each beam peak direction associated with a beam direction pair within the EIRP accuracy directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in subclause 6.2.4.1.
NOTE 1:	The EIRP accuracy directions set for a beam is the complete continuous or discrete set of all beam direction for which the EIRP accuracy is intended to be achieved for the beam.
NOTE 2:	A beam direction pair consists of a beam centre direction and an associated beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
Radiated transmit power is directional requirement applicable to BS type 1-H, BS type 1-O and BS type 2-O.
[bookmark: _Toc510722730][bookmark: _Toc503966976]6.2.2	Minimum requirement
Radiated transmit power minimum requirement for BS type 1-H and BS type 1-O is defined in 3GPP TS 38.104 [2], subclause 9.2.2.
Radiated transmit power minimum requirement for BS type 2-O is defined in 3GPP TS 38.104 [2], subclause 9.2.3. 
[bookmark: _Toc510722731][bookmark: _Toc503966977]6.2.3	Test purpose
The test purpose is to verify the ability to accurately generate and direct radiated power per beam, across the frequency range and under normal conditions, for all declared beams of the BS type 1-H, BS type 1-O and BS type 2-O.
[bookmark: _Toc510722732][bookmark: _Toc503966978]6.2.4	Method of test
[bookmark: _Toc510722733][bookmark: _Toc503966979]6.2.4.1	Initial conditions
Test environment: 
· Normal, see annex B.2,
· Extreme, see annex B.3.
RF bandwidth positions to be tested: 
· BRFBW, MRFBW and TRFBW in single-band operation, see subclause 4.9,
· BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see subclause 4.9.
Directions to be tested: 
· Reference beam direction pair (Dx.y), and 
· Maximum steering directions (Dx.y).
[bookmark: _Toc510722734][bookmark: _Toc503966980]6.2.4.2	Procedure
OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2. For normal test environment conditions in OTA domain, the test procedure is as follows: 
1)	Place the BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (Dx.y) of the BS with the test system.
3)	Set the BS in the direction of the declared beam peak direction of the beam direction pair, for the beam to be tested.
4)	Configure the beam peak direction of the BS according to the declared beam direction pair.
5)	Set the BS to transmit according to the applicable test configuration in subclause 4.8 using the corresponding test model(s) in subclause 4.9.3.
	In addition, for a BS declared to be capable of multi-carrier and/or CA operation use the applicable test signal configuration and corresponding power setting specified in subclause 4.8.2.
6)	Measure EIRP by either a) or b) below:
a)	If the OTA test facility only supports single polarization, then measure EIRP with the test facility's test antenna/probe polarization matched to the BS.
b)	If the OTA test facility supports dual polarization then measure total EIRP for two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.
7)	Test steps 3 to 6 are repeated for all declared beams (Dx.y) and their reference beam direction pairs and maximum steering directions (Dx.y and Dx.y).
For multi-band capable BS and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carriers activated in the other band.
Test procedure for Extreme test environment is FFS. 
Test procedure to be verified for FR2 operating bands. 
[bookmark: _Toc510722735][bookmark: _Toc503966981]6.2.5	Test requirement
For each declared conformance beam direction pair, the EIRP measurement results in subclause 6.2.4.2 shall remain within the values provided in table 6.2.5-1, relative to the manufacturer's declared rated beam EIRP (Dx.y) value:
Table 6.2.5-1: Test requirement for radiated transmit power
	
	Normal test environment
	Extreme test environment

	BS type 1-H,
BS type 1-O
	f  ≤ 3.0 GHz: ± 3.2 dB
	f  ≤ 3.0 GHz: ± (2.7 + TTOTA_EXTREME_1) dB

	
	3.0 GHz < f ≤ 4.2 GHz: ± 3.4 dB
	3.0 GHz < f ≤ 4.2 GHz: ± (2.7 + TTOTA_EXTREME_2) dB

	
	4.2 GHz < f ≤ 6.0 GHz: TBD
	4.2 GHz < f ≤ 6.0 GHz: ± (2.7 + TTOTA_EXTREME_3) dB

	BS type 2-O
	fTBD1 < f ≤ fTBD2: ± (3.4 + TTOTA_FR2) dB	Comment by Huawei: Frequency ranges fragmentation for the FR2 TTOTA_FR2 is FFS, e.g. per FR2 band.  

…

	fTBD1 < f ≤ fTBD2: ± (EIRPacc_EXTREME_FR2+ TTOTA_FR2) dB
…




[bookmark: _Toc510722736]6.3	OTA bBase station output power
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722737][bookmark: _Toc481653319]6.4	OTA oOutput power dynamics
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722738][bookmark: _Toc481653320]6.5	OTA tTransmit ON/OFF power
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722739][bookmark: _Toc481653321]6.6	OTA tTransmitted signal quality
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722740][bookmark: _Toc481653322]6.7	OTA uUnwanted emissions
[bookmark: _Toc510722741][bookmark: _Toc481653323]6.7.1	General
This subclause describes relations between OTA unwanted emissions requirements.
[bookmark: _Toc510722742][bookmark: _Toc481653324]6.7.2	OTA oOccupied bandwidth	
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722743][bookmark: _Toc481653325]6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR) 
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722744][bookmark: _Toc481653326]6.7.4	OTA oOperating band unwanted emissions	
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722745][bookmark: _Toc481653327]6.7.5	OTA tTransmitter spurious emissions
Detailed structure of the subclause is TBD.
[bookmark: _Toc510722746][bookmark: _Toc481653328]6.8	OTA tTransmitter intermodulation
Detailed structure of the subclause is TBD.
------------------------------ End of modified section ------------------------------
