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1. Overall Description:

During its work within the WI on UE requirements for network-based CRS interference mitigation, RAN4 has found out that it is beneficial for the Rel-15 UEs supporting network-based CRS interference mitigation to be informed about whether CRS muting is used or not in the serving and neighbour cells.
In RAN4 #86bis, RAN4 has agreed on the following:
· The CRS muting can only be enabled in cells on some dedicated carriers. Legacy UEs (Rel-14 or earlier UEs) or UE not capable of receiving signaling related to network-based CRS interference mitigation are not expected to be served by cell(s) on those dedicated carriers where network-based CRS interference mitigation is used
· The signalling support for network-based CRS interference mitigation includes:
· Information from the network to make the UE aware of whether network-based CRS interference mitigation is enabled or not:
· The following SI information is needed at least for UE in RRC_IDLE:
· Network-based CRS interference mitigation is enabled or disabled in the serving cell
· NOTE: This information should be provided to the UE as early as possible
· In RRC_CONNECTED, the dedicated RRC signaling (e.g., neighCellsCRS-Info and neighCellsCRS-InfoSCell in TS 36.331) is enhanced to include an indication whether the network-based CRS interference mitigation is enabled or not in the serving cell(s), including PSCell and SCells, and one or more neighbor cells
· In RRC_CONNECTED, the UE should be configured with CRS muting information for the target cell e.g. in handover command
· If the network-based CRS interference mitigation is not enabled in a cell, the network will transmit CRS over the full bandwidth in that cell, otherwise full-bandwidth CRS is guaranteed in the subframes of relevant cells as described in 36.133 (including warm-up and cool-down subframes) and 6RB CRS is guaranteed in the other subframes

2. Actions:

To RAN2 group:
ACTION: 
RAN4 kindly asks RAN2 to specify the corresponding signalling support as described above
3. Date of Next TSG-RAN WG4 Meetings:
3GPPRAN4#87  
21 - 25 May 2018     
Busan, KR
3GPPRAN4#88  
20 - 24 Aug 2018     
Gothenburg, SE   
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