Page 1



3GPP TSG-RAN4 Meeting #88
R4-1812121
Chengdu, CHN, 8-12 Oct, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.101-1
	CR
	xxxx
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Draft CR on Correction of Note 1 in multiple Tables across Sections 7.5, 7.6, 7.7 & 7.8

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	RAN4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-10-08

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Note 1 is not defined completely in multiple Tables in Sections 7.5, 7.6, 7.7 & 7.8

	
	

	Summary of change:
	Completed Note 1 in multiple Tables in Sections 7.5, 7.6, 7.7 & 7.8

	
	

	Consequences if not approved:
	ACS, Blocking, Spurious Response, Inter-Modulation Characteristics Tests for FR1 RF tests will be missed, hence FR1 RF tests cannot be tested

	
	

	Clauses affected:
	A.3.2, A.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	 

	affected:
	x
	
	 Test specifications
	TS 38.521-1

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	


START OF CHANGE 1
Table 7.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB
	REFSENS + [45.5] dB
	REFSENS + [42.5] dB
	REFSENS + [39.5] dB
	REFSENS + [38.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB



	Pinterferer
	dBm
	REFSENS + [38] dB
	REFSENS + [36.5] dB
	REFSENS + [35.5] dB
	REFSENS + [35] dB
	REFSENS + [33.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	

	Pinterferer
	dBm
	REFSENS + [33] dB
	REFSENS + [32.5] dB
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5

/

-47.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the NR interferer RMC specified in […]


END OF CHANGE 1
START OF CHANGE 2
Table 7.5-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-53.5]
	[-50.5]
	[-49.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-49]
	[-47]
	[-46.5]
	[-46]
	[-44.5]

	Pinterferer
	dBm
	-25



	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	[-44]
	[-43.5]
	
	
	

	Pinterferer
	dBm
	-25
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


END OF CHANGE 2
START OF CHANGE 3
Table 7.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	10
	15
	20
	40
	50

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	40
/
-40
	50
/
-50

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


END OF CHANGE 3

START OF CHANGE 4
Table 7.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	Finterferer (offset)
	MHz
	10
/
-10
	20
/
-20
	40
/
-40
	60
/
-60
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	

	Pinterferer
	dBm
	-25
	-25
	-25
	-25
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


END OF CHANGE 4

START OF CHANGE 5
Table 7.5A.1-2: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	110
	120
	130
	140
	150

	Finterferer (offset)
	MHz
	110
/
-110
	120
/
-120
	130
/
-130
	140
/
-140
	150
/
-150

	RX parameter
	Units
	Channel bandwidth

	
	
	160 MHz
	180 MHz
	200 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	
	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	
	

	BWinterferer
	MHz
	160
	180
	200
	
	

	Finterferer (offset)
	MHz
	160
/
-160
	180
/
-180
	200
/
-200
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


END OF CHANGE 5

START OF CHANGE 6
Table 7.5A.1-3: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	110
	120
	130
	140
	150

	Finterferer (offset)
	MHz
	110
/
-110
	120
/
-120
	130
/
-130
	140
/
-140
	150
/
-150

	RX parameter
	Units
	Channel bandwidth

	
	
	160 MHz
	180 MHz
	200 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-56.5]
	
	

	Pinterferer
	dBm
	-25
	-25
	-25
	
	

	BWinterferer
	MHz
	160
	180
	200
	
	

	Finterferer (offset)
	MHz
	160
/
-160
	180
/
-180
	200
/
-200
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


END OF CHANGE 6

START OF CHANGE 7
Table 7.6.2-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5



	FIoffset, case 1
	MHz
	7.5



	FIoffset, case 2
	MHz
	12.5



	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	
	

	
	dB
	15.5
	16
	
	
	

	BWinterferer
	MHz
	5
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The interferer consists of the RMC specified in […]


END OF CHANGE 7

START OF CHANGE 8
Table 7.6.2-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	FIoffset, case 1
	MHz
	15
	30
	60
	90
	120

	FIoffset, case 2
	MHz
	25
	50
	100
	150
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	6
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	FIoffset, case 1
	MHz
	90
	120
	135
	150
	

	FIoffset, case 2
	MHz
	150
	200
	225
	250
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The interferer consists of the RMC specified in […]


END OF CHANGE 8

START OF CHANGE 9
Table 7.6.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below



	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 9

START OF CHANGE 10
Table 7.6.3-3: Out-of-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	9
	9
	9
	9
	

	NOTE:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 10

START OF CHANGE 11
Table 7.6.4-1: Narrow Band Blocking

	NR band
	Parameter
	Unit
	Channel Bandwidth

	
	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100MHz

	n1,n2, n3, n5, n7, n8,

n12, n20, 

  n25

n28,

n34,

n38,

n39,

n40, n41, n51, n66, n70, n71, n75, n76
	Pw
	dBm
	
	PREFSENS + channel-bandwidth specific value below

	
	
	
	16
	13
	14
	16
	16
	16
	16
	16
	16
	16
	16

	
	Puw (CW)
	dBm
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55

	
	Fuw (offset SCS= 15 kHz)
	MHz
	2.7075
	5.2125
	7.7025
	10.2075
	13.0275
	20.5575
	NA
	NA
	NA
	NA
	NA

	
	Fuw (offset SCS= 30 kHz)
	MHz
	NA
	NA
	NA
	NA
	
	
	TBD
	TBD
	
	
	

	NOTE 1:
The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
The PREFSENS power level is specified in Table 7.3.1-1 and Table 7.3.1-1a for two and four antenna ports, respectively.


END OF CHANGE 11

START OF CHANGE 12
Table 7.6A.2.1-1: In-band blocking parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	120
	130
	140
	150

	FIoffset, case 1
	MHz
	15
	180
	195
	210
	225

	FIoffset, case 2
	MHz
	25
	300
	325
	350
	375

	RX parameter
	Units
	Channel bandwidth

	
	
	160 MHz
	180 MHz
	200 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	
	

	
	dB
	6
	6
	6
	
	

	BWinterferer
	MHz
	160
	180
	200
	
	

	FIoffset, case 1
	MHz
	240
	270
	300
	
	

	FIoffset, case 2
	MHz
	400
	450
	500
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The interferer consists of the RMC specified in […]


END OF CHANGE 12

START OF CHANGE 13
Table 7.6A.3-1: Out-of-band blocking parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	9
	9
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	160 MHz
	180 MHz
	200 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	
	

	
	dB
	9
	9
	9
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 13

START OF CHANGE 14
Table 7.7-1: Spurious response parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 14

START OF CHANGE 15
Table 7.7.1-1a: Spurious response parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	9
	9
	9
	9
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 15

START OF CHANGE 16
Table 7.7A-1: Spurious response parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	9
	9
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	160 MHz
	180 MHz
	200 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	REFSENS + channel specific value below
	
	

	
	dB
	9
	9
	9
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4


END OF CHANGE 16

START OF CHANGE 17
Table 7.8.1-1: Wide band intermodulation parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90

MHz
	100
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	
REFSENS + channel bandwidth specific value below

	
	
	6
	6
	7
	9
	10
	11
	12
	13
	14
	15
	15
	16

	PInterferer 1
(CW)
	dBm
	
	-46

	PInterferer 2
(Modulated)
	dBm
	
	-46

	BWInterferer 2
	MHz
	
	5

	FInterferer 1
(Offset)
	MHz
	
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


END OF CHANGE 17

START OF CHANGE 18
Table 7.8.2-2: Wide band intermodulation parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	10
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90

MHz
	100
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	
	REFSENS + 6

	PInterferer 1
(CW)
	dBm
	
	-46

	PInterferer 2
(Modulated)
	dBm
	
	-46

	BWInterferer 2
	MHz
	
	BW

	FInterferer 1
(Offset)
	MHz
	
	-2BW

/

+2BW

	FInterferer 2
(Offset)
	MHz
	
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


END OF CHANGE 18

START OF CHANGE 19
Table 7.8A.2.1-1: Wide band intermodulation parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	110
MHz
	120
MHz
	130
MHz
	140
MHz
	150
MHz
	160
MHz
	180
MHz
	
	280
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	
	REFSENS + 6

	PInterferer 1
(CW)
	dBm
	
	-46

	PInterferer 2
(Modulated)
	dBm
	
	-46

	BWInterferer 2
	MHz
	
	BW

	FInterferer 1
(Offset)
	MHz
	
	-2BW

/

+2BW

	FInterferer 2
(Offset)
	MHz
	
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


END OF CHANGE 19
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