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1 Background
Based on RAN5 request, annex letters are needed to be aligned in current 38.101 series specifications. In RAN4#88 meeting, an updated skeleton [1] for TS38.101-4 was approved. In order to complete the demodulation performance part as soon as possible, a WF [2] for TS38.101-4 draft plan was approved as well. This contribution provides a text proposal on downlink physical channels in Annex C for TS38.101-4. 
2 Proposal

It is proposed that the attached text proposal is included in TS 38.101-4.
3 References

[1] R4-1811357, Updated skeleton for TS38.101-4, Samsung
[2] R4-1811684, Way forward for TS38.101-4 specification draft plan, Samsung
[3] TS 38.101-4 v0.1.0


TEXT PROPOSAL:
Annex C (normative):
Downlink physical channels

C.1 General

This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.
C.2 Setup (Conducted)
Table C.2-1 describes the downlink Physical Channels that are required for connection set up.

Table C.2-1: Downlink Physical Channels required for connection set-up

	Physical Channel

	PBCH

	SSS 

	PSS

	PDCCH

	PDSCH

	PBCH DMRS

	PDCCH DMRS

	PDSCH DMRS

	CSI-RS 


C.3 Connection (Conducted)

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.
C.3.1
Measurement of Performance requirements
Table C.3.1-1 is applicable for measurements in which uniform RS-to-EPRE boosting for all downlink physical channels, unless otherwise stated.
Table C.3.1-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)
	Parameter
	Unit
	Value

	SSS transmit power 
	W
	Test specific

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	0

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS
	dB
	0

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	0

	EPRE ratio of CSI-RS to SSS
	dB
	0

	EPRE ratio of OCNG to SSS
	dB
	0

	NOTE 1: Number of DMRS CDM groups without data for PDSCH DMRS configuration for OCNG is set to 1.


C.4 Setup (Radiated)

Table C.4-1 describes the downlink Physical Channels that are required for connection set up.

Table C.4-1: Downlink Physical Channels required for connection set-up

	Physical Channel

	PBCH

	SSS 

	PSS

	PDCCH

	PDSCH

	PBCH DMRS

	PDCCH DMRS

	PDSCH DMRS

	CSI-RS 

	PTRS


C.5 Connection (Radiated)

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.
C.5.1
Measurement of Receiver Characteristics

Table C.5.1-1 is applicable for measurements in which uniform RS-to-EPRE boosting for all downlink physical channels, unless otherwise stated.
Table C.5.1-1: Downlink Physical Channels transmitted during a connection (TDD)

	Parameter
	Unit
	Value

	SSS transmit power 
	W
	Test specific

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	0

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS
	dB
	0

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	0

	EPRE ratio of CSI-RS to SSS
	dB
	0

	EPRE ratio of PTRS to PDSCH
	dB
	Test specific

	EPRE ratio of OCNG to SSS
	dB
	0

	Note 1: Number of DMRS CDM groups without data for PDSCH DMRS configuration for OCNG is set to 1.


*********************End of change*****************
