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1.
Introduction

This contribution provides a TP to TS 38.141-2 [1] on the following out-of-band blocking finalizations for FR2:

1)
Out-of-band blocking (co-location) is not applicable in FR2.

2)
The CW interfering signal should be swept with a step size according to the endorsed draft CR in [2].
2.
Text proposal

<Start of change>

7.6.4.2.4
BS type 2-O continued procedure for out-of-band blocking
1)
Generate the wanted signal in reference direction for all supported polarizations, from the test antenna, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB under test as follows:

-
For NR, see annex A.1 in TS 38.104 [1].

2)
Set the transmitter unit associated with the RIB under test to transmit in reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8).


The transmitter unit associated with the RIB under test may be turned off for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.

3)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in sub-clause 7.6.5.2.1, table 7.6.5.2.1-1.

4)
The CW interfering signal shall be swept with a step size of 1 MHz for interfering signal at frequency below 6 GHz, and with a step size according to the minimum supported BS channel bandwidth as shown in table 7.6.4.2.4-1 for interfering signal at frequency above 6 GHz.

5)
Table 7.6.4.2.4-1: Measurement step size for out-of-band blocking conformance testing
	Minimum supported BS Channel bandwidth of wanted signal [MHz]
	50
	100
	200
	400

	Measurement step size for interfering signal [MHz]
	15
	30
	60
	60


Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.8.

In addition, for multi-band RIB, the following steps shall apply:
6)
For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band(s).

<End of change>
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