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1 Introduction

During RAN4#87, MU values were agreed for many requirements. For eAAS, MU was agreed for co-location based blocking requirements, however for NR, co-location MU has not been captured in the TS. This TP resolves this issue.
2 Text Proposal
4.1.2.3
Measurement of receiver
Table 4.1.2.3-1: Maximum OTA Test System uncertainty for FR1 OTA receiver tests
	Subclause
	Maximum OTA Test System uncertainty
	Derivation of OTA Test System uncertainty

	7.2 OTA sensitivity
	±1.3 dB, f ≤ 3.0 GHz

±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz

±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.842 [6], subclause 10.3.2.2.

	7.3 OTA reference sensitivity level
	±1.3 dB, f ≤ 3.0 GHz

±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz

±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.3.3.

	7.4 OTA dynamic range 
	±0.3 dB
	See 3GPP TR 37.843 [16], subclause 10.3.4.

	7.5.1
OTA adjacent channel selectivity
	±1.7 dB, f ≤ 3.0 GHz

±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz

±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.3.5.

	7.5.2
In-band blocking (General)
	±1.9 dB, f ≤ 3.0 GHz

±2.2 dB, 3.0 GHz < f ≤ 4.2 GHz

±2.5 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.7.

	7.5.2
In-band blocking (Narrowband)
	±1.7 dB, f ≤ 3.0 GHz

±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz

±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.7.

	7.6 OTA out-of-band blocking 
	fwanted ≤ 3 GHz

1 MHz < finterferer ≤ 3 GHz: ±2.0 dB

3 GHz < finterferer ≤ 6 GHz: ±2.1 dB

6 GHz < finterferer ≤ 12.75 GHz: ±3.5 dB

3 GHz < fwanted ≤ 4.2GHz:

1 MHz < finterferer ≤ 3 GHz: ±2.0 dB

3 GHz < finterferer ≤ 6 GHz: ±2.1 dB

6 GHz < finterferer ≤ 12.75 GHz: ±3.6 dB

4.2 GHz < fwanted ≤ 6 GHz:

1 MHz < finterferer ≤ 3 GHz: ±2.2 dB

3 GHz < finterferer ≤ 6 GHz: ±2.3 dB

6 GHz < finterferer ≤ 12.75 GHz: ±3.6 dB
	See 3GPP TR 37.843 [16], subclause 10.8.

	7.6 Co-location blocking
	±3.2 dB,  f ≤ 3.0 GHz 
±3.4 dB,  3.0 GHz < f ≤ 4.2 
	See 3GPP TR 37.843 [28], subclause 10.6.5.



	7.7 OTA receiver spurious emissions 
	30 MHz ≤ f ≤ 6 GHz, ±2.5dB

6 GHz < f ≤ 19 GHz, ±4.2dB
	See 3GPP TR 37.843 [16], subclause 10.5.

	7.8 OTA receiver intermodulation
	±2.0 dB, f ≤ 3.0 GHz

±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz

±3.2 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.3.6.

	7.9 OTA in-channel selectivity 
	±1.7 dB, f ≤ 3.0 GHz

±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz

±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
	See 3GPP TR 37.843 [16], subclause 10.3.7.
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