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1. Overall Description: 
RAN4 has introduced the FR1 intra-band EN-DC power class 2 in Band n41 in Rel-15 and noticed this power class has also been supported by RAN2 TS38.331 spec. In order to solve intra-band EN-DC power class 2 UE SAR (Specific Absorption Rate) issue, RAN4 agreed to extend the UE capability of maxUplinkDutyCycle to power class 2 EN-DC band combinations. The definition and usage of maxUplinkDutyCycle in intra-band EN-DC is similar as previous LS R4-1805786 and R4-1808197 with following difference:
· The intra-band EN-DC power class 2 UE maxUplinkDutyCycle capability is reported to indicate the maximum averaged LTE and NR percentage of uplink transmission time that can be scheduled within certain window length to ensure compliance with applicable electromagnetic energy absorption requirements provided by regulatory bodies.
· When the averaged LTE and NR percentage of uplink transmission time scheduled by the network within certain window length is larger than its capability, the requirements for FR1 intra-band EN-DC power class 2 are not applicable, and the corresponding requirements for a FR1 power class 3 UE shall apply.

· The maxUplinkDutyCycle can be reported as a per band combination capability for intra-band EN-DC power class 2 UE.
2. Actions:

To RAN1/ RAN2 WG: 
RAN4 kindly asks RAN2 to take the above information into consideration in the capability signalling design.
3. Date of Next RAN4 Meetings:

TSG-RAN4 Meeting #89

November 12 - 16, 2018

Spokane, US

TSG-RAN4 Meeting #90
  
25 Feb - 1 Mar 2019

Athens, GR
