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7.6
OTA out-of-band blocking


7.6.1
Definition and applicability 

The OTA out-of-band blocking characteristics are a measure of the receiver unit ability to receive a wanted signal at the RIB at its assigned channel in the presence of an unwanted interferer.


For OTA out-of-band blocking the wanted signal shall be polarization matched to each supported base station element polarization(s). The interferer signal polarization shall be mechanically aligned and fixed to the wanted signal polarization. 



7.6.2
Minimum requirement

The minimum requirement for BS type 1-O is defined in TS 38.104 [1], subclause 10.6.2.

The minimum requirement for BS type 2-O is defined in TS 38.104 [1], subclause 10.6.3.
7.6.3
Test purpose

The test stresses the ability of the receiver unit associated with the RIB under test to withstand high-level interference from unwanted signals at specified frequency bands, without undue degradation of its sensitivity.

7.6.4
Method of test

7.6.4.1
Initial conditions

Test environment: Normal; see annex B.2.

RF channels to be tested for single carrier (SC): M; see subclause 4.9.1.

Base Station RF Bandwidth positions to be tested for multi-carrier (MC): 

-
MRFBW in single-band RIB, see subclause 4.9.1; BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band RIB, see subclause 4.9.1.

In addition, for multi-band RIB:

-
For BRFBW_T'RFBW, blocking testing above the highest operating band may be omitted.
-
For B'RFBW_TRFBW, blocking testing below the lowest operating band may be omitted.

Directions to be tested: Receiver target reference direction.

7.6.4.2
Procedure
7.6.4.2.1
NR BS type 1-O procedure for out-of-band blocking
OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.

1) Place NR BS and the test antenna(s) according to annex E2.4.1.

2) Align the NR BS and test antenna(s) according to the directions to be tested.    

3) Connect test antenna(s) to the measurement equipment as shown in annex E2.4.1.

4) Polarization match the impinging wanted signal to the supported NR BS element polarizations. The interferer signal polarization shall be meachaically aligned and fixed to the wanted signal polarization. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.  

5) 
6) Generate the wanted signal in reference direction, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB, according to annex A.1 in TS 38.104 [1]. 
7) Set the transmitter unit associated with the RIB under test to transmit in reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8).

8) 
The transmitter unit associated with the RIB under test may be turned off for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.

9) Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1 and, when applicable, for co-location test requirements in table 7.6.5.1.2-1.

10) The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.

11) Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.8.
In addition, for multi-band RIB, the following steps shall apply:
12) For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7.6.4.2.2
NR BS type 1-O procedure for co-location blocking

OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.

1) Place NR BS and CLTA as specified in sub-clause 4.12.2.3.
2) Several CLTA are required to cover the whole co-location blocking frequency ranges. The CLTA shall be selected according to sub-clause 4.12.2.2.
3) Align the NR BS and test antenna(s) according to the directions to be tested.  
4) 
5) Connect test antenna and CLTA to the measurement equipment as depicted in annex E2.4.2.

6) The NR BS receives the wanted signal in all supported polarizations, in the reference direction from the test antenna.  

7) The OTA co-location blocking interferer is injected via the CLTA. The CLTA is fed with the specified co-location blocking interferer power per supported polarization (e.g. Prated,t, TRP = 49 dBm for WA, equally divided on all supported polarizations, from the same signal generator source).
8) 
Generate the wanted signal in reference direction, all supported polarizations, from the test antenna, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB , according to annex A.1 in TS 38.141 [1].
9) Set the transmitter unit associated with the RIB under test to transmit in reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8).

10) 
The transmitter unit associated with the RIB under test may be turned off for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.

11) Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1 and, when applicable, for co-location test requirements in table 7.6.5.1.2-1.

12) The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.

13) Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.8.

In addition, for multi-band RIB, the following steps shall apply:

14) For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.










7.6.4.2.3
NR BS type 2-O procedure for out-of-band blocking
OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.
1) Place NR BS and the test antenna(s) according to annex E2.4.1.
2) Align the NR BS and test antenna(s) according to the directions to be tested.  
3) Connect test antenna(s) to the measurement equipment as shown in annex E2.4.1.
4) Polarization match the impinging wanted signal to the supported NR BS element polarizations. The interferer signal polarization shall be meachaically aligned and fixed to the wanted signal polarization. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required. 
5) Generate the wanted signal, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB, according to annex A.1 in TS 38.104 [1]. 

6)
Set the transmitter unit associated with the RIB under test to transmit in reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8).


The transmitter unit associated with the RIB under test may be turned off for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.

7)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.2.1-1 .
8)
The interfering signal shall be swept within the frequency range and step size specified in table 7.6.4.2.3-1.
9)
Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.8.

In addition, for multi-band RIB, the following steps shall apply:

10)
For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
Table 7.6.4.2.3-1: Interferer signal step size
	Frequency range

(MHz)
	Maximum supported BS channel bandwidth (MHz)
	Measurement 

step size

(MHz)

	30 to 6000
	50, 100, 200, 400
	1

	6000 to 60000
	50
	15

	
	100 
	30

	
	200
	60

	
	400 
	60


7.6.5
Test requirements

7.6.5.1
Requirement for BS type 1-O
The test requirement consists of general and co-location requirements.
7.6.5.1.1
General 
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 7.6.5.1.1-1, the following requirements shall be met:

-
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 in TS 38.104 [1] for each BS channel bandwidth and further specified in Annex A.
For a multi-band RIB, the OTA out-of-band requirement shall apply for each supported operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to subclause 7.4.2.2 in TS 38.104 [1] shall be excluded from the OTA out‑of‑band blocking requirement.
For BS type 1-O the OTA out-of-band blocking requirement apply from 30 MHz to FUL_low - ΔfOOB and from FUL_high + ΔfOOB up to 12750 MHz, including the downlink frequency range of the FDD operating band. The ΔfOOB for BS type 1-O is defined in table 7.5.2.5.2-0.
Table 7.6.5.1.1-1: OTA out-of-band blocking performance requirement

	Wanted signal mean power
(dBm)
	Interfering signal RMS field-strength
(V/m)
	Type of interfering signal

	EISminSENS + 6 dB

 (Note 1)
	0.36
	CW carrier

	NOTE 1: 
EISminSENS depends on the channel bandwidth as specified in subclause 9.2 in 3GPP TS 38.104 [1].

NOTE 2:   The RMS field-strength level in V/m is related to the interferer EIRP level at a distance described as [image: image1.wmf]r
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, where EIRP is in W and r is in m; for example, 0.36 V/m is equivalent to 36 dBm at fixed distance of 30 m.


7.6.5.1.2
Co-location requirement

This additional OTA out-of-band blocking requirement may be applied for the protection of BS receivers when NR, E‑UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.

The requirement is a co-location requirement, the interferer power levels specified at the CLTA conducted input.


The interfering signal power is specified per polarization. 
For OTA wanted and OTA interfering signal provided at the RIB using the parameters in table 7.6.5.1.2-1, the following requirements shall be met:

-
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 in [1] for each BS channel bandwidth and further specified in annex A in TS 38.104 [1]. The characteristics of the interfering signal is further specified in annex D in TS 38.104 [1].
For BS type 1-O the OTA blocking requirement for co-location with BS in other frequency bands is applied for all operating bands for which co-location protection is provided.

Table 7.6.5.1.2-1: OTA blocking requirement for co-location with BS in other frequency bands

	Frequency range of interfering signal
	Wanted signal mean power [dBm]
	Interfering signal mean power for WA BS [dBm]
	Interfering signal mean power for MR BS [dBm]
	Interfering signal mean power for LA BS [dBm]
	Type of interfering signal

	Frequency range of co-located downlink operating band
	EISminSENS + 6 dB

 (Note 1)
	+46
	+38
	+24
	CW carrier

	NOTE 1:
EISminSENS depends on the BS class and on the BS channel bandwidth, see subclause 10.3 in TS 38.104 [1]. 
NOTE 2:
The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in the 10 MHz frequency range immediately outside any of the supported uplink operating band(s).


7.6.5.2
Requirement for BS type 2-O

The test requirement consists of general requirements.
7.6.5.2.1
General requirement
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the FR2 OTA REFSENS RoAoA.



For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 7.6.5.2.1-1, the following requirements shall be met:

-
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.3 in TS 38.104 [1] for each BS channel bandwidth and further specified in annex A in TS 38.104 [1].
For BS type 2-O the OTA out-of-band blocking requirement apply from 30 MHz to FUL_low – 1500 MHz and from FUL_high + 1500 MHz up to min(2nd harmonic of the upper frequency edge of the operating band, 60 GHz). 

Table 7.6.5.2.1-1: OTA out-of-band blocking performance requirement

	Frequency range of interfering signal

(MHz)
	
 Wanted signal mean power 

(dBm)
	
 Interferer RMS field-strength

(V/m)
	Type of interfering signal

	30 to 12750
	EISREFSENS_50M + 6 dB
	0.36
	CW

	12750 to FUL_low – 1500
	 EISREFSENS_50M + 6 dB
	0.10
	CW

	FUL_high + 1500 to min(2nd harmonic of the upper frequency edge of the operating band, 60000)
	 EISREFSENS_50M + 6 dB
	0.10
	CW


