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<< Start of Change 1 >>
A.3.2.3.6
Narrowban IoT OCNG TDD pattern 1: Generic TDD OCNG
The OCNG pattern is used in a test for modelling allocations of unused resources in the channel bandwidth to virtual UEs (which are not under test). The OCNG pattern comprises PDCCH and PDSCH transmissions to the virtual UEs.
A.3.2.3.6.1 NOP.1 TDD: Generic OCNG pattern for all unused REs

Table A.3.2.3.6.1-1: NOP.1 TDD: Generic OCNG pattern for all unused REs
	OCNG Parameters
	Control Region
	Data Region

	Resource allocation
	Unused REs (Note 1)
	Unused REs (Note 2)

	Channel
	NPDCCH
	NPDSCH

	Contents
	Virtual UE IDs
	Uncorrelated pseudo random QPSK modulated data

	Antenna transmission scheme
	Same as used in NPDCCH RMC 
	Same as used in NPDSCH RMC 

	Aggregation level
	Same as used in NPDCCH RMC
	N/A

	Code rate
	Same as used in NPDCCH RMC
	Same as used in NPDSCH RMC 

	Transmit Power
	Same as used in NPDCCH RMC 
	Same as used in NPDSCH RMC 

	CP length
	Same as used in NPDCCH RMC 
	Same as used in NPDSCH RMC 

	Note 1: REs not used in the physical control channels where NPDCCH is scheduled for the UE under test.

Note 2: REs not allocated to any physical channel, NRS or any other reference signal within the channel bandwidth of the cell.


<< End of Change 1 >>
