Page 1



3GPP TSG RAN WG4 Meeting #88-bis
R4-1813061
ChengDu, China, 8-12 October 2018

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	37.863-01-01
	CR
	0003
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Draft CR to 37.863-01-01:Corrections on TR for IMD calculations and add TP for MSD for DC_5A_n78A

	
	

	Source to WG:
	Mediatek Inc.

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-10-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	According to agreement in R4-1810215/R4-1810219/R4-1810221/R4-1810222/R4-1810224/R4-1810226/R4-1810227/R4-1810167 , TR37.863-01-01 is modified accordingly

	
	

	Summary of change:
	1. Add self-interference analysis for DC_2A_n66A, DC_2A_n78A, DC_5A_n66A, DC_12A_n66A, DC_20A_n77A, DC_66A_n5A, DC_66A_n78A
1. 2. Add MSD for DC_5A_n78A due to the 4th harmonic 








	
	

	Consequences if not approved:
	1. Lack of self-interference analysis for DC_2A_n66A, DC_2A_n78A, DC_5A_n66A, DC_12A_n66A, DC_20A_n77A, DC_66A_n5A, DC_66A_n78A

2. MSD for DC_5A_n78A due to the 4th harmonic was missing

	
	

	Clauses affected:
	6.5B.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS/TR ... CR ... 38.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Start of change >>

6.59
DC_5A-n78A

6.59.1
Operating bands for DC

Table 6.59.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_5A-n78A
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.59.2
Channel bandwidths per operating band for DC

Table 6.59.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_5A-n78A
	5
	15
	Yes
	Yes
	
	
	
	
	
	
	
	110

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.59.3
Co-existence studies

Tables 6.59.3-1 lists Band 5A + Band n78A 2UL DC 2nd, 3rd, 4th and 5th  order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.59.3-1: Band 5 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	9900
	11400

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	13200
	15200

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	16500
	19000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2451
	2976
	4124
	4649

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2152
	1602
	5751
	6776

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4948
	5498
	7424
	8449

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	724
	949
	3290
	3810

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1328
	753
	9051
	10576

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	5952
	4902
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5772
	6347
	10724
	12249

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	8248
	9298
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14376
	12351
	96
	504

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9752
	8202
	4053
	5128

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14024
	16049
	6596
	7196

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11548
	13098
	9072
	10147


Based on Table 6.59.3-1,

-
3rd order harmonic may fall into Rx frequencies of band 41
-
4th order harmonic may fall into Rx frequencies of bands n77 and n78.

-
5th order harmonic may fall into Rx frequencies of band n77.
-
2nd order IMD may also fall into own Rx of band n78 and Rx frequencies of bands 7, 38, 41, 69 and n79
-
3rd order IMD may also fall into own Rx of bands 5 and n78 and Rx frequencies of bands 1, 2, 3, 4, 6, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 25, 26, 27, 28, 29, 33, 34, 35, 36, 37, 39, 42, 43, 44, 46, 47, 48, 65, 66, 67, 68, 70, n77 and n79
-
4th order IMD may also fall into own Rx of band 5 and Rx frequencies of bands 6, 8, 13, 14, 18, 19, 20, 26, 27, 28, 44, 46, 47, 67, 68 and n79
-
5th order IMD may also fall into Rx frequencies of bands 31, n77 and n79
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS; the harmonics and intermodulation products can have impact on these systems. Table 6.59.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.59.3-2: 2UL Band 5 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2

	
	2400
	-
	2494
	Yes
	Asia
	IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4

	
	5470
	-
	5725
	Yes
	
	IMD3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3


Table 6.59.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.59.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_5A_n78A
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 65, 66, 70
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	3800
	-
	3805
	+1.6
	5
	1, 2, 3

	
	Frequency range
	3805
	-
	3825
	-15.5
	5
	1, 2, 3

	
	Frequency range
	3825
	-
	3850
	-40
	1
	1, 3

	
	Frequency range
	3850
	-
	4200
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 5

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	6

	
	E-UTRA Band 18, 19
	FDL_low
	-
	FDL_high
	-40
	1
	5

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	5

	NOTE 1:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 3:
The requirement is applicable for any channel bandwidths within the range 3300 - 3800 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range [TBD – 3792.5] MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range [TBD – 3790] MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to [TBD] RB.

NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz
NOTE 5:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.
NOTE 6:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.


6.59.4
∆TIB and ∆RIB values
For DC_5A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.59.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5A-n78A
	5
	0.6

	
	n78
	0.8


Table 6.59.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_5A-n78A
	5
	0.2

	
	n78
	0.5


6.59.5
MSD
Table 6.59.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.59.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_5A_n78A
	5
	844
	5
	25
	889
	8.3
	FDD
	IMD4
|fB78-3*fB5|

	
	n78
	3421
	10
	52
	3421
	N/A
	TDD
	N/A


Table 6.59.5-2: MSD due to 4th harmonic for DC_5A-n78A
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	25 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	80 
MHz
	100 
MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	5
	n781,2
	
	10.5
	8.9
	7.8
	
	5.4
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
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Table 6.59.5-3 lists the UL configuration for the EN-DC configuration DC_5A-n78A.
Table 6.59.5-3: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	5
	n78
	8
	16
	25
	251, 252
	
	
	
	
	
	

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


<< Unchanged portion omitted >>

6.96
DC_2A_n66A
6.96.1
Operating bands for DC

Table 6.96.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band Combination
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_2A_n66A
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD


6.96.2
Channel bandwidths per operating band for DC
Table 6.96.2-1 Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_2A_n66A
	2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	60

	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink. 


6.96.3
Co-existence studies

Table 6.96.3-1 lists up to 7th harmonic and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis for Band 2+Band n66 2UL DC. 
Table 6.96.3-1: Band 2 and Band n66 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1780
	1850
	1910

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	3420
	3560
	3700
	3820

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	5130
	5340
	5550
	5730

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	6840
	7120
	7400
	7640

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	8550
	8900
	9250
	9550

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	10260
	10680
	11100
	11460

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	11970
	12460
	12950
	13370

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	200
	70
	3560
	3690

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1510
	1710
	1920
	2110

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5270
	5470
	5410
	5600

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	400
	140
	7120
	7380

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3220
	3490
	3770
	4020

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6980
	7250
	7260
	7510

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	5930
	5620
	5270
	4930

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	9110
	9420
	8690
	9030

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	2310
	1990
	1640
	1310

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8970
	9290
	8830
	9160


Based on Table 6.96.3-1, it can be seen that
-
2nd order harmonic may fall into Rx frequencies of bands 22, 42, 43, 48, 49, 77 and 78.
-
33d order harmonic may fall into Rx frequencies of band 46.
-
2nd order IMD products may fall into Rx frequencies of bands 22, 42, 43, 48, 49, 77 and 78. 
-
33d order IMD products may fall into Rx frequencies of bands 1, 4, 10, 21, 24, 25, 33, 34, 36, 37, 39, 46, 50, 65, 70, 74, 75, or its own Rx frequencies of band 2 and 66.

-
4th order IMD products may fall into Rx frequencies of bands 42, 43, 77 and 78.

-
5th order IMD products may fall into Rx frequencies of bands 1, 4, 10, 11, 21, 23, 24, 25, 32, 34, 36, 40, 45, 46, 47, 50, 51, 65, 70, 74, 75, 76, 79, or its own Rx frequencies of band 66.
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.96.3-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.96.3-2: Band 2 and Band n66 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	3rd, 5th IMD

	Galileo
	1559
	-
	1591
	Yes
	
	3rd, 5th IMD

	GLONASS
	1591
	-
	1610
	Yes
	
	3rd, 5th IMD

	GPS
	1563
	-
	1587
	Yes
	
	3rd, 5th IMD

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	3rd, 5th IMD

3rd harmonic

	
	5150
	-
	5350
	Yes
	Europe
	3rd, 5th IMD

3rd harmonic

	
	5470
	-
	5725
	Yes
	
	3rd, 5th IMD

3rd harmonic

	
	5150
	-
	5825
	Yes
	Asia
	3rd, 5th IMD

3rd harmonic

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	

	
	47200
	-
	48400
	No
	China
	

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	

	
	57050
	-
	64000
	No
	USA - Canada
	

	
	57000
	-
	64000
	No
	South Korea
	

	
	59000
	-
	66000
	No
	Japan
	

	
	59000
	-
	64000
	No
	China
	

	
	59400
	-
	62900
	No
	Australia
	


Table 6.96.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.96.3-3: Protected bands for the dual connectivity configuration
	E-UTRA and NR DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_2A_n66A
	Bands 4, 5, 10, 12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 50, 51, 66, 70, 71, n71, 74, 85, n257
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Bands 2, 25
	FDL_low 
	-
	FDL_high
	-50
	1
	4

	
	Bands 42, 48
	FDL_low
	-
	FDL_high
	-50
	1
	3

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1of TS 36.101 [2].

NOTE 2:
FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1 of TS 38.101-1 [3] and 38.101-2 [4].

NOTE 3:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 of TS 36.101 [2] are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 4:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth. 


6.96.4
∆TIB and ∆RIB values
For DC_2A_n66A, the (TIB,c and (RIB,c values are derived from LTE combination CA_2A-66A and are given in the tables below.

Table 6.96.4-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2A_n66A
	2
	0.5

	
	n66
	0.5


Table 6.96.4-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_2A_n66A
	2
	0.3

	
	n66
	0.3


6.96.5
REFSENS requirements

Due to 3rd and 5th order IMD MSD are needed and are defined in table 6.96.5-1. Values are reused from existing LTE combination CA_2A-66A.

Table 6.96.5-1: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order
	Single UL allowed

	DC_2A_n66A
	2
	1855
	5
	25
	1935
	20
	FDD
	IMD3
	

	
	n66
	1775
	5
	25
	2175
	N/A
	
	N/A
	

	DC_2A_n66A
	2
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A
	

	
	n66
	1750
	5
	25
	2150
	4
	
	IMD5
	


6.96.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.96.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.96.6-1.

Table 6.96.6-1: Band 2 and Band n66 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_2A_n66A
	2
	a
	2
	b
	-1
	3
	2
	IMD

	
	n66
	c
	-1
	d
	0
	
	
	

	DC_2A_n66A
	2
	a
	3
	b
	0
	5
	n66
	IMD

	
	n66
	c
	-2
	d
	-1
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.96.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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6.97
DC_2A_n78A
6.97.1
Operating bands for DC

Table 6.97.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_2A-n78A
	2
	1850 MHz 
	–
	1910 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	
	n78
	3300 MHz 
	–
	3800 MHz
	3300 MHz 
	–
	3800 MHz
	TDD


6.97.2
Channel bandwidths per operating band for DC

Table 6.97.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_2A-n78A
	2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.97.3
Co-existence studies

Table 6.x.3-1 provides the self-interference study for DC_2A-n78A.
Table 6.x.3-1 Harmonics and IMD products
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	DL frequency range (MHz)
	Rx Impact
	Harmonic/IMD orders
	Notes

	DC_2A-n78A
	2
	1930 MHz -1990 MHz
	Yes
	IMD2, IMD4, IMD5
	

	
	n78
	3300 MHz -3800 MHz
	Yes
	2th Harmonic
	


Table 6.97.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.97.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_2A_n78A
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 50, 51, 66, 70, 71, 74, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	-
	FDL_high
	-50
	1
	1

	
	NR Band 78
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	

	NOTE 1:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 2:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.97.3-3 and [Table x.x.x.x-x] from the edge of the channel bandwidth.




6.97.4
∆TIB and ∆RIB values
For DC_2A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.97.4-2: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2A-n78A
	2
	0.6

	
	n78
	0.8


Table 6.97.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2A-n78A
	2
	0.2

	
	n78
	0.5


6.97.5
MSD
Tables below lists the MSD required for the dual connectivity configuration due to IMD and 2nd harmonic.

Table 6.5.5-1: MSD for the DC configuration for IMD2 and 4
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA/NR DC 

Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_2A-n78A
	2
	1855
	5
	25
	1940
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	
	n78
	3795
	10
	25
	3795
	N/A
	TDD
	N/A

	DC_2A-n78A
	2
	1885
	5
	25
	1955
	[8.0]
	FDD
	IMD44

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3700
	10
	25
	3700
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE 4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


MSD values for Band n78 due to 2nd harmonic of Band 3 in LTE-NR DC_2-n78 are captured in Table 6.5.5-5. 

Table 6.5.5-2: MSD due to harmonic issue for DC_2-n78
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	2
	n781,2
	27.1
	23.9 
	22.1 
	20.9 
	
	17.9
	
	
	
	

	
	n783
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
[image: image9.wmf]ë

û

1

.

0

2

.

0

/

HB

DL

LB

UL

f

f

=

in MHz and 
[image: image10.wmf]__

/2/2

LBLBLBLBLB

ULlowChannelULULhighChannel

FBWfFBW

+££-

 with[image: image11.wmf]HB

DL

f

 carrier frequency in the victim (higher) band in MHz and [image: image12.wmf]LB

Channel

BW

 the channel bandwidth configured in the lower band.
NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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Regarding the uplink configuration, 40MHz for n78 should be considered additionally. Therefore, 20MHz with 100RB allocation for Band 2 should be added. 

Table 6.5.5-3 Uplink configuration for the low band (exceptions) for E-UTRA

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	LTE-NR DC band combination
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	20 MHz
	Duplex mode

	DC_2-n78
	2
	
	
	12
	26
	39
	531
	1002
	FDD

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


6.97.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.97.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.97.6-1.

Table 6.97.6-1: Band 2 and Band n78 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_2A_n78A
	2
	a
	-1
	b
	-1
	2
	2
	IMD

	
	n78
	c
	1
	d
	0
	
	
	

	DC_2A_n78A
	2
	a
	3
	b
	-1
	4
	2
	IMD

	
	n78
	c
	-1
	d
	0
	
	
	

	DC_2A_n78A
	2
	a
	-3
	b
	-1
	5
	2
	IMD

	
	n78
	c
	2
	d
	0
	
	
	

	DC_2A_n78A
	2
	a
	2
	b
	0
	2
	n78
	Harmonic

	
	n78
	c
	0
	d
	-1
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.97.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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<< Unchanged portion omitted >>

6.102
DC_5A_n66A
6.102.1
Operating bands for DC

Table 6.102.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band Combination
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_5A_n66A
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD


6.102.2
Channel bandwidths per operating band for DC
Table 6.102.2-1 Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_5A_n66A
	5
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	50

	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink. 


6.102.3
Co-existence studies

Table 6.102.3-1 lists up to 7th harmonic and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis for Band 5+Band n66 2UL DC. 
Table 6.102.3-1: Band 5 and Band n66 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	1710
	1780

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	3420
	3560

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	5130
	5340

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	6840
	7120

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	8550
	8900

	6th harmonics frequency limits
	6*fx_low
	6*fx_high
	6* fy_low
	6* fy_high

	6th harmonics frequency limits (MHz)
	4944
	5094
	10260
	10680

	7th harmonics frequency limits
	7*fx_low
	7*fx_high
	7* fy_low
	7* fy_high

	7th harmonics frequency limits (MHz)
	5768
	5943
	11970
	12460

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	956
	861
	2534
	2629

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	132
	12
	2571
	2736

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3358
	3478
	4244
	4409

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1912
	1722
	5068
	5258

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	692
	837
	4281
	4516

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4182
	4327
	5954
	6189

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	6296
	5991
	1686
	1516

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	7664
	7969
	5006
	5176

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	3692
	3432
	873
	1088

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	6778
	7038
	5892
	6107


Based on Table 6.102.3-1, it can be seen that
-
2nd order harmonic may fall into Rx frequencies of bands 22, 42, 48, 49, 77 and 78. 
-
33d order harmonic may fall into Rx frequencies of bands 41 and 46.

-
2nd order IMD products may fall into Rx frequencies of bands 6, 7, 8, 18, 19, 26, 27, 38, 41 and 69, or its own RX frequency in band 5.
-
33d order IMD products may fall into Rx frequencies of bands 7, 38, 41, 42, 69, 77, 78 and 79. 

-
4th order IMD products may fall into Rx frequencies of bands 3, 9, 12, 13, 17, 20, 28, 29, 33, 35, 37, 39, 44, 46, 67, 68, 77 and 79.

-
5th order IMD products may fall into Rx frequencies of bands 6, 8, 18, 19, 22, 24, 26, 42, 43, 46, 47, 48, 49, 50, 74, 75, 77 and 78, or its own RX frequency in band 5.
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.102.3-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.102.3-2: Band 5 and Band n66 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	5th IMD

	Galileo
	1559
	-
	1591
	Yes
	
	5th IMD

	GLONASS
	1591
	-
	1610
	Yes
	
	5th IMD

	GPS
	1563
	-
	1587
	Yes
	
	5th IMD

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	3rd harmonic

	
	2400
	-
	2494
	Yes
	Asia
	3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	4th, 5th IMD

3rd harmonic

	
	5150
	-
	5350
	Yes
	Europe
	4th, 5th IMD

3rd harmonic

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	Yes
	Asia
	4th, 5th IMD

3rd harmonic

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	

	
	47200
	-
	48400
	No
	China
	

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	

	
	57050
	-
	64000
	No
	USA - Canada
	

	
	57000
	-
	64000
	No
	South Korea
	

	
	59000
	-
	66000
	No
	Japan
	

	
	59000
	-
	64000
	No
	China
	

	
	59400
	-
	62900
	No
	Australia
	


Table 6.102.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.102.3-3: Protected bands for the dual connectivity configuration
	E-UTRA and NR DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_5A_n66A
	Bands 1, 2, 3, 4, 5, 6, 7, 8, 10, 12, 13, 14, 17, 24, 25, 28, 29, 30, 34, 38, 40, 43, 45, 50, 51, 65, 66, 70, 71, n71, 85, n257
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	Bands 41, 42, 48, 52
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 18, 19
	FDL_low 
	-
	FDL_high
	-40
	1
	5

	
	E-UTRA Band 11, 21
	FDL_low 
	-
	FDL_high
	-50
	1
	5

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 5

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1of TS 36.101 [2].

NOTE 2:
FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1 of TS 38.101-1 [3] and 38.101-2 [4].

NOTE 3:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 of TS 36.101 [2] are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 5:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2


6.102.4
∆TIB and ∆RIB values
For DC_5A_n66A, the (TIB,c and (RIB,c values are derived from LTE combination CA_5A-66A and are given in the tables below.

Table 6.102.4-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5A_n66A
	5
	0.3

	
	n66
	0.3


Table 6.102.4-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_5A_n66A
	5
	0

	
	n66
	0


6.102.5
REFSENS requirements

Due to 2nd order IMD MSD are needed and are defined in table 6.102.5-1. Values are reused from existing LTE combination CA_5A-66A.

Table 6.102.5-1: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order
	Single UL allowed

	DC_5A_n66A
	5
	838
	5
	25
	883
	30
	FDD
	IMD21
	

	
	n66
	1721
	5
	25
	2121
	N/A
	
	N/A
	

	NOTE 1:
This band is subject to IMD5 also which MSD is not specified.


6.102.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.102.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.102.6-1.

Table 6.102.6-1: Band 5 and Band n66 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_5A_n66A
	5
	a
	-1
	b
	-1
	2
	5
	IMD

	
	n66
	c
	1
	d
	0
	
	
	

	DC_5A_n66A
	5
	a
	-3
	b
	-1
	5
	5
	IMD

	
	n66
	c
	2
	d
	0
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.102.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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<< Unchanged portion omitted >>

6.105
DC_12A_n66A
6.105.1
Operating bands for DC

Table 6.105.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band Combination
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_12A_n66A
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD


6.105.2
Channel bandwidths per operating band for DC
Table 6.105.2-1 Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_12A_n66A
	12
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	50

	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink. 


6.105.3
Co-existence studies

Table 6.105.3-1 lists up to 7th harmonic and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis for Band 12+Band n66 2UL DC. 
Table 6.105.3-1: Band 12 and Band n66 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	699
	716
	1710
	1780

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1398
	1432
	3420
	3560

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2097
	2148
	5130
	5340

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2796
	2864
	6840
	7120

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3495
	3580
	8550
	8900

	6th harmonics frequency limits
	6*fx_low
	6*fx_high
	6* fy_low
	6* fy_high

	6th harmonics frequency limits (MHz)
	4194
	4296
	10260
	10680

	7th harmonics frequency limits
	7*fx_low
	7*fx_high
	7* fy_low
	7* fy_high

	7th harmonics frequency limits (MHz)
	4893
	5012
	11970
	12460

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1081
	994
	2409
	2496

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	382
	278
	2704
	2861

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3108
	3212
	4119
	4276

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2162
	1988
	4818
	4992

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	317
	438
	4414
	4641

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	3807
	3928
	5829
	6056

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	6421
	6124
	1154
	1016

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	7539
	7836
	4506
	4644

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	3942
	3698
	1272
	1463

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	6528
	6772
	5517
	5708


Based on Table 6.105.3-1, it can be seen that
-
2nd order harmonic may fall into Rx frequencies of bands 22, 42, 48, 49, 50, 51, 75, 76, 77, 78 and 79.
-
33d order harmonic may fall into Rx frequencies of bands 1, 4, 10, 46 and 65 or its own RX frequency in band 66.

-
2nd order IMD products may fall into Rx frequencies of band 41.
-
33d order IMD products may fall into Rx frequencies of band 77.

-
4th order IMD products may fall into Rx frequencies of bands 1, 2, 4, 10, 25, 34, 36, 46, 47, 65, 70, 77 and 79 or its own RX frequency in band 66.

-
5th order IMD products may fall into Rx frequencies of bands 32, 43, 45, 46, 48, 49, 50, 51, 75, 76, 77, 78 and 79.
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.105.3-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.105.3-2: Band 12 and Band n66 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	2nd IMD

	
	2400
	-
	2494
	Yes
	Asia
	2nd IMD

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	4th, 5th IMD

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	Yes
	
	5th IMD

	
	5150
	-
	5825
	Yes
	Asia
	5th IMD

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	

	
	47200
	-
	48400
	No
	China
	

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	

	
	57050
	-
	64000
	No
	USA - Canada
	

	
	57000
	-
	64000
	No
	South Korea
	

	
	59000
	-
	66000
	No
	Japan
	

	
	59000
	-
	64000
	No
	China
	

	
	59400
	-
	62900
	No
	Australia
	


Table 6.105.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.105.3-3: Protected bands for the dual connectivity configuration
	E-UTRA and NR DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_12A_n66A
	Bands 2, 4, 5, 13, 14, 17, 24, 25, 26, 27, 29, 30, 41, 50, 51, 70, 71, n71, 74, n257
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Bands 4, 10, 48
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Bands 12, 85
	FDL_low
	-
	FDL_high
	-50
	1
	4

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1of TS 36.101 [2].

NOTE 2:
FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1 of TS 38.101-1 [3] and 38.101-2 [4].

NOTE 3:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 of TS 36.101 [2] are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 4:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth


6.105.4
∆TIB and ∆RIB values
For DC_12A_n66A, the (TIB,c and (RIB,c values are derived from LTE combination CA_12A-66A and are given in the tables below.

Table 6.105.4-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_12A_n66A
	12
	0.8

	
	n66
	0.3


Table 6.105.4-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_12A_n66A
	12
	0.5

	
	n66
	0


6.105.5
REFSENS requirements

Table 6.105.5-1 lists the MSD required for the dual connectivity configuration due to 3rd harmonic of Band 12, reusing values specified in LTE for CA_12A-66A.
Table 6.105.5-1: MSD due to 3rd harmonic issue for DC_12A-n66A

	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	40 MHz

	
	
	dB
	dB
	dB
	dB
	dB

	12
	n661,2,3
	10
	7.5
	6.2
	5.5
	2.4

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that [image: image26.wmf]ë
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NOTE 3:
Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.


Table 6.105.5-2 Uplink configuration for the low band (exceptions due to harmonic issue) 

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	LTE-NR DC band combination
	UL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	Duplex mode

	DC_12A_n66A
	12
	8
	16
	20
	20
	20
	FDD


6.105.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.105.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.105.6-1.

Table 6.105.6-1: Band 12 and Band n66 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_12A_n66A
	12
	a
	3
	b
	0
	3
	n66
	Harmonic

	
	n66
	c
	0
	d
	-1
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.105.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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<< Unchanged portion omitted >>

6.107
DC_20A-n77A
6.107.1
Operating bands for DC

Table 6.107.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_20A-n77A
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.107.2
Channel bandwidths per operating band for DC

Table 6.107.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	40

MHz
	50

MHz
	60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_20A-n77A
	20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.107.3
Co-existence studies
For 2UL/2DL UE coexistence study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.107.3-1
Table 6.45.3-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	832
	862
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1664
	1724
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2496
	2586
	9900
	12600

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2438
	3368
	4132
	5062

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2536
	1576
	5738
	7568

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4964
	5924
	7432
	9262

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	1704
	714
	9038
	11768

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5796
	6786
	10732
	13462

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	6736
	4876
	8264
	10124

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15968
	12338
	148
	872

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14032
	17662
	6628
	7648

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	10936
	8176
	4014
	5904

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11564
	14324
	9096
	10986


Based on the table 6.107.3-1, the 4th and 5th order IMD products may fall into the own Rx of Band 20, and 2nd and 5th order IMD may fall into the own RX of band n77. It should be noted that IMD will not be an issue for n77 (no self-interference) even through the IMD products may fall into the concerning band.
In addition, 3rd order harmonic and 2nd, 3rd, 4th and 5th IMD products may also fall into Rx frequencies of bands 1-14, 17-21, 23-31, 33-41, 44-70 and n77.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.107.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.45.3-2: 2UL Band x +Band y harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3, 4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3, 4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD3, 4

	GPS
	1563
	-
	1587
	Yes
	
	IMD3, 4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD 2, 3

	
	2400
	-
	2494
	Yes
	Asia
	IMD 2, 3

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4, 5

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4, 5

	
	5470
	-
	5725
	Yes
	
	IMD3, 4, 5

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4, 5


Table 6.107.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.107.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_20A-n77A
	E-UTRA Band 1, 3, 7, 8, 31, 32, 33, 34, 40, 50, 51, 65, 67, 68, 72, 74, 75, 76
	
	
	
	
	
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 69
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.




6.107.4
∆TIB and ∆RIB values
For DC_20A-n77A, the (TIB,c and (RIB values for DC_20A-n78A are reused.

Table 6.107.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_20A-n77A
	20
	0.6

	
	n77
	0.8


Table 6.107.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_20A-n77A
	20
	0

	
	n77
	0.5


6.107.5
MSD
Based on the results in table 6.107.3-1, the 4th and 5th order IMD products may fall into the own Rx of Band 20. 
Table 6.107.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.107.5-1: MSD due to IMD issue for DC_20-n77A

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA/NR DC 

Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_20A-n77A
	20
	850
	5
	25
	810
	11
	FDD
	IMD44

	
	n77
	3360
	10
	50
	3360
	N/A
	TDD
	N/A

	DC_20A-n78A
	20
	840
	5
	25
	800
	6.5
	FDD
	IMD5

	
	n77
	4160
	10
	50
	4150
	N/A
	TDD
	N/A


The MSD level for Band n77 by 4th harmonic from Band 20 can reuse the value from LTE CA_20A-42A. Table 6.45.5-2 shows the MSD level for DC_20A-n77A. The MSD for 40MHz was calculated based on 20MHz, since the interference are same.

Table 6.107.5-2: MSD due to harmonic issue for DC_20-n77A
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	20
	n771,2
	
	10.8
	9.1
	8
	
	6
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
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Regarding the uplink configuration, 40MHz for n77 should be considered additionally. Therefore, 20MHz with 100RB allocation for Band 20 should be added. 

Table 6.107.5-3: Uplink configuration for the low band (exceptions) for E-UTRA

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	LTE-NR DC band combination
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	20 MHz
	Duplex mode

	DC_20A-n77A
	20
	
	
	8
	16
	25
	251
	252
	FDD

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


6.107.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.107.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.107.6-1.

Table 6.107.6-1: Band 20 and Band n77 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_20A_n77A
	20
	a
	-3
	b
	-1
	4
	20
	IMD

	
	n77
	c
	1
	d
	0
	
	
	

	DC_20A_n77A
	20
	a
	-4
	b
	-1
	5
	20
	IMD

	
	n77
	c
	1
	d
	0
	
	
	

	DC_20A_n77A
	20
	a
	4
	b
	0
	4
	n77
	Harmonic

	
	n77
	c
	0
	d
	-1
	
	
	

	DC_20A_n77A
	20
	a
	5
	b
	0
	5
	n77
	Harmonic

	
	n77
	c
	0
	d
	-1
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.107.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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<< Unchanged portion omitted >>

6.113
DC_66A_n5A
6.113.1
Operating bands for DC

Table 6.113.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band Combination
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_66A_n5A
	66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD

	
	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD


6.113.2
Channel bandwidths per operating band for DC
Table 6.113.2-1 Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_66A_n5A
	66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	40

	
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS.

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink. 


6.113.3
Co-existence studies

Table 6.113.3-1 lists up to 7th harmonic and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis for Band 66+Band n5 2UL DC. 
Table 6.113.3-1: Band 66 and Band n5 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	824
	849
	1710
	1780

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	1648
	1698
	3420
	3560

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	2472
	2547
	5130
	5340

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	3296
	3396
	6840
	7120

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	4120
	4245
	8550
	8900

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	4944
	5094
	10260
	10680

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	5768
	5943
	11970
	12460

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1491
	1456
	3129
	3164

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	667
	607
	3761
	3806

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3953
	4013
	5434
	5479

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2982
	2912
	6258
	6328

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	157
	242
	6066
	6121

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4777
	4862
	7739
	7794

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8436
	8371
	1091
	981

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10044
	10109
	5601
	5711

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	5297
	5217
	2063
	2158

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8563
	8643
	7082
	7177


Based on Table 6.113.3-1, it can be seen that
-
2nd order harmonic may fall into Rx frequencies of bands 22, 42, 48, 49, 77 and 78.
-
33d order harmonic may fall into Rx frequencies of bands 41 and 46.
-
2nd order IMD products may fall into Rx frequencies of bands 6, 7, 8, 18, 19, 26, 27, 38, 41 and 69, or its own RX frequency in band 5.
-
33d order IMD products may fall into Rx frequencies of bands 7, 38, 41, 42, 69, 77, 78 and 79.

-
4th order IMD products may fall into Rx frequencies of bands 3, 9, 12, 13, 17, 20, 28, 29, 33, 35, 37, 39, 44, 46, 67, 68, 77 and 79.

-
5th order IMD products may fall into Rx frequencies of bands 6, 8, 18, 19, 22, 24, 26, 42, 43, 46, 47, 48, 49, 50, 74, 75, 77 and 78, or its own RX frequency in band 5.
When 2UL inter-band EN-DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.113.3-2 lists up to 7th order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.113.3-2: Band 66 and Band n5 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	5th IMD

	Galileo
	1559
	-
	1591
	Yes
	
	5th IMD

	GLONASS
	1591
	-
	1610
	Yes
	
	5th IMD

	GPS
	1563
	-
	1587
	Yes
	
	5th IMD

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	3rd harmonic

	
	2400
	-
	2494
	Yes
	Asia
	3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	4th, 5th IMD

3rd harmonic

	
	5150
	-
	5350
	Yes
	Europe
	4th, 5th IMD

3rd harmonic

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	Yes
	Asia
	4th, 5th IMD

3rd harmonic

	45GHz Unlicensed Bands
	42300
	-
	47000
	No
	China
	

	
	47200
	-
	48400
	No
	China
	

	60GHz Unlicensed Bands
	57000
	-
	66000
	No
	Europe
	

	
	57050
	-
	64000
	No
	USA - Canada
	

	
	57000
	-
	64000
	No
	South Korea
	

	
	59000
	-
	66000
	No
	Japan
	

	
	59000
	-
	64000
	No
	China
	

	
	59400
	-
	62900
	No
	Australia
	


Table 6.113.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.113.3-3: Protected bands for the dual connectivity configuration
	E-UTRA and NR DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_66A_n5A
	Bands 1, 2, 3, 4, 5, 6, 7, 8, 10, 12, 13, 14, 17, 24, 25, 28, 29, 30, 34, 38, 40, 43, 45, 50, 51, 65, 66, 70, 71, n71, 85, n257
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	Bands 41, 42, 48, 52
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 18, 19
	FDL_low 
	-
	FDL_high
	-40
	1
	5

	
	E-UTRA Band 11, 21
	FDL_low 
	-
	FDL_high
	-50
	1
	5

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 5

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1of TS 36.101 [2].

NOTE 2:
FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1 of TS 38.101-1 [3] and 38.101-2 [4].

NOTE 3:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 of TS 36.101 [2] are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 5:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2


6.113.4
∆TIB and ∆RIB values
For DC_66A_n5A, the (TIB,c and (RIB,c values are derived from LTE combination CA_66A-5A and are given in the tables below.

Table 6.113.4-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_66A_n5A
	66
	0.3

	
	n5
	0.3


Table 6.113.4-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_66A_n5A
	66
	0

	
	n5
	0


6.113.5
REFSENS requirements

Due to 2nd order IMD MSD are needed and are defined in table 6.113.5-1 Values are reused from existing LTE combination CA_5A-66A.

Table 6.113.5-1: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order
	Single UL allowed

	DC_66A_n5A
	n5
	838
	5
	25
	883
	30
	FDD
	IMD21
	

	
	66
	1721
	5
	25
	2121
	N/A
	
	N/A
	

	NOTE 1:
This band is subject to IMD5 also which MSD is not specified.


6.113.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.113.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.113.6-1.

Table 6.113.6-1: Band 66 and Band n5 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_66A_n5A
	n5
	a
	-1
	b
	-1
	2
	n5
	IMD

	
	66
	c
	1
	d
	0
	
	
	

	DC_66A_n5A
	n5
	a
	-3
	b
	-1
	5
	n5
	IMD

	
	66
	c
	2
	d
	0
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.113.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.

                        
[image: image44.wmf]2

|

|

1

RX

INT

INT

CBW

BW

f

+

<

                                (3-1)

                        
[image: image45.wmf]2

|

|

2

RX

INT

INT

CBW

BW

f

+

<

                                (3-2)

6.114
DC_66A_n78A
6.114.1
Operating bands for DC

Table 6.114.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_66-n78
	66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2220 MHz
	FDD

	
	n78
	 3300 MHz
	–
	3800 MHz
	 3300 MHz
	–
	3800 MHz
	TDD


6.114.2
Channel bandwidths per operating band for DC
Table 6.114.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band

	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_66A-n78A
	66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.114.3
Co-existence studies
Table 6.114.3-1 provides the self-interference study for DC_66A_n78A.
Table 6.114.3-1 Harmonics and IMD products
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	DL frequency range (MHz)
	Rx Impact
	Harmonic/IMD orders
	Notes

	DC_66A-n78A
	66
	2110 MHz -2220 MHz
	Yes
	IMD2, IMD4, IMD5
	

	
	n78
	3300 MHz -3800 MHz
	Yes
	2th Harmonic
	


Table 6.114.3-2 lists the protected bands required for the dual connectivity configuration.

Table 6.114.3-2: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Combination
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_66_n78
	E-UTRA Band 1, 3, 5, 7, 8, 20, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	


6.114.4
∆TIB and ∆RIB values
For DC_66A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.114.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_66A-n78A
	66
	0.6

	
	n78
	0.8

	NOTE 1:
HTF is assumed for Band 66.


Table 6.114.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_66A-n78A
	66
	0.2

	
	n78
	0.5

	NOTE 1:
HTF is assumed for Band 66.


6.114.5
MSD
MSD values for Band n78 due to 2nd harmonic of Band 66 for DC_66A-n78A are captured in Table 6.114.5-1 with the uplink configuration in Table 6.114.5-2. 

Table 6.114.5-1: MSD due to harmonic issue for DC_66A-n78A

	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	66
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	17.9
	
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 the channel bandwidth configured in the lower band.
NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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Table 6.114.5-2 Uplink configuration for the low band (exceptions)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	LTE-NR DC band combination
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	Duplex mode

	DC_66-n78
	66
	
	
	
	26
	39
	53
	100
	FDD


MSD values for Band 66 due to IMD of Band 66 and Band n78 for DC_66A-n78A are captured in Table 6.114.5-3.
Table 6.114.5-3: MSD for the DC configuration for IMD2 and 4
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA/NR DC 

Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_66A_n78A
	66
	1740
	5
	25
	1835
	[26]
	FDD
	IMD24

	
	
	
	
	
	
	[28.75]
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	DC_66A_n78A
	66
	1765
	5
	25
	1860
	[8.0]
	FDD
	IMD44

	
	
	
	
	
	
	[10.75]
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE 4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


6.114.6

Self-interference analysis

This section provides the formulation to determine whether the DL carriers would be impacted by UL harmonics, 2UL inter-modulation products (IMD), or DL harmonic mixing with UL interferer based on UL and DL channel combinations. The potential self-interference mechanism has been identified in section 6.114.3 co-existence studies except for harmonic mixing which are used to generate an interference mixing coefficient table for this DC combination, as shown in Table 6.114.6-1.

Table 6.114.6-1: Band 66 and Band n78 interference mixing coefficients
	EUTRA-NR DC
Configuration
	EUTRA/NR
Band
	UL
Coefficient
	DL
Coefficient
	Harmonic/IMD
Order
	Victim
Band
	Interference
Type

	DC_66A_n78A
	66
	a
	-3
	b
	-1
	5
	66
	IMD

	
	n78
	c
	2
	d
	0
	
	
	

	DC_66A_n78A
	66
	a
	2
	b
	0
	2
	n78
	Harmonic

	
	n78
	c
	0
	d
	-1
	
	
	


Equations (1) and (2) below are used to calculate the interference center frequency (fINT) and its effective bandwidth (BWINT) where coefficients a, b, c, and d are defined in Table 6.114.6-1 and CBW stands for channel bandwidth.
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Formula (3-1) and (3-2) below are then used to indicate when the interference is overlapping with RX1 and RX2, respectively.
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<< End of change >>
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