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8	Performance requirements
Detailed structure of the clause is TBD.
[bookmark: _Toc518743783]8.1	General
Conducted performance requirements for the BS are specified for the fixed reference channels defined in Annex A and the propagation conditions in Annex X. The requirements only apply to those FRCs that are supported by the base station.
Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for a BS supporting carrier aggregation are defined in terms of single carrier requirements. For FDD operation the requirements in clause 8 shall be met with the transmitter(s) on.
NOTE:	In normal operating conditions the BS in FDD operation is configured to transmit and receive at the same time. The transmitter may be off for some of the tests as specified in 38.141-1 [5].
The SNR used in this clause is specified based on a single carrier and defined as:
SNR = S / N
Where:
S 	is the total signal energy in the subframe on a single antenna port.
N	is the noise energy in a bandwidth corresponding to the transmission bandwidth over the duration of a subframe.
For enhanced performance requirements type A and type B, the SINR used in this clause is specified based on a single carrier and defined as:


Where:

 	is the total signal energy of one intra-cell UE in the subframe on a single antenna port.


	is the summation of the received energy of the strongest inter-cell interferers explicitly defined in a test procedure plus the white noise energy N, in a bandwidth corresponding to the transmission bandwidth over the duration of a subframe on a single antenna port. The respective energy of each inter-cell interferer relative to  is defined by its associated DIP value.
[bookmark: _Toc518743784]8.2	Applicability rule

8.3	Performance requirements for PUSCH

[bookmark: _Toc518743803]8.4	Performance requirements for PUCCH

[bookmark: _Toc518743831]8.5	Performance requirements for PRACH
[bookmark: _Toc518862204]

11	Radiated performance requirements
Detailed structure of the clause is TBD.
11.1	General

11.2	Applicability rule

11.3	Performance requirements for PUSCH
11.3.1	Requirements in FR1

11.3.2	Requirements in FR2

11.4	Performance requirements for PUCCH
11.4.1	Requirements in FR1

11.4.2	Requirements in FR2

11.5	Performance requirements for PRACH
11.5.1	Requirements in FR1

11.5.2	Requirements in FR2
[bookmark: _GoBack]
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