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---------Start of Changes -----------
[bookmark: _Toc525607347]8.2.1.2.6	Interruptions at UL carrier RRC reconfiguration
The requirements in this clause shall apply when a supplementary UL carrier or an UL carrier is configured or de-configured in NR non-standalone operation as defined in [2].
[bookmark: _GoBack]When an UL carrier or supplementary UL carrier is configured or deconfigured, an interruption on E-UTRA PCell, all activated E-UTRA SCells, PSCell and all activated SCells within the same FR as the reconfigured uplink carrier of up to [1]X1 slots, is allowed immediately afterduring the RRC reconfiguration procedure [2]. The interruption is for both uplink and downlink of E-UTRA PCell, all activated E-UTRA SCells, PSCell and all activated SCells within the same FR as the configured or de-configured UL.
Table 8.2.1.2.6-1 Interruption length X1
	[image: ]
	NR Slot length (ms)
	Interruption length X1 slot

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	2
	3

	2
	0.25
	5

	3
	0.125
	9



------------End of changes for section----------

---------Start of Changes -----------

8.2.2.2.4	Interruptions at UL carrier RRC reconfiguration
The requirements in this clause shall apply when a supplementary UL carrier or an UL carrier is configured or de-configured in NR standalone carrier aggregation as defined in [2].
When an UL carrier or supplementary UL carrier is configured or deconfigured, an interruption on PCell and all activated SCells within the same FR as the reconfigured uplink carrier of up to [1] X1 slots, is allowed immediately afterduring the RRC reconfiguration procedure [2]. The interruption is for both uplink and downlink of PCell and all the activated SCells within the same FR as the configured or de-configured UL.
Table 8.2.2.2.4-1 Interruption length X1
	[image: ]
	NR Slot length (ms)
	Interruption length X1 slot

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	2
	3

	2
	0.25
	5

	3
	0.125
	9




------------End of changes for section----------
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