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	Reason for change:
	For CQI reporting case 9.2.1.7, when the median CQI reported is 14 and the corresponding BLER is <=0.1. the SS will schedule according to median CQI+1, i.e. CQI 15. But both CQI 14 and CQI 15, the corresponding MCS is 26 in Table A.4-14, the BLER will be same and both will be less than 0.1, this is inconsistent with test purpose, then the test fail will a conformant UE according to the second test criteria.

The issue shows that when the scheduling MCS in the PDCCH has reached the maximum MCS of the test case and the BLER is still less than 0.1, It’s not reasonable to declare that this UE failed the test.

	
	

	Summary of change:
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<Start>

9.2.1.7
FDD (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used)
The following requirements apply to UE Category 11-12 and DL Category ≥11. For the parameters specified in Table 9.2.1.7-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.1A FDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1, or equal or less than 0.1 when highest MCS value of the test case has reached. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.

In this test, 4-bit CQI Table 2 in Table 7.2.3-2 in TS 36.213 [6], and Modulation and TBS index table 2 in Table 7.1.7.1-1A for PDSCH in TS 36.213 [6] are applied
<End>
