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8.1.2.1	Applicability of requirements for different channel bandwidths
In Clause 8 the test cases may be defined with different channel bandwidth to verify the same target FRC conditions with the same propagation conditions, correlation matrix and antenna configuration.
Test cases defined for 5MHz channel bandwidth that reference this clause are applicable to UEs that support only Band 31, 72 and/or 73.
8.1.2.2	Definition of CA capability
The definition with respect to CA capabilities for 2CCs is given as in Table 8.1.2.2-1. The definition with respect to CA capabilities for 3CCs is given in Table 8.1.2.2-3.
Table 8.1.2.2-1: Definition of CA capability with 2DL CCs
	CA Capability
	CA Capability Description

	CA2_C
	Intra-band contiguous CA

	CA2_A2
	Inter-band CA (two bands) 

	CA2_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA2_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 2 DL CCs. 
CA2_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 2 DL CCs. 
CA2_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 2 DL CCs.



The supported testable aggregated CA bandwidth combinations for 2CCs for each CA capability are listed in Table 8.1.2.2-2.
Table 8.1.2.2-2: Supported testable aggregated CA bandwidth combinations for different CA capability with 2DL CCs
	CA Capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA2_C
	5+5MHz, 5+10MHz, 5+15MHz, 10+10MHz, 20+20MHz
	20+20MHz, 15+20MHz
	 NA
	NA

	CA2_A2
	10+10MHz, 20+5MHz, 10+15MHz, 10+20MHz, 15+20MHz, 20+20MHz
	20+20MHz
	10(FDD)+20(TDD)MHz, 15(FDD)+20(TDD)MHz, 20(FDD)+20(TDD)MHz
	20(FDD)+20(LAA)MHz,
10(FDD)+20(LAA)MHz,
15(FDD)+20(LAA)MHz,
20(TDD)+20(LAA)MHz

	CA2_N2
	5+10MHz, 10+10MHz, 10+20MHz, 20+20MHz
	20+20MHz
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



Table 8.1.2.2-3: Definition of CA capability with 3 DL CCs
	CA Capability
	CA Capability Description

	CA3_C
	Intra-band contiguous CA

	CA3_A2
	Inter-band CA (two bands)

	CA3_A3
	Inter-band CA (three bands)

	CA3_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA3_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 3 DL CCs. 
CA3_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 3 DL CCs. 
CA3_A3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2a for 3 DL CCs. 
CA3_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 3 DL CCs.



The supported testable largest aggregated CA bandwidth combinations for 3CCs for each CA capability are listed in Table 8.1.2.2-4.
Table 8.1.2.2-4: Supported largest aggregated CA bandwidth combinations for different CA capability with 3 CCs
	CA capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA3_C
	NA
	20+20+20MHz
	NA
	NA

	CA3_A2
	5+5+10MHz,
5+10+10MHz,
5+5+20MHz,
10+10+10MHz,
5+10+20MHz,
5+15+20MHz,
10+10+20MHz,
10+20+20MHz, 
15+20+20MHz, 20+20+20MHz
	15+20+20MHz,
20+20+20MHz
	10(FDD)+20(TDD)+20(TDD)MHz
15(FDD)+20(TDD)+20(TDD)MHz, 20(FDD)+20(TDD)+20(TDD)MHz
	10(FDD)+ 2×20(LAA)MHz,
15(FDD)+ 2×20(LAA)MHz,
20(FDD)+ 2×20(LAA)MHz,
20(TDD)+ 2×20(LAA)MHz

	CA3_A3
	10+10+20MHz, 10+15+15MHz, 10+15+20MHz, 10+20+20MHz, 15+15+20MHz, 15+20+20MHz, 20+20+20MHz
	NA
	2×20(FDD)+20(TDD)MHz,
20(FDD)+ 2×20(TDD)MHz, 20(FDD)+15(FDD)+20(TDD)MHz, 20(FDD)+10(FDD)+20(TDD)MHz,
2×15(FDD)+20(TDD)MHz
	NA

	CA3_N2
	NA
	20+20+20MHz
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



Table 8.1.2.2-5: Definition of CA capability with 4 DL CCs
	CA Capability
	CA Capability Description

	CA4_C
	Intra-band contiguous CA

	CA4_A2
	Inter-band CA (two bands)

	CA4_A3
	Inter-band CA (three bands)

	CA4_A4
	Inter-band CA (four bands)

	CA4_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA4_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 3 DL CCs. 
CA4_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 3 DL CCs. 
CA4_A3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2a for 3 DL CCs.
	CA4_A4 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2b for 4 DL CCs 
CA4_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 3 DL CCs.



The supported testable largest aggregated CA bandwidth combinations for 4CCs for each CA capability are listed in Table 8.1.2.2-6.
Table 8.1.2.2-6: Supported largest aggregated CA bandwidth combinations for different CA capability with 4 CCs
	CA capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA4_C
	NA
	20+20+20+20MHz

	NA
	NA

	CA4_A2
	24x20MHz
10+3x20MHz
2x10+2x20MHz
210+5+2x20MHz
2x5+2x20MHz
3x10+20MHz
4x10MHz
	20+20+20+20MHz
15+20+20+20MHz
	20(FDD)+3x20(TDD)MHz
2x20(FDD)+2x20(TDD)MHz
10(FDD)+3x20(TDD)MHz
2x10(FDD)+2x20(TDD)MHz
2x10(FDD)+20+15(TDD)MHz
	10(FDD)+ 3×20(LAA)MHz,
15(FDD)+ 3×20(LAA)MHz,
20(FDD)+ 3×20(LAA)MHz,
20(TDD)+ 3×20(LAA)MHz

	CA4_A3
	24x20MHz
15+3x20MHz
210+3x20MHz
2x10+2x20MHz
5+10+2x20MHz
2x5+2x20MHz
3x10+20MHz
25+2x10+20MHz
2x5+10+20MHz
	NA
	20(FDD)+3x20(TDD)MHz
2×20(FDD)+2×20(TDD)MHz, 
3x20(FDD)+20(TDD)MHz 20(FDD)+15(FDD)+2×20(TDD)MHz, 2×15(FDD)+2x20(TDD)MHz
10(FDD)+20(FDD)+2x20(TDD)MHz
10(FDD)+3x20(TDD)MHz
10(FDD)+15(FDD)+2x20(TDD)MHz
2x10(FDD)+2x20(TDD)MHz
	NA

	CA4_A4
	24x20MHz
15+3x20MHz
210+3x20MHz
2x15+2x20MHz
10+15+2x20MHz
22x10+2x20MHz
	NA
	3x20(FDD)+20(TDD)MHz
2×20(FDD)+15(FDD)+20(TDD)MHz, 2×15(FDD)+20(FDD)+20(TDD)MHz
2×20(FDD)+10(FDD)+20(TDD)MHz
10(FDD)+20(FDD)+2x20(TDD)MHz
10(FDD)+15(FDD)+20(FDD)+20(TDD)MHz
	NA

	CA4_N2
	NA
	20+20+20+20MHz 
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



Table 8.1.2.2-7: Definition of CA capability with 5 DL CCs
	CA Capability
	CA Capability Description

	CA5_C
	Intra-band contiguous CA

	CA5_A2
	Inter-band CA (two bands)

	CA5_A3
	Inter-band CA (three bands)

	CA5_A4
	Inter-band CA (four bands)

	CA5_A5
	Inter-band CA (five bands)

	CA5_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA5_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 5 DL CCs. 
CA5_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 5 DL CCs. 
CA5_A3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2a for 5 DL CCs.
CA5_A4 corresponds to E-UTRA CA configurations and bandwidth
combination sets defined in and Table 5.6A.1-2b for 5 DL CCs
CA5_A5 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2c for 5 DL CCs 
CA5_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 5 DL CCs.



The supported testable largest aggregated CA bandwidth combinations for 5CCs for each CA capability are listed in Table 8.1.2.2-8.
Table 8.1.2.2-8: Supported largest aggregated CA bandwidth combinations for different CA capability with 5 CCs
	CA capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA5_C
	NA
	5×20MHz
	NA
	NA

	CA5_A2
	5×20MHz
3x20+2x10MHz
20+4x10MHz
	5×20MHz
15+4X20MHz
	2x20(FDD)+3x20(TDD)
20(FDD)+4x20(TDD)MHz
2x10(FDD)+3x20(TDD)MH
	10(FDD)+ 4×20(LAA)MHz,
15(FDD)+ 4×20(LAA)MHz,
20(FDD)+ 4×20(LAA)MHz,
20(TDD)+ 4×20(LAA)MHz

	CA5_A3
	5×20MHz
10+4x20MHz
2x10+3x20MHz
5+10+3x20MHz
3x10+2x20MHz
4x10+20MHz
	NA
	3x20(FDD)+2x20(TDD)MHz
20(FDD)+4x20(TDD)MHz
2x20(FDD)+3x20(TDD)MHz
10(FDD)+4x20(TDD)MHz
	NA

	CA5_A4
	5×20MHz
15+4x20MHz
10+4x20MHz
2x10+3x20MHz
3x10+2x20MHz

	NA
	3x20(FDD)+2x20(TDD)MHz
15+2×20(FDD)+2×20(TDD)MHz
0+2×20(FDD)+2×20(TDD)MHz2×15+20(FDD)+2×20(TDD)MHz
10+15+20(FDD)+2x20(TDD)MHz
10+20(FDD)+3x20MHz
	NA

	CA5_A5
	5×20MHz
	NA
	4x20(FDD)+20(TDD)MHz
	NA

	CA5_N2
	NA
	5×20MHz
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



Table 8.1.2.2-9: Definition of CA capability with 6 DL CCs
	CA Capability
	CA Capability Description

	CA6_C
	Intra-band contiguous CA

	CA6_A2
	Inter-band CA (two bands)

	CA6_A3
	Inter-band CA (three bands)

	CA6_A4
	Inter-band CA (four bands)

	CA6_A5
	Inter-band CA (five bands)

	CA6_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA6_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 6 DL CCs. 
CA5_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 6 DL CCs. 
CA5_A3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2a for 6 DL CCs.
CA5_A4 corresponds to E-UTRA CA configurations and bandwidth
combination sets defined in and Table 5.6A.1-2b for 6 DL CCs
CA5_A5 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2c for 6 DL CCs 
CA5_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 6 DL CCs.



The supported testable largest aggregated CA bandwidth combinations for 6CCs for each CA capability are listed in Table 8.1.2.2-10.
Table 8.1.2.2-10: Supported largest aggregated CA bandwidth combinations for different CA capability with 6 CCs
	CA capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA6_C
	NA
	NA
	NA
	NA

	CA6_A2
	NA
	6×20MHz
	20(FDD)+5x20(TDD)MHz
2x20(FDD)+4x20(TDD)MHz
	10(FDD)+ 5×20(LAA)MHz,
15(FDD)+ 5×20(LAA)MHz,
20(FDD)+ 5×20(LAA)MHz,
20(TDD)+ 5×20(LAA)MHz

	CA6_A3
	NA
	NA

	20(FDD)+5x20(TDD)MHz
2x20(FDD)+4x20(TDD)MHz
	NA

	CA6_A4
	6×20MHz
	NA
	20(FDD)+5x20(TDD)MHz
2x20(FDD)+4x20(TDD)MHz
	NA

	CA6_A5
	NA
	NA
	NA
	NA

	CA6_N2
	NA
	NA
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



Table 8.1.2.2-11: Definition of CA capability with 7 DL CCs
	CA Capability
	CA Capability Description

	CA7_C
	Intra-band contiguous CA

	CA7_A2
	Inter-band CA (two bands)

	CA7_A3
	Inter-band CA (three bands)

	CA7_A4
	Inter-band CA (four bands)

	CA7_A5
	Inter-band CA (five bands)

	CA7_N2
	Intra-band non-contiguous CA (with two sub-blocks)

	NOTE 1:	CA6_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-1 for 7 DL CCs. 
CA5_A2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-2 for 7 DL CCs. 
CA5_A3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2a for 7 DL CCs.
CA5_A4 corresponds to E-UTRA CA configurations and bandwidth
combination sets defined in and Table 5.6A.1-2b for 7 DL CCs
CA5_A5 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.6A.1-2c for 7 DL CCs 
CA5_N2 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3 for 7 DL CCs.



The supported testable largest aggregated CA bandwidth combinations for 7CCs for each CA capability are listed in Table 8.1.2.2-12.
Table 8.1.2.2-12: Supported largest aggregated CA bandwidth combinations for different CA capability with 7 CCs
	CA capability
	Bandwidth combination for FDD CA
	Bandwidth combination for TDD CA
	Bandwidth combination for TDD-FDD CA
	Bandwidth combination for CA with LAA SCell(s)

	CA7_C
	NA
	NA
	NA
	NA

	CA7_A2
	NA
	7×20MHz
	20(FDD)+6x20(TDD)MHz
2x20(FDD)+5x20(TDD)MHz
	10(FDD)+ 6×20(LAA)MHz,
15(FDD)+ 6×20(LAA)MHz,
20(FDD)+ 6×20(LAA)MHz,
20(TDD)+ 6×20(LAA)MHz

	CA7_A3
	NA
	NA
	20(FDD)+6x20(TDD)MHz
2x20(FDD)+5x20(TDD)MHz
	NA

	CA7_A4
	7×20MHz
	NA
	20(FDD)+6x20(TDD)MHz
2x20(FDD)+5x20(TDD)MHz
	NA

	CA7_A5
	NA
	NA
	NA
	NA

	CA7_N2
	NA
	NA
	NA
	NA

	NOTE 1:	This table is only for information and applicability and test rules of CA performance requirements are specified in 8.1.2.3 and 9.1.1.2.



For test cases with more than one component carrier, "Fraction of Maximum Throughput" in the performance requirement refers to the ratio of the sum of throughput values of all component carriers to the sum of the nominal maximum throughput values of all component carriers, unless otherwise stated.
< End of changes >

< Unchanged sections omitted >
[bookmark: _Toc368026413]8.2.1.1.1	Minimum Requirement
For single carrier, the requirements are specified in Table 8.2.1.1.1-2, with the addition of the parameters in Table 8.2.1.1.1-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.1.1.1-4, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 3 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-6, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 4 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-7, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-8, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-9, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-10, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.1.1.1-1: Test Parameters
	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18
	Test 19

	Downlink power allocation
	

	dB
	0
	0
	0
	0
	0

	
	

	dB
	0 (NOTE 1)
	0 (NOTE 1)
	0 (NOTE 1)
	0 (NOTE 1)
	0 (NOTE 1)

	
	
	dB
	0
	0
	0
	0
	0

	
at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (NOTE 2)
	OCNG (NOTE 2)
	OCNG (NOTE 2)
	OCNG (NOTE 2)
	OCNG (NOTE 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	QPSK

	PDSCH transmission mode
	
	1
	1
	1
	1
	1

	
NOTE 1:	.
NOTE 2:	These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
NOTE 3:	Void.
NOTE 4: 	Void.



Table 8.2.1.1.1-2: Minimum performance (FRC)
	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate
gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0
	≥1

	2
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	-0.4
	≥1

	3
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU300
	1x2 Low
	70
	0.0
	≥1

	4
	10 MHz
	R.2 FDD
	OP.1 FDD
	HST
	1x2
	70
	-2.4
	≥1

	5
	1.4 MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	0.0
	≥1

	6
	10 MHz
	R.3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	≥2

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	1

	
	5 MHz
(NOTE 4)
	R.3-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	≥2

	7
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	≥2

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	1

	
	5 MHz
(NOTE 4)
	R.3-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	≥2

	8
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	≥2

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	1

	
	5 MHz
(NOTE 4)
	R.3-1 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	≥2

	9
	3 MHz
	R.5 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	≥1

	10
	5 MHz
	R.6 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.4
	≥2

	
	5 MHz
	R.6-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.5
	1

	11
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	≥2

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1

	12
	10 MHz
	R.7 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	19.0
	≥2

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	18.1
	1

	13
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	19.1
	≥2

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	17.8
	1

	14
	15 MHz
	R.8 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	≥2

	
	15 MHz
	R.8-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.8
	1

	15
	20 MHz
	R.9 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	≥3

	
	20 MHz
	R.9-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.3
	2

	
	20 MHz
	R.9-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1

	16
	3 MHz
	R.0 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1

	17
	10 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1

	18
	20 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1

	19
	10 MHz
	R.41 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-5.4
	≥1

	NOTE 1:	Void.
NOTE 2:	Void.
NOTE 3:	Void.
NOTE 4:	Test case applicability is defined in 8.1.2.1.



Table 8.2.1.1.1-3: Test Parameters for CA
	Parameter
	Unit
	Value

	Downlink power allocation
	

	dB
	0

	
	

	dB
	0 (NOTE 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG (NOTE 2)

	Modulation
	
	QPSK

	PDSCH transmission mode
	
	1

	
NOTE 1:	.
NOTE 2:	These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
NOTE 3:	PUCCH format 1b with channel selection is used to feedback ACK/NACK for Tests in Table 8.2.1.1.1-4, PUCCH format 3 is used to feedback ACK/NACK for Tests in Table 8.2.1.1.1-6.
NOTE 4: 	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.1.1.1-4: Minimum performance (FRC) for CA with 2DL CCs
	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-
gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	2x10 MHz
	R.2 FDD
	OP.1 FDD (NOTE 1)
	EVA5
	1x2 Low
	70
	-1.1
	≥3
(NOTE 2)

	2
	2x20 MHz
	R.42 FDD
	OP.1 FDD (NOTE 1)
	EVA5
	1x2 Low
	70
	-1.3
	≥5

	3
	2x5 MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0
	≥2

	
	
	
	OP.1 FDD
	
	
	70
	-1.0
	

	4
	10MHz+5MHz
	R.2 FDD for 10MHz CC
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7
	≥3

	
	
	R.42-2 FDD for 5MHz CC
	OP.1 FDD
	
	
	70
	-1.0
	

	5
	15MHz+5MHz
	R.42-3 FDD for 15MHz CC
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.6
	≥3

	
	
	R.42-2 FDD for 5MHz CC
	OP.1 FDD
	
	
	70
	-1.0
	

	NOTE 1:	The OCNG pattern applies for each CC.
NOTE 2:	30usec timing difference between two CCs is applied in inter-band CA case.
NOTE 3: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.



Table 8.2.1.1.1-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.3

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.1

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.6

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7



Table 8.2.1.1.1-6: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	11
	5MHz+5MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	12
	3x10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	13
	5MHz+5MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	NOTE 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
NOTE 2:	30usec timing difference between PCell and any SCell, which is not within the same band or sub-block as PCell, is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.1.1.1-7: Minimum performance (FRC) based on single carrier performance for CA with 4DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	4x20MHz 
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	2
	10MHz+20MHz+20MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	3
	10MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	4
	5MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	5
	5MHz+10MHz+10MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	6
	15+3x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	7
	2x15+2x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	8
	10+15+2x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	9
	3x10+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	10
	2x5+2x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	11
	2x5+10+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	12
	4x10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥8

	NOTE 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
NOTE 2:	30usec timing difference between PCell and any SCell, which is not within the same band or sub-block as PCell, is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.1.1.1-8: Minimum performance (FRC) based on single carrier performance for CA with 5DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	5x20MHz 
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	3
	10MHz+4x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	4
	2x10MHz+3x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	5
	5MHz+10MHz+3x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	6
	3x10MHz+2x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	7
	4x10MHz+20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	NOTE 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
NOTE 2:	30usec timing difference between PCell and any SCell, which is not within the same band or sub-block as PCell, is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.1.1.1-9: Minimum performance (FRC) based on single carrier performance for CA with 6DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	6x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	NOTE 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
NOTE 2:	30usec timing difference between PCell and any SCell, which is not within the same band or sub-block as PCell, is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.1.1.1-10: Minimum performance (FRC) based on single carrier performance for CA with 7DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	7x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	8, ≥11

	NOTE 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
NOTE 2:	30usec timing difference between PCell and any SCell, which is not within the same band or sub-block as PCell, is applied in inter-band CA case, where PCell can be assigned on any CC.



< End of changes >
< Unchanged sections omitted >
[bookmark: _Toc368026424]8.2.1.3.1	Minimum Requirement 2 Tx Antenna Port
For single carrier, the requirements are specified in Table 8.2.1.3.1-2, with the addition of the parameters in Table 8.2.1.3.1-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CC, the requirements are specified in Table 8.2.1.3.1-4, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of large delay CDD with 2 transmitter antennas.
For CA with 3 DL CCs, the requirements are specified in Table 8.2.1.3.1-6, based on single carrier requirement specified in Table 8.2.1.3.1-5, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 4 DL CCs, the requirements are specified in Table 8.2.1.3.1-7, based on single carrier requirement specified in Table 8.2.1.3.1-5, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5 DL CCs, the requirements are specified in Table 8.2.1.3.1-8, based on single carrier requirement specified in Table 8.2.1.3.1-5, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6 DL CCs, the requirements are specified in Table 8.2.1.3.1-9, based on single carrier requirement specified in Table 8.2.1.3.1-5, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7 DL CCs, the requirements are specified in Table 8.2.1.3.1-10, based on single carrier requirement specified in Table 8.2.1.3.1-5, with the addition of the parameters in Table 8.2.1.3.1-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.1.3.1-1: Test Parameters for Large Delay CDD (FRC)
	Parameter
	Unit
	Test 1-4

	Downlink power allocation
	

	dB
	-3

	
	

	dB
	-3 (NOTE 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	3

	
NOTE 1:	.
NOTE 2:	Void.
NOTE 3:	Void.



Table 8.2.1.3.1-2: Minimum performance Large Delay CDD (FRC)
	Test num
	Bandwidth
	Reference channel
	OCNG pattern
	Propa-
gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE category

	
	
	
	
	
	
	Fraction of maximum
Throughput (%)
	SNR (dB)
	

	1
(NOTE 4)
	10 MHz
	R.11 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.0
	≥2

	2
(NOTE 3)
	5 MHz
	R.11-2 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.7
	≥2

	3
	10 MHz
	R.35 FDD
	OP.1 FDD
	EVA200
	2x2 Low
	70
	20.2
	≥2

	4
	10 MHz
	R.35-4 FDD
	OP.1 FDD
	ETU600
	2x2 Low
	70
	20.8
	≥2

	NOTE 1:	Void.
NOTE 2:	Test 1 may not be executed for UE-s for which Test 1 or 2 in Table 8.2.1.3.1-4 is applicable.
NOTE 3:	Test case applicability is defined in 8.1.2.1.
NOTE 4:  	For UE that supports CRS interference handling, the CRS assistance information defined in [7] is provided. The CRS assistance information includes two aggressor cells with 2 CRS ports and cell ID of 	agressor cells are 1 and 128. For UE that does not support CRS interference handling, CRS assistance 	information is not provided.



Table 8.2.1.3.1-3: Test Parameters for Large Delay CDD (FRC) for CA
	Parameter
	Unit
	Value

	Downlink power allocation
	

	dB
	-3

	
	

	dB
	-3 (NOTE 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	3

	
NOTE 1:	.
NOTE 2:	PUCCH format 1b with channel selection is used to feedback ACK/NACK for Tests in Table 8.2.1.3.1-4, PUCCH format 3 is used to feedback ACK/NACK for Tests in Table 8.2.1.3.1-6.
NOTE 3:	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.1.3.1-4: Minimum performance Large Delay CDD (FRC) for CA with 2DL CCs
	Test num
	Bandwidth
	Reference channel
	OCNG pattern
	Propa-
gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE category

	
	
	
	
	
	
	Fraction of maximum
Throughput (%)
	SNR (dB)
	

	1
(NOTE 2)
	2x10 MHz
	R.11 FDD
	OP.1 FDD (NOTE 1)
	EVA70
	2x2 Low
	70
	13.7
	≥3

	2
(NOTE 2)
	2x20 MHz
	R.30 FDD
	OP.1 FDD (NOTE 1)
	EVA70
	2x2 Low
	70
	13.2
	≥5

	3
	2x5 MHz
	R.11-2 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.7
	≥2

	4
	10MHz+5MHz
	R.11 FDD for 10MHz CC, 
	OP.1 FDD (NOTE 1)
	EVA70
	2x2 Low
	70
	13.0
	≥3

	
	
	R.11-2 FDD for 5MHz CC
	OP.1 FDD (NOTE 1)
	
	
	70
	12.7
	

	5
	15MHz+5MHz
	R.11-7 FDD for 15MHz CC
	OP.1 FDD (NOTE 1)
	EVA70
	2x2 Low
	70
	12.8
	≥3

	
	
	R.11-2 FDD for 5MHz CC
	OP.1 FDD (NOTE 1)
	
	
	70
	12.7
	

	NOTE 1:	The OCNG pattern applies for each CC.
NOTE 2:	Void
NOTE 3: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.



Table 8.2.1.3.1-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	13.6

	3MHz
	R.11-6 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.3

	5MHz
	R.11-2 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.3

	10 MHz
	R.11 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.9

	15MHz
	R.11-7 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.8

	20MHz
	R.30 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.9



Table 8.2.1.3.1-6: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	11
	5MHz+5MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	12
	3x10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	13
	5MHz+5MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.3.1-7: Minimum performance (FRC) based on single carrier performance for CA with 4 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	4x20MHz 
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	2
	10MHz+20MHz+20MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	3
	10MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	4
	5MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	5
	5MHz+10MHz+10MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	6
	15+3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	7
	2x15+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	8
	10+15+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	9
	3x10+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	10
	2x5+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	11
	2x5+10+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	12
	4x10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.3.1-8: Minimum performance (FRC) based on single carrier performance for CA with 5 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	5x20MHz 
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	3
	10MHz+4x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	4
	2x10MHz+3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	5
	5MHz+10MHz+3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	6
	3x10MHz+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	7
	4x10MHz+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.3.1-9: Minimum performance (FRC) based on single carrier performance for CA with 6 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	6x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.3.1-10: Minimum performance (FRC) based on single carrier performance for CA with 7 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	7x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



< End of changes >
[bookmark: _Toc368026434]< Unchanged sections omitted >
8.2.1.4.3	Minimum Requirement Multi-Layer Spatial Multiplexing 4 Tx Antenna Port
For single carrier, the requirements are specified in Table 8.2.1.4.3-2, with the addition of the parameters in Table 8.2.1.4.3-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.1.4.3-4, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
For CA with 3 DL CCs, the requirements are specified in Table 8.2.1.4.3-6, based on single carrier requirement specified in Table 8.2.1.4.3-5, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with4  DL CCs, the requirements are specified in Table 8.2.1.4.3-7, based on single carrier requirement specified in Table 8.2.1.4.3-5, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5  DL CCs, the requirements are specified in Table 8.2.1.4.3-8, based on single carrier requirement specified in Table 8.2.1.4.3-5, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6  DL CCs, the requirements are specified in Table 8.2.1.4.3-9, based on single carrier requirement specified in Table 8.2.1.4.3-5, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7  DL CCs, the requirements are specified in Table 8.2.1.4.3-10, based on single carrier requirement specified in Table 8.2.1.4.3-5, with the addition of the parameters in Table 8.2.1.4.3-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.1.4.3-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test 1

	Downlink power allocation
	

	dB
	-6

	
	

	dB
	-6 (Note 1)

	
	
	dB
	3

	
at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	PDSCH transmission mode 
	
	4

	
Note 1:	.
Note 2:	If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 3:	Void.
Note 4:	Void.
Note 5:	Void.



Table 8.2.1.4.3-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC)
	Test num.
	Band-width
	Referencechannel
	OCNG pattern
	Propa-
gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-
gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.36 FDD
	OP.1 FDD
	EPA5
	4x2 Low
	70
	14.7
	≥2

	Note 1:	Void.



Table 8.2.1.4.3-3: Test Parameters for Multi-Layer Spatial Multiplexing (FRC) for CA
	Parameter
	Unit
	Value

	Downlink power allocation
	

	dB
	-6

	
	

	dB
	-6 (Note 1)

	
	
	dB
	3

	
at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	4 for 3MHz and 5MHz CCs, 6 for 10MHz CCs, 8 for 15MHz and 20MHz CCs

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	CSI request field (Note 3)
	
	‘10’

	PDSCH transmission mode 
	
	4

	
Note 1:	.
Note 2:	If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 3:	Multiple CC-s under test are configured as the 1st set of serving cells by higher layers.
Note 4:	ACK/NACK bits are transmitted using PUSCH with PUCCH format 1b with channel selection configured for Tests in Table 8.2.1.4.3-4, and with PUCCH format 3 for Tests in Table 8.2.1.4.3-6.
Note 5:	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.1.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA with 2DL CCs
	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-
gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-
gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.8
	≥3

	2
	2x20 MHz
	R.14-3 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.9
	≥5

	3
	2x5 MHz
	R.14-6 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	9.5
	≥2

	
	
	
	OP.1 FDD (Note 1)
	
	
	70
	9.5
	

	4
	10MHz+5MHz
	R.14 FDD for 10MHz CC
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.1
	≥3

	
	
	R.14-6 FDD for 5MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	9.5
	

	5
	15MHz+5MHz
	R.14-7 FDD for 15MHz CC
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.1
	≥3

	
	
	R.14-6 FDD for 5MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	9.5
	

	NOTE 1:	The OCNG pattern applies for each CC.
NOTE 2: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.



Table 8.2.1.4.3-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.4

	3MHz
	R.14-5 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	5MHz
	R.14-6 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	10 MHz
	R.14 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	15MHz
	R.14-7 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	20MHz
	R.14-3 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.3



Table 8.2.1.4.3-6: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥5

	11
	5MHz+5MHz+20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	12
	3x10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	13
	5MHz+5MHz+10MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥5

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.4.3-7: Minimum performance (FRC) based on single carrier performance for CA with 4 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	4x20MHz 
	As specified in Table 8.2.1.4.3-5 per CC
	≥8

	2
	10MHz+20MHz+20MHz+20MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥8

	3
	10MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥8

	4
	5MHz+10MHz+20MHz+20MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥8

	5
	5MHz+10MHz+10MHz+20MHz
	As specified in Table 8.2.1. 4.3-5 per CC
	≥8

	6
	15+3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	7
	2x15+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	8
	10+15+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	9
	3x10+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	10
	2x5+2x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	11
	2x5+10+20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	12
	4x10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥8

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.4.3-8: Minimum performance (FRC) based on single carrier performance for CA with 5 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	5x20MHz 
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	3
	10MHz+4x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	4
	2x10MHz+3x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	5
	5MHz+10MHz+3x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	6
	3x10MHz+2x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	7
	4x10MHz+20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.4.3-9: Minimum performance (FRC) based on single carrier performance for CA with 6 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	6x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.1.4.3-10: Minimum performance (FRC) based on single carrier performance for CA with 7 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	7x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	8, ≥11

	NOTE 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



< End of changes >

< Unchanged sections omitted >
[bookmark: _Toc368026441]8.2.2.1.1	Minimum Requirement
For single carrier, the requirements are specified in Table 8.2.2.1.1-2, with the addition of the parameters in Table 8.2.2.1.1-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.2.1.1-4, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 3 DL CCs, the requirements are specified in Table 8.2.2.1.1-7, based on single carrier requirement specified in Table 8.2.2.1.1-5, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 4 DL CCs, the requirements are specified in Table 8.2.2.1.1-8, based on single carrier requirement specified in Table 8.2.2.1.1-5, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-9, based on single carrier requirement speicified in Table 8.2.2.1.1-5, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-10, based on single carrier requirement speicified in Table 8.2.2.1.1-5, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-11, based on single carrier requirement speicified in Table 8.2.2.1.1-5, with the addition of the parameters in Table 8.2.2.1.1-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.2.1.1-1: Test Parameters
	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18
	Test 19

	Downlink power allocation

	

	dB
	0
	0
	0
	0
	0

	
	

	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	
	
	dB
	0
	0
	0
	0
	0

	
at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	QPSK

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing
	Multiplexing
	Multiplexing
	Multiplexing

	PDSCH transmission mode
	
	1
	1
	1
	1
	1

	Note 1:	[image: ]
Note 2:	These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
Note 3:	Void
Note 4:	Void



Table 8.2.2.1.1-2: Minimum performance (FRC)
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-1.2
	≥1

	2
	10 MHz
	R.2 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	-0.6
	≥1

	3
	10 MHz
	R.2 TDD
	OP.1 TDD
	ETU300
	1x2 Low
	70
	-0.2
	≥1

	4
	10 MHz
	R.2 TDD
	OP.1 TDD
	HST
	1x2
	70
	-2.6
	≥1

	5
	1.4 MHz
	R.4 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	0.0
	≥1

	6
	10 MHz
	R.3 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	6.7
	≥2

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	6.7
	1

	7
	10 MHz
	R.3 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	1.4
	≥2

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	1.4
	1

	8
	10 MHz
	R.3 TDD
	OP.1 TDD
	ETU300
	1x2 High
	70
	9.3
	≥2

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	ETU300
	1x2 High
	70
	9.3
	1

	9
	3 MHz
	R.5 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	≥1

	10
	5 MHz
	R.6 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	≥2

	
	5 MHz
	R.6-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	1

	11
	10 MHz
	R.7 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	≥2

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	1

	12
	10 MHz
	R.7 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	19.1
	≥2

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	19.1
	1

	13
	10 MHz
	R.7 TDD
	OP.1 TDD
	EVA5
	1x2 High
	70
	19.1
	≥2

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	EVA5
	1x2 High
	70
	19.1
	1

	14
	15 MHz
	R.8 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.8
	≥2

	
	15 MHz
	R.8-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.8
	1

	15
	20 MHz
	R.9 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	≥3

	
	20 MHz
	R.9-2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	2

	
	20 MHz
	R.9-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	1

	16
	3 MHz
	R.0 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.1
	≥1

	17
	10 MHz
	R.1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.0
	≥1

	18
	20 MHz
	R.1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.1
	≥1

	19
	10 MHz
	R.41 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-5.3
	≥1

	Note 1:	Void.


Table 8.2.2.1.1-3: Test Parameters for CA
	Parameter
	Unit
	Value

	Downlink power allocation

	

	dB
	0

	
	

	dB
	0 (Note 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)

	Modulation
	
	QPSK

	ACK/NACK feedback mode
	
	PUCCH format 1b with channel selection for Tests in Table 8.2.2.1.1-4; PUCCH format 3 for Tests in Table 8.2.2.1.1-7

	PDSCH transmission mode
	
	1

	Note 1:	[image: ]
Note 2:	These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
Note 3:	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.2.1.1-4: Minimum performance (FRC) for CA with 2DL CCs
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
	2x20MHz
	R.42 TDD
	OP.1 TDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.2
	≥5

	2
	20MHz+ 15MHz
	R.42 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.4
	≥5

	
	
	R.42-3 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	
	
	70
	-1.4
	

	Note 1:	The OCNG pattern applies for each CC.
Note 2: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.
Note 3:	30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.2.1.1-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-0.6

	3MHz
	R.42-1 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-0.8

	5MHz
	R.42-2 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.2

	10MHz
	R.2 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.6

	15MHz
	R.42-3 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.4

	20MHz
	R.42 TDD
	OP.1 TDD  
	EVA5
	1x2 Low
	70
	-1.4



Table 8.2.2.1.1-6: Void

Table 8.2.2.1.1-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	3x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥5

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2:	30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.



Table 8.2.2.1.1-8: Minimum performance (FRC) based on single carrier performance for CA with 4 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	4x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥8

	2
	20MHz+20MHz+20MHz+15MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥8

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.1.1-9: Minimum performance (FRC) based on single carrier performance for CA with 5 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	5x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.1.1-10: Minimum performance (FRC) based on single carrier performance for CA with 6 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	6x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.1.1-11: Minimum performance (FRC) based on single carrier performance for CA with 7 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	7x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



[bookmark: _Hlk517709086]< End of changes >
< Unchanged sections omitted >
[bookmark: _Toc368026452]8.2.2.3.1	Minimum Requirement 2 Tx Antenna Port
For single carrier, the requirements are specified in Table 8.2.2.3.1-2, with the addition of the parameters in Table 8.2.2.3.1-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.2.3.1-4, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of large delay CDD with 2 transmitter antennas.
For CA with 3 DL CCs, the requirements are specified in Table 8.2.2.3.1-7, based on single carrier requirement specified in Table 8.2.2.3.1-5, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 4 DL CCs, the requirements are specified in Table 8.2.2.3.1-8, based on single carrier requirement specified in Table 8.2.2.3.1-5, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5 DL CCs, the requirements are specified in Table 8.2.2.3.1-9, based on single carrier requirement specified in Table 8.2.2.3.1-5, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6 DL CCs, the requirements are specified in Table 8.2.2.3.1-10, based on single carrier requirement specified in Table 8.2.2.3.1-5, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7 DL CCs, the requirements are specified in Table 8.2.2.3.1-11, based on single carrier requirement specified in Table 8.2.2.3.1-5, with the addition of the parameters in Table 8.2.2.3.1-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.2.3.1-1: Test Parameters for Large Delay CDD (FRC)
	Parameter
	Unit
	Test 1-3

	Downlink power allocation
	

	dB
	-3

	
	

	dB
	-3 (Note 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	ACK/NACK feedback mode
	
	Bundling

	PDSCH transmission mode
	
	3

	
Note 1:	
Note 2:	Void.
Note 3:	Void.



Table 8.2.2.3.1-2: Minimum performance Large Delay CDD (FRC)
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
(Note 2)
	10 MHz
	R.11-1 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	13.1
	≥2

	2
	10 MHz
	R.35 TDD
	OP.1 TDD
	EVA200
	2x2 Low
	70
	20.3
	≥2

	3
	10 MHz
	R.35-2 TDD
	OP.1 TDD
	ETU600
	2x2 Low
	70
	21.1
	≥2

	Note 1:	Void.
Note 2:	For UE that supports CRS interference handling, the CRS assistance information defined in [7] is provided. The CRS assistance information includes two aggressor cells with 2 CRS ports and cell ID of agressor cells are 1 and 128. For UE that does not support CRS interference handling, CRS assistance information is not provided.



Table 8.2.2.3.1-3: Test Parameters for Large Delay CDD (FRC) for CA
	Parameter
	Unit
	Value

	Downlink power allocation
	

	dB
	-3

	
	

	dB
	-3 (Note 1)

	
	
	dB
	0

	
at antenna port
	dBm/15kHz
	-98

	ACK/NACK feedback mode
	
	PUCCH format 1b with channel selection for Tests in Table 8.2.2.3.1-4; PUCCH format 3 for Tests in Table 8.2.2.3.1-7

	PDSCH transmission mode
	
	3

	
Note 1:	
Note 2:	Void
Note 3:	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.2.3.1-4: Minimum performance Large Delay CDD (FRC) for CA with 2DL CCs
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
	2x20 MHz
	R.30-1 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.7
	≥5

	2
	20MHz+15MHz
	R.30-1 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.0
	≥5

	
	
	R.11-9 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	EVA70
	
	70
	12.9
	

	Note 1:	The OCNG pattern applies for each CC.
Note 2: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.



Table 8.2.2.3.1-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	13.2

	3MHz
	R.11-6 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	12.8

	5MHz
	R.11-7 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	12.6

	10 MHz
	R.11-8 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	12.8

	15MHz
	R.11-9 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	12.9

	20MHz
	R.30-1 TDD
	OP. 1 TDD
	EVA70
	2x2 Low
	70
	13.0



Table 8.2.2.3.1-6: Void

Table 8.2.2.3.1-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	3x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥5

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.3.1-8: Minimum performance (FRC) based on single carrier performance for CA with 4 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	4x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥8

	2
	20MHz+20MHz+20MHz+15MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥8

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.3.1-9: Minimum performance (FRC) based on single carrier performance for CA with 5 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	5x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.3.1-10: Minimum performance (FRC) based on single carrier performance for CA with 6 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	6x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.3.1-11: Minimum performance (FRC) based on single carrier performance for CA with 7 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	1
	7x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



< End of changes >
< Unchanged sections omitted >

[bookmark: _Toc368026462]8.2.2.4.3	Minimum Requirement Multi-Layer Spatial Multiplexing 4 Tx Antenna Port
For single carrier, the requirements are specified in Table 8.2.2.4.3-2, with the addition of the parameters in Table 8.2.2.4.3-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.2.4.3-4, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
For CA with 3 DL CCs, the requirements are specified in Table 8.2.2.4.3-7, based on single carrier requirement specified in Table 8.2.2.4.3-5, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 4 DL CCs, the requirements are specified in Table 8.2.2.4.3-8, based on single carrier requirement specified in Table 8.2.2.4.3-5, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 5 DL CCs, the requirements are specified in Table 8.2.2.4.3-9, based on single carrier requirement specified in Table 8.2.2.4.3-5, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 6 DL CCs, the requirements are specified in Table 8.2.2.4.3-10, based on single carrier requirement specified in Table 8.2.2.4.3-5, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.
For CA with 7 DL CCs, the requirements are specified in Table 8.2.2.4.3-11, based on single carrier requirement specified in Table 8.2.2.4.3-5, with the addition of the parameters in Table 8.2.2.4.3-3 and the downlink physical channel setup according to Annex C.3.2.

The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.2.4.3-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test 1

	Downlink power allocation
	

	dB
	-6

	
	

	dB
	-6 (Note 1)

	
	
	dB
	3

	
at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	10 or 11

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2

	ACK/NACK feedback mode
	
	Bundling

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	PDSCH transmission mode
	
	4

	
Note 1:	.
Note 2:	If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:	For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.
Note 4:	Void.
Note 5:	Void.
Note 6:	Void.



Table 8.2.2.4.3-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC)
	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.36 TDD
	OP.1 TDD
	EPA5
	4x2 Low
	70
	15.7
	≥2

	Note 1:	Void



Table 8.2.2.4.3-3: Test Parameters for Multi-Layer Spatial Multiplexing (FRC) for CA
	Parameter
	Unit
	Value

	Downlink power allocation
	

	dB
	-6

	
	

	dB
	-6 (Note 1)

	
	
	dB
	3

	
at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	8

	PMI delay (Note 2)
	ms
	10 or 11

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2

	ACK/NACK feedback mode
	
	PUCCH format 1b with channel selection for Tests in Table 8.2.2.4.3-4; PUCCH format 3 for Tests in Table 8.2.2.4.3-7, Table 8.2.2.4.3-8 and Table 8.2.2.4.3-9.

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	CSI request field (Note 4)
	
	‘10’

	PDSCH transmission mode
	
	4

	
Note 1:	.
Note 2:	If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:	For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.
Note 4:	Multiple CC-s under test are configured as the 1st set of serving cells by high layers.
Note 5:	The same PDSCH transmission mode is applied to each component carrier.



Table 8.2.2.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA with 2DL CCs
	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum
Throughput (%)
	SNR (dB)
	

	1
	2x20 MHz
	R.43 TDD
	OP.1 TDD (Note 1)
	EVA5
	4x2 Low
	70
	11.1
	≥5

	2
	20MHz+15MHz
	R.43 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA5
	4x2 Low
	70
	10.7
	≥5

	
	
	R.43-5 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	
	
	
	10.6
	

	Note 1:	The OCNG pattern applies for each CC.
Note 2: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.



Table 8.2.2.4.3-5: Single carrier performance for multiple CA configurations
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.43-1 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	11.0

	3MHz
	R.43-2 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	9.8

	5MHz
	R.43-3 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	10.0

	10 MHz
	R.43-4 TDD
	OP.1 TDD
	EVA5
	4x2 Low
	70
	10.5

	15MHz
	R.43-5 TDD
	OP.1 TDD
	EVA5
	4x2 Low
	70
	10.6

	20MHz
	R.43 TDD
	OP. 1 TDD
	EVA5
	4x2 Low
	70
	10.7



Table 8.2.2.4.3-6: Void

Table 8.2.2.4.3-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥5

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.4.3-8: Minimum performance (FRC) based on single carrier performance for CA with 4 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	4x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥8

	2
	20MHz+20MHz+20MHz+15MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥8

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.4.3-9: Minimum performance (FRC) based on single carrier performance for CA with 5 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	5x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	8, ≥11

	2
	15MHz+4x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.4.3-10: Minimum performance (FRC) based on single carrier performance for CA with 6 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	6x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



Table 8.2.2.4.3-11: Minimum performance (FRC) based on single carrier performance for CA with 7 DL CCs
	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	7x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	8, ≥11

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3



< End of changes >
< Unchanged sections omitted >

[bookmark: _Toc368026621]9.6.1.1	FDD
The following requirements apply to UE Category ≥3. For CA with 2 DL CC, for the parameters specified in Table 9.6.1.1-1 and Table 9.6.1.1-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell reported shall be such that
wideband CQIPcell – wideband CQIScell ≥ 2
for more than 90% of the time.
Table 9.6.1.1-1: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 2 DL CA)
	Parameter
	Unit
	Pcell
	Scell

	PDSCH transmission mode
	
	1

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	10
	4

	[image: ]
	dB[mW/15kHz] 
	-88
	-94

	[image: ]
	dB[mW/15kHz]
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 10

	cqi-pmi-ConfigurationIndex
	
	11
	16 (shift of 5 ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:	Void



Table 9.6.1.1-2: PUCCH 1-0 static test (FDD, 2 DL CA)
	Test number
	Bandwidth combination

	1
	10MHz for both cells

	2
	20MHz for both cells

	3
	5MHz for both cells

	4
	5MHz for PCell and 10MHz for SCell

	5
	5MHz for PCell and 15MHz for SCell

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	Mapping of PCell and Scell to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 3DL CA apply to UE Category ≥5. For CA with 3 DL CC, for the parameters specified in Table 9.6.1.1-3 and Table 9.6.1.1-4, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
for more than 90% of the time.
The following requirements for 4DL CA apply to UE Category ≥8. For CA with 4 DL CC, for the parameters specified in Table 9.6.1.1-3 and Table 9.6.1.1-5, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, and SCell 1 and SCell 3 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
wideband CQISCell1 – wideband CQISCell3 ≥ 2
for more than 90% of the time.
Table 9.6.1.1-3: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 3 and 4 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3

	PDSCH transmission mode
	
	1

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 20

	cqi-pmi-ConfigurationIndex
	
	21
	26 (shift of 5 ms relative to Pcell)
	31 for Scell2 (shift of 10 ms relative to Pcell) , 36 for Scell3 (shift of 15ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:	Void



Table 9.6.1.1-4: PUCCH 1-0 static test (FDD, 3 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	3
	20+20+10

	4
	20+15+15

	5
	20+15+10

	6
	20+10+10

	7
	15+15+10

	8
	20+10+5

	9
	20+15+5

	10
	10+10+5

	11
	5+5+20

	12
	3x10

	13
	5+5+10

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



Table 9.6.1.1-5: PUCCH 1-0 static test (FDD, 4 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	4x20

	2
	20+20+20+10

	3
	20+20+10+10

	4
	20+20+10+5

	5
	20+10+10+5

	6
	15+3x20

	7
	2x15+2x20

	8
	10+15+2x20

	9
	3x10+20

	10
	2x5+2x20

	11
	2x5+10+20

	12
	4x10

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 5DL CA apply to UE Category 8 and ≥11. For CA with 5 DL CC, for the parameters specified in Table 9.6.1.1-6 and Table 9.6.1.1-7, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3, and SCell 1 and SCell 4 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
wideband CQISCell1 – wideband CQISCell3 ≥ 2
wideband CQISCell1 – wideband CQISCell4 ≥ 2
for more than 90% of the time.
Table 9.6.1.1-6: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 5 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4

	PDSCH transmission mode
	
	1

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	41
	46 (shift of 5 ms relative to Pcell)
	51 for Scell 2 (shift of 10 ms relative to Pcell), 56 for Scell 3 (shift of 15ms relative to Pcell), 61 for Scell4 (shift of 20ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:	Void



Table 9.6.1.1-7: PUCCH 1-0 static test (FDD, 5 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	5x20

	2
	15+4x20

	3
	10+4x20

	4
	2x10+3x20

	5
	5+10+3x20

	6
	3x10+2x20

	7
	4x10+20

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 6DL CA apply to UE Category 8 and ≥11. For CA with 6 DL CC, for the parameters specified in Table 9.6.1.1-8 and Table 9.6.1.1-9, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3, SCell 1 and SCell 4, and SCell 1 and SCell 5 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
wideband CQISCell1 – wideband CQISCell3 ≥ 2
wideband CQISCell1 – wideband CQISCell4 ≥ 2
wideband CQISCell1 – wideband CQISCell5 ≥ 2

for more than 90% of the time.
Table 9.6.1.1-8: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 6 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4, 5

	PDSCH transmission mode
	
	1

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	41
	46 (shift of 5 ms relative to Pcell)
	51 for Scell 2 (shift of 10 ms relative to Pcell), 56 for Scell 3 (shift of 15ms relative to Pcell), 61 for Scell4 (shift of 20ms relative to Pcell), 66 for Scell5 (shift of 25ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:	Void



Table 9.6.1.1-9: PUCCH 1-0 static test (FDD, 6 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	6x20

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 7DL CA apply to UE Category 8 and ≥11. For CA with 7 DL CC, for the parameters specified in Table 9.6.1.1-10 and Table 9.6.1.1-11, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3, SCell 1 and SCell 4, SCell 1 and SCell 5, and SCell 1 and SCell 6 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
wideband CQISCell1 – wideband CQISCell3 ≥ 2
wideband CQISCell1 – wideband CQISCell4 ≥ 2
wideband CQISCell1 – wideband CQISCell5 ≥ 2
wideband CQISCell1 – wideband CQISCell6 ≥ 2

for more than 90% of the time.
Table 9.6.1.1-10: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 7 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4, 5, 6

	PDSCH transmission mode
	
	1

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	41
	46 (shift of 5 ms relative to Pcell)
	51 for Scell 2 (shift of 10 ms relative to Pcell), 56 for Scell 3 (shift of 15ms relative to Pcell), 61 for Scell4 (shift of 20ms relative to Pcell), 66 for Scell5 (shift of 25ms relative to Pcell), 71 for Scell6 (shift of 30ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 2:	Void



Table 9.6.1.1-11: PUCCH 1-0 static test (FDD, 7 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	7x20

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



< End of changes >
< Unchanged sections omitted >
[bookmark: _Toc368026622]9.6.1.2	TDD
The following requirements apply to UE Category ≥3. For CA with 2 DL CC, for the parameters specified in Table 9.6.1.2-1 and Table 9.6.1.2-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell reported shall be such that
wideband CQIPcell – wideband CQIScell ≥ 2
for more than 90% of the time.
Table 9.6.1.2-1: PUCCH 1-0 static test on multiple cells (TDD, 2 DL CA)
	Parameter
	Unit
	Pcell
	Scell

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	10
	4

	[image: ]
	dB[mW/15kHz] 
	-88
	-94

	[image: ]
	dB[mW/15kHz]
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 10

	cqi-pmi-ConfigurationIndex
	
	8
	13 (shift of 5 ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 2:	Void



Table 9.6.1.2-2: PUCCH 1-0 static test (TDD, 2 DL CA)
	Test number
	Bandwidth combination

	1
	20MHz for both cells

	2
	15MHz for PCell and 20MHz for SCell

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	Mapping of PCell and Scell to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 3DL CA apply to UE Category ≥5. For CA with 3 DL CC, for the parameters specified in Table 9.6.1.2-3 and Table 9.6.1.2-4, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
for more than 90% of the time.
The following requirements for 4DL CA apply to UE Category ≥8. For CA with 4 DL CC, for the parameters specified in Table 9.6.1.2-3 and Table 9.6.1.2-5, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, and SCell 1 and SCell 3 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
wideband CQISCell1 – wideband CQISCell3 ≥ 2
for more than 90% of the time.
Table 9.6.1.2-3: PUCCH 1-0 static test on multiple cells (TDD, 3 and 4 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 20

	cqi-pmi-ConfigurationIndex
	
	18
	23 (shift of 5 ms relative to Pcell)
	28 (shift of 10 ms relative to Pcell) , 33 for Scell3 (shift of 15ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 2:	Void



Table 9.6.1.2-4: PUCCH 1-0 static test (TDD, 3 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	Note 1: 	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



Table 9.6.1.2-5: PUCCH 1-0 static test (TDD, 4 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	4x20

	2
	20+20+20+15

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2:	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 5DL CA apply to UE Category 8 and ≥11. For CA with 5 DL CC, for the parameters specified in Table 9.6.1.2-6 and Table 9.6.1.2-7, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3,  and SCell 1 and SCell 4  reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ [2]
wideband CQISCell1 – wideband CQISCell2 ≥ [2]
wideband CQISCell1 – wideband CQISCell3 ≥ [2]
wideband CQISCell1 – wideband CQISCell4 ≥ [2]
for more than 90% of the time.
Table 9.6.1.2-6: Parameters for PUCCH 1-0 static test on multiple cells (TDD, 5 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	38
	43 (shift of 5 ms relative to Pcell)
	48 (shift of 10 ms relative to Pcell), 53 for Scell3 (shift of 15ms relative to Pcell), 5
8 for Scell4 (shift of 20ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 2:	Void



Table 9.6.1.2-7: PUCCH 1-0 static test (TDD, 5 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	5x20

	2
	15+4x20

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2:	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 6DL CA apply to UE Category 8 and ≥11. For CA with 6 DL CC, for the parameters specified in Table 9.6.1.2-8 and Table 9.6.1.2-9, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3,  SCell 1 and SCell 4, and SCell 1 and SCell 5 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ [2]
wideband CQISCell1 – wideband CQISCell2 ≥ [2]
wideband CQISCell1 – wideband CQISCell3 ≥ [2]
wideband CQISCell1 – wideband CQISCell4 ≥ [2]
wideband CQISCell1 – wideband CQISCell5 ≥ [2]
for more than 90% of the time.
Table 9.6.1.2-8: Parameters for PUCCH 1-0 static test on multiple cells (TDD, 6 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4, 5

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	38
	43 (shift of 5 ms relative to Pcell)
	48 (shift of 10 ms relative to Pcell), 53 for Scell3 (shift of 15ms relative to Pcell), 58 for Scell4 (shift of 20ms relative to Pcell), 63 for Scell5 (shift of 25ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 2:	Void



Table 9.6.1.2-9: PUCCH 1-0 static test (TDD, 6 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	6x20

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2:	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.



The following requirements for 7DL CA apply to UE Category 8 and ≥11. For CA with 7 DL CC, for the parameters specified in Table 9.6.1.2-10 and Table 9.6.1.2-11, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2, SCell 1 and SCell 3,  SCell 1 and SCell 4, SCell 1 and SCell 5, SCell 1 and SCell 6 reported shall be such that
wideband CQIPCell – wideband CQISCell1 ≥ [2]
wideband CQISCell1 – wideband CQISCell2 ≥ [2]
wideband CQISCell1 – wideband CQISCell3 ≥ [2]
wideband CQISCell1 – wideband CQISCell4 ≥ [2]
wideband CQISCell1 – wideband CQISCell5 ≥ [2]
wideband CQISCell1 – wideband CQISCell6 ≥ [2]
for more than 90% of the time.
Table 9.6.1.2-8: Parameters for PUCCH 1-0 static test on multiple cells (TDD, 7 DL CA)
	Parameter
	Unit
	Pcell
	Scell1
	Scell2, 3, 4, 5, 6

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
	[image: ]
	dB
	0

	
	[image: ]
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: ]
	dB[mW/15kHz] 
	-86
	-92
	-98

	[image: ]
	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	38
	43 (shift of 5 ms relative to Pcell)
	48 (shift of 10 ms relative to Pcell), 53 for Scell3 (shift of 15ms relative to Pcell), 58 for Scell4 (shift of 20ms relative to Pcell), 63 for Scell5 (shift of 25ms relative to Pcell), 68 for Scell6 (shift of 30ms relative to Pcell)

	Note 1:	3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 2:	Void



Table 9.6.1.2-9: PUCCH 1-0 static test (TDD, 7 DL CA)
	Test number
	Bandwidth combination (MHz)

	1
	7x20

	Note 1:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2:	If more than one cell can be configured as PCell, choose one of the cells with the smallest bandwidth as PCell. Mapping of PCell and Scells to the CCs shall be constant for all the iterations during the test. Each execution of the test shall use the same mapping.




< End of changes >
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