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Background
This TP provides the first version of general part on chapter 4 for TS 38.101-4, based on the latest TS template R4-1811357 [1].  
Discussion
The general parts provide the general information including relationship with other core specification, relationship between minimum requirements and test requirements, definition of suffixes and conducted and radiated requirement reference point.
Summary
This TP provides the general part on chapter 4 for TS 38.101-4.
Proposal

It is proposed that the attached text proposal is included in TS 38.101-4.
References

[1] R4-1811357, TS template of TS 38.101-4.
TEXT PROPOSAL:
*********************Changed section*****************
4
General

4.1
Relationship between minimum requirements and test requirements

The present document is a Single-RAT and interwork specification for NR UE, covering minimum performance requirements of both conducted and radiated requirements. Conformance to the present specification is demonstrated by fulfilling the test requirements specified in the conformance specification 3GPP TS 38.521-4 [TBD]. 

The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 38.521-4 [TBD] defines test tolerances. These test tolerances are individually calculated for each test. The test tolerances are used to relax the minimum requirements in this specification to create test requirements. 
The measurement results returned by the test system are compared - without any modification - against the test requirements as defined by the shared risk principle. 

The shared risk principle is defined in Recommendation ITU‑R M.1545 [TBD].
The applicability of each requirement is described under each sub-clause in [5.1, 6.1, 7.1, 8.1].
4.2
Applicability of minimum requirements

The conducted minimum requirements specified in this specification shall be met in all applicable scenarios for FR1. The radiated minimum requirements specified in this specification shall be met in all applicable scenarios for FR2. The interwork minimum requirement specified in this specification shall be met in all applicable scenarios for NR interworking operation.
4.3
Specification suffix information

Unless stated otherwise the following suffixes are used for indicating at 2nd level subclause, shown in Table 4.3-1.

Table 4.3-1: Definition of suffixes

	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	
	


A terminal which supports the above features needs to meet the requirement defined in the additional subclause (suffix A, B, C) in clauses 5, 6, 7, 8, 9, 10. 
*********************End of change*****************
