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*************************** Start of changes *******************************************
[bookmark: _Toc526341510]6.2B.2	UE maximum output power reduction forand EN-DC
[bookmark: _Toc526341511]6.2B.2.1	Intra-band contiguous EN-DC
[bookmark: _Toc526341512]6.2B.2.2	Intra-band non-contiguous EN-DC
[bookmark: _Toc526341513]6.2B.2.3	Inter-band EN-DC within FR1
For inter-band EN-DC between E-UTRA and FR1 NR, UE maximum output power reduction specified in TS 36.101 [4] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
< conducted requirements >
[bookmark: _Toc526341514]6.2B.2.4	Inter-band EN-DC including FR2
For inter-band EN-DC between E-UTRA and FR2 NR, UE maximum output power reduction specified in TS 36.101 [4] and TS 38.101-2 [3] apply for E-UTRA and NR respectively.
< OTA requirements >
[bookmark: _Toc526341515]6.2B.2.5	Inter-band EN-DC including both FR1 and FR2
For inter-band EN-DC between E-UTRA and FR1 NR and FR2 NR, UE maximum output power reduction specified in TS 36.101 [4], TS 38.101-1 [2], TS 38.101-2 [3] apply for E-UTRA and FR1 NR and FR2 NR respectively.
[bookmark: _Toc526341516]6.2B.3	UE additional maximum output power reduction for EN-DC
*************************** Un-changed section *******************************************
[bookmark: _Toc526341524]6.2B.3.3	Inter-band EN-DC within FR1
For inter-band EN-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [4] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
[bookmark: _Toc526341525]6.2B.3.4	Inter-band EN-DC including FR2
For inter-band EN-DC between E-UTRA and FR2 NR, UE additional maximum output power reduction specified in TS 36.101 [4] and TS 38.101-2 [3] apply for E-UTRA and NR respectively.
[bookmark: _Toc526341526]6.2B.3.5	Inter-band EN-DC including both FR1 and FR2
For inter-band EN-DC between E-UTRA and FR1 NR and FR2 NR, UE additional maximum output power reduction specified in TS 36.101 [4], TS 38.101-1 [2], TS 38.101-2 [3] apply for E-UTRA and FR1 NR and FR2 NR respectively.
*************************** End of changes *******************************************


