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	Reason for change:
	In order to improve fair co-existence between IEEE 802.11n/11ac with certain LAA carrier aggregation combinations (46a-46d), this CR proposes to establish restrictions on the sets of carriers that may use type B multi carrier channel access on the DL

	
	

	Summary of change:
	New Clause 5.7.4 is added.

	
	

	Consequences if not approved:
	Type B multi-carrier operation on the DL in band 46 may not co-exist fairly with  co-channel Wi-Fi.
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	Other comments:
	Isolated impact analysis: Since CR does not impact BSs operating with the maximum frequency separation between the center frequencies of the outermost two carriers ≤ 62MHz, there is no impact to BSs in the market.


* Beginning of changes *
(new) 5.7.X
EARFCN sets for Type B multi-carrier downlink transmissions on multiple Scells configured in Band 46
If the maximum frequency separation between the center frequencies of any two of the carriers on which LAA transmissions are performed is > 62MHz, then only on a configured set of carriers with carrier frequencies that are a subset of any of the following sets of EARFCN, downlink transmissions in accordance with Type B multi-carrier access procedure as defined in 15.1.5.2 of [11] are allowed:
-
for sets of two Scells: n-2, n-1, n, n+1, n+2 | n = {47090, 47290}, {47490, 47690}, {47890, 48090}, {48290, 48490}, {50290, 50490}, {50690, 50890}, {51090, 51290}, {51490, 51690}, {51890, 52090}, {52290, 52490}; {52740, 52940}; {53140, 53340}
-
for sets of four Scells: n-2, n-1, n, n+1, n+2 | n = {47090, 47290, 47490, 47690}, {47890, 48090, 48290, 48490}, {50290, 50490, 50690, 50890}, {51090, 51290, 51490, 51690}, {51890, 52090, 52290, 52490}, {52740, 52940, 53140, 53340}
-
for sets of eight Scells: n-2, n-1, n, n+1, n+2 | n = {47090, 47290, 47490, 47690, 47890, 48090, 48290, 48490}, {50290, 50490, 50690, 50890, 51090, 51290, 51490, 51690}, {51890, 52090, 54490, 52740, 52940, 53140, 53340}
Additionally, when LAA transmissions are permitted by national regulations on carriers which are not a subset of the above sets of EARFCN, then single carrier access procedure as defined in clause 15.1.1 and 15.1.2 of [11] or Type A multi-carrier access procedure as defined in clause 15.1.5.1 of [11] are allowed without the above EARFCN restrictions.
* End of changes *


