[bookmark: _Hlk491845607][bookmark: _Toc436619014][bookmark: _Toc436619251][bookmark: _Toc451844181][bookmark: _Toc466346620][bookmark: _Toc466348853][bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #89	R4-1815805
Spokane, USA, 12 – 16 November 2018
Source:	Ericsson, Verizon
Title:	TP for TR 38.716-01-01: n260(10A) and n260(4P)
Agenda item:			9.1.2
Document for:	Approval
1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 38.716-01-01 to n260(10A) and n260(4P) defined in the TP [1] for NR Intra-band.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA

	
	
	
	NR CA configuration / Bandwidth combination set

	NR config.
	Uplink CA config.
	SCS
	Component carriers in order of increasing carrier frequency
	Max aggr. 
BW (MHz)

	
	
	
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	

	CA_n260(9A)
	-
	60
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	
	
	
	1800

	
	
	120
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	
	
	
	26001

	CA_n260(10A)
	-
	60
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	50, 100, 200
	
	
	2000

	
	
	120
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	50, 100, 200, 400
	
	
	25501

	CA_n260(3P)
	-
	60
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	
	
	
	900

	
	
	120
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	
	
	
	900

	CA_n260(4P)
	-
	60
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	1200

	
	
	120
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	50, 100 
	1200

	Note 1: The maximum bandwidth of band n260 is 3000MHz, and a 50MHz gap is in between non-contiguous CCs


---End of changes---
Reference
[1]		RP-181549, “Revised WID on Rel-16 NR intra band Carrier Aggregation for xCC DL/yCC UL including contiguous and non-contiguous spectrum (x>=y)”, Ericsson
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