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	Reason for change:
	At RAN4#88bis the DL antenna configuration for NR RRM FR2 testing was briefly discussed online. An agreement was captured in the chair notes as follows:
Agreement: Add the clarification note in general section for test case about the meaning of the antenna configuration including transmitter antenna numbers and receiver antenna numbers for FR2
This CR intends to introduce this clarification note. 



	
	

	Summary of change:
	· A new section “Antenna configurations for FR2 added”.
· Clarificationon DL antenna configuration 2x2 added.



	
	

	Consequences if not approved:
	Antenna configuration for NR RRM FR2 testing will remain unclear.

	
	

	Clauses affected:
	(New) A.3.6.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.533 CR ...

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


< Unchanged sections omitted >

A.3.6.2
Antenna configurations for FR2

Unless otherwise specified, Downlink Antenna Configuration 2x2 for NR RRM FR2 requirements implies the following for the test configuration:

· The downlink signal is transmitted over the two polarizations (V and H) of the dual polarized antenna of the test equipment. 
· The downlink signal is received assuming 2 UE baseband receivers. As the UE is tested following the blackbox approach, the exact UE Rx antenna configuration is not releavant for the test configuration and has no impact on the test implementation.
< End of changes >
