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	Reason for change:
	Band 47 is a PC2 band for which no UTRA operation is planned. Therefore ACLR coexistence requirements are not required for PC2 UEs.

	
	

	Summary of change:
	In Section 6.6.2.3.1:
- add band 47 to the list of bands for which PC2 operation is exempted from UTRA ACLR requirements.
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<Start of change>
[bookmark: _Toc368026314]6.6.2.3.2	Minimum requirements UTRA
UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.
UTRAACLR is not applicable to the power class 2 UE operating in Band 38, 40, 41,  or 42 or 47 and Scell operation in Band 46.
<End of change>
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