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[bookmark: _Toc518861938]------------------------------ Modified section ------------------------------
[bookmark: _Toc518861942]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
[bookmark: _Hlk494631454]AA	Antenna Array
AAS	Active Antenna System
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
AoA	Angle of Arrival
AWGN	Additive White Gaussian Noise
BS	Base Station
BW	Bandwidth
CA	Carrier Aggregation
CACLR	Cumulative ACLR
CP-OFDM	Cyclic Prefix-OFDM
CPE	Common Phase Error
CW	Continuous Wave
DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
DM-RS	Demodulation Reference Signal
EIS	Equivalent Isotropic Sensitivity
EIRP	Effective Isotropic Radiated Power
EVM	Error Vector Magnitude
FBW	Fractional Bandwidth
FR	Frequency Range
FRC	Fixed Reference Channel
GSCN	Global Synchronization Channel Number
ITU‑R	Radiocommunication Sector of the International Telecommunication Union 
ICS	In-Channel Selectivity
LA	Local Area
LNA	Low Noise Amplifier
MCS	Modulation and Coding Scheme
MR	Medium Range
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
OBUE	Operating Band Unwanted Emissions
OOB	Out-of-band
OSDD	OTA Sensitivity Directions Declaration
OTA	Over-The-Air
PRB	Physical Resource Block
QAM	Quadrature Amplitude Modulation
RDN				Radio Distribution Network
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
RIB	Radiated Interface Boundary
RMS	Root Mean Square (value)
RoAoA	Range of Angles of Arrival 
RX	Receiver
SCS	Sub-Carrier Spacing
SDL	Supplementary Downlink
SS	Synchronization Symbol
SUL	Supplementary Uplink
TAB	Transceiver Array Boundary
TAE	Time Alignment Error
TX	Transmitter
TRP	Total Radiated Power
UEM	Unwanted Emissions Mask
WA	Wide Area
ZF	Zero Forcing
------------------------------ Next modified section ------------------------------
[bookmark: _Toc518862208]Annex B (normative):
Error Vector Magnitude (FR1)
[bookmark: _Toc518862209]B.1	Reference point for measurement
The EVM shall be measured at the point after the FFT and a zero-forcing (ZF) equalizer in the receiver, as depicted in figure B.1-1 below.


Figure B.1-1: Reference point for EVM measurement
[bookmark: _Toc518862210]B.2	Basic unit of measurement

The basic unit of EVM measurement is defined over one subframe (1ms) in the time domain and  subcarriers (180 kHz) in the frequency domain: 



where

 T is the set of symbols with the considered modulation scheme being active within the subframe,


is the set of subcarriers within the  subcarriers with the considered modulation scheme being active in symbol  t, 

 is the ideal signal reconstructed by the measurement equipment in accordance with relevant Tx models,

 is the modified signal under test defined in annex B.3.
NOTE: 	Although the basic unit of measurement is one subframe, the equalizer is calculated over 10 subframe measurement periods to reduce the impact of noise in the reference symbols. The boundaries of the 10 subframe measurement periods need not be aligned with radio frame boundaries.
[bookmark: _Toc518862211]B.3	Modified signal under test
Implicit in the definition of EVM is an assumption that the receiver is able to compensate a number of transmitter impairments. The signal under test is equalised and decoded according to:

	
where

 is the time domain samples of the signal under test.

 is the sample timing difference between the FFT processing window in relation to nominal timing of the ideal signal. Note that two timing offsets are determined, the corresponding EVM is measured and the maximum used as described in annex B.7.

 is the RF frequency offset.

 is the phase response of the TX chain.

 is the amplitude response of the TX chain.

[bookmark: _Toc518862212]B.4	Estimation of frequency offset

The observation period for determining the frequency offset  shall be [1 ms].
[bookmark: _Toc518862213]B.5	Estimation of time offset
[bookmark: _Toc518862214]B.5.1	General

The observation period for determining the sample timing difference shall be 1 ms.



In the following   represents the middle sample of the EVM window of length W (defined in annex B.5.2) or the last sample of the first window half if W is even.


is estimated so that the EVM window of length W is centred on the measured cyclic prefix of the considered OFDM symbol. To minimize the estimation error the timing shall be based on the primary synchronization signal and reference signals. To limit time distortion of any transmit filter the reference signals in the 1 outer RBs are not taken into account in the timing estimation

Two values for  are determined:

 and





 where  if W  is odd and  if W is even.

When the cyclic prefix length varies from symbol to symbol (e.g. time multiplexed MBMS and unicast) then T   shall be further restricted to the subset of symbols with the considered modulation scheme being active and with the considered cyclic prefix length type. 
[bookmark: _Toc518862215]B.5.2	Window length
[bookmark: _Hlk515783581]Table B.5.2-1, B.5.2-2, B.5.2-3 below specify the EVM window length (W) for normal CP.
Table B.5.2-1: EVM window length for normal CP for NR, FR1, 15 kHz SCS
	Channel
bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13(Note 1) (Note)
(%)

	5
	512
	36
	14
	40

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	Note 1: 	These percentages are informative and apply to a slot’s symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table B.5.2-2: EVM window length for normal CP for NR, FR1, 30 kHz SCS
	Channel
bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13(Note 1) (Note)
(%)

	5
	256
	18
	8
	40

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	Note 1: 	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table B.5.2-3: EVM window length for normal CP, FR1, for NR (60 kHz SCS)
	Channel
bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13(Note 1) (Note)
(%)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	Note 1: 	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 may have a longer CP and therefore a lower percentage.



Table B.5.2-4 below specifies the FR1 EVM window length (W) for extended CP. The number of CP samples excluded from the EVM window is the same as for normal CP length.
Table B.5.2-4: EVM window length for extended CP for NR, FR1, 60 kHz SCS
	Channel
bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13(Note 1) (Note)
(%)

	10
	256
	64
	54
	84

	15
	384
	96
	80
	83

	20
	512
	128
	106
	83

	25
	512
	128
	110
	85.9

	30
	768
	192
	164
	85.9

	40
	1024
	256
	220
	85.9

	50
	1024
	256
	220
	85.9

	60
	1536
	384
	340
	88.6

	70
	1536
	384
	340
	88.7

	80
	2048
	512
	454
	88.7

	90
	2048
	512
	454
	88.7

	100
	2048
	512
	454
	88.7

	Note 1: 	These percentages are informative.




[bookmark: _Toc518862216]B.6	Estimation of TX chain amplitude and frequency response parameters
The equalizer coefficients [image: ]and [image: ] are determined as follows:
1.	Calculate the complex ratios (amplitude and phase) of the post-FFT acquired signal [image: ] and the post-FFT Ideal signal [image: ], for each reference symbol, over [10 subframes]. This process creates a set of complex ratios:
[image: ]
· Where the post-FFT Ideal signal [image: ] is constructed by the measuring equipment according to the relevant TX specifications, using the following parameters: restricted content: i.e. nominal Reference Symbols and the Primary Synchronisation Channel, (all other modulation symbols are set to 0 V), nominal carrier frequency,  nominal amplitude and phase for each applicable subcarrier, nominal timing.

2.	Perform time averaging at each reference signal subcarrier of the complex ratios, the time-averaging length is [10 subframes]. Prior to the averaging of the phases [image: ] an unwrap operation must be performed according to the following definition: The unwrap operation corrects the radian phase angles of [image: ] by adding multiples of 2*PI when absolute phase jumps between consecutive time instances ti are greater then or equal to the jump tolerance of PI radians. This process creates an average amplitude and phase for each reference signal subcarrier (i.e. every second subcarrier with the exception of the reference subcarrier spacing across the DC subcarrier).
[image: ]
[image: ]
	Where N is the number of reference symbol time-domain locations ti from Z’(f,t) for each reference signal subcarrier [image: ].
3.	The equalizer coefficients for amplitude and phase [image: ] and [image: ] at the reference signal subcarriers are obtained by computing the moving average in the frequency domain of the time-averaged reference signal subcarriers, i.e. every second subcarrier. The moving average window size is 19. For reference subcarriers at or near the edge of the channel the window size is reduced accordingly as per figure B.6-1. 
4.	Perform linear interpolation from the equalizer coefficients [image: ] and [image: ] to compute coefficients [image: ], [image: ] for each subcarrier.
[image: ]
Figure B.6-1: Reference subcarrier smoothing in the frequency domain

[bookmark: _Toc518862217]B.7	Averaged EVM
EVM is averaged over all allocated downlink resource blocks with the considered modulation scheme in the frequency domain, and a minimum of 10 downlink subframes:
For FDD the averaging in the time domain equals the 10 subframe duration of the 10 subframes measurement period from the equalizer estimation step. 
For TDD the averaging in the time domain can be calculated from subframes of different frames and should have a minimum of 10 subframes averaging length. TDD special fields (DwPTS and i.e. GP) are not included in the averaging.
[image: ]
Where Ni is the number of resource blocks with the considered modulation scheme in subframe i and Ndl is the number of allocated downlink subframes in one frame.

The EVM requirements shall be tested against the maximum of  the RMS average at the window W extremities of the EVM measurements:
Thus [image: ]  is calculated using [image: ]in the expressions above and [image: ]is calculated using [image: ] in the [image: ] calculation.
Thus we get:
[image: ]
The averaged EVM with the minimum averaging length of at least 10 subframes is then achieved by further averaging of the [image: ] results
[image: ], [image: ]
[bookmark: _Toc518862218][bookmark: _Hlk500338155]
Annex C (normative): 
Error Vector Magnitude (FR2)
[bookmark: _Toc518862219]C.1	Reference point for measurement
The EVM shall be measured at the point after the FFT and a zero-forcing (ZF) equalizer in the receiver, as depicted in figure C.1-1 below.


Figure C.1-1: Reference point for EVM measurement
[bookmark: _Toc518862220]C.2	Basic unit of measurement

The basic unit of EVM measurement is defined over one subframe (1ms) in the time domain and  subcarriers (180kHz) in the frequency domain: 



where

 is the set of symbols with the considered modulation scheme being active within the subframe,


is the set of subcarriers within the  subcarriers with the considered modulation scheme being active in symbol t, 

 is the ideal signal reconstructed by the measurement equipment in accordance with relevant Tx models,

 is the modified signal under test defined in C.3.
[Note: 	Although the basic unit of measurement is one subframe, the equalizer is calculated over 10 subframe measurement periods to reduce the impact of noise in the reference symbols. The boundaries of the 10 subframe measurement periods need not be aligned with radio frame boundaries.]
[bookmark: _Toc518862221]C.3	Modified signal under test
Implicit in the definition of EVM is an assumption that the receiver is able to compensate a number of transmitter impairments. The signal under test is equalised and decoded according to:

	
where

 is the time domain samples of the signal under test.

 is the sample timing difference between the FFT processing window in relation to nominal timing of the ideal signal. Note that two timing offsets are determined, the corresponding EVM is measured and the maximum used as described in C.7.

 is the RF frequency offset.

 is the phase response of the TX chain.

 is the amplitude response of the TX chain.
[bookmark: _Toc518862222]C.4	Estimation of frequency offset

The observation period for determining the frequency offset  shall be 1 ms.
[bookmark: _Toc518862223]C.5	Estimation of time offset
[bookmark: _Toc518862224]C.5.1	General

The observation period for determining the sample timing difference shall be 1 ms.



In the following   represents the middle sample of the EVM window of length  (defined in C.5.2) or the last sample of the first window half if is even.


is estimated so that the EVM window of length  is centred on the measured cyclic prefix of the considered OFDM symbol. To minimize the estimation error the timing shall be based on the primary synchronization signal and reference signals. To limit time distortion of any transmit filter the reference signals in the 1 outer RBs are not taken into account in the timing estimation

Two values for  are determined:

 and





 where  if  is odd and  if is even.

When the cyclic prefix length varies from symbol to symbol (e.g. time multiplexed MBMS and unicast) then   shall be further restricted to the subset of symbols with the considered modulation scheme being active and with the considered cyclic prefix length type. 
[bookmark: _Toc518862225]C.5.2	Window length
Table C.5.2-1 and Table C.5.2-2 below specify the EVM window length (W) for normal CP for FR2 for normal CP.
Table C.5.2-1: EVM window length for normal CP for NR, FR2, 60 kHz SCS
	Channel bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1-13 in FFT samples 
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13(Note 1) (Note)
(%)

	50
	1024
	72
	36
	50

	100
	2048
	144
	72
	50

	200
	4096
	288
	144
	50

	Note 1:	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 may have a longer CP and therefore a lower percentage.



Table C.5.2-2: EVM window length for normal CP for NR, FR2, 120 kHz SCS
	Channel bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1-13 in FFT samples 
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13(Note 1) (Note)
(%)

	50
	512
	36
	18
	50

	100
	1024
	72
	36
	50

	200
	2048
	144
	72
	50

	400
	4096
	288
	144
	50

	Note 1:	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 may have a longer CP and therefore a lower percentage.



Table C.5.2-3 below specifies the FR2 EVM window length (W) for extended CP. The number of CP samples excluded from the EVM window is the same as for normal CP length.
Table C.5.2-3: EVM window length for extended CP for NR, FR2, 60 kHz SCS
	Channel bBandwidth (MHz)
	FFT size
	Cyclic prefixCP length for symbols 1-13 in FFT samples 
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13(Note 1) (Note)
(%)

	50
	1024
	256
	220
	85.9

	100
	2048
	512
	440
	85.9

	200
	4096
	1024
	880
	85.9

	Note 1:	These percentages are informative.



[bookmark: _Toc518862226]C.6	Estimation of TX chain amplitude and frequency response parameters
The equalizer coefficients [image: ]and [image: ] are determined as follows:
1.	Calculate the complex ratios (amplitude and phase) of the post-FFT acquired signal [image: ] and the post-FFT Ideal signal [image: ], for each reference symbol, over [10 subframes]. This process creates a set of complex ratios:
	[image: ]
Where the post-FFT Ideal signal [image: ] is constructed by the measuring equipment according to the relevant TX specifications, using the following parameters: restricted content: i.e. nominal Demodulation Reference.
2.	Perform time averaging at each reference signal subcarrier of the complex ratios, the time-averaging length is [10 subframes]. Prior to the averaging of the phases [image: ] an unwrap operation must be performed according to the following definition: The unwrap operation corrects the radian phase angles of [image: ] by adding multiples of 2*PI when absolute phase jumps between consecutive time instances ti are greater then or equal to the jump tolerance of PI radians. This process creates an average amplitude and phase for each reference signal subcarrier (i.e. every third subcarrier with the exception of the reference subcarrier spacing across the DC subcarrier).	

Where N is the number of reference symbol time-domain locations ti from Z’(f,t) for each reference signal subcarrier [image: ].
3.	The equalizer coefficients for amplitude and phase [image: ] and [image: ] at the reference signal subcarriers are obtained by computing the moving average in the frequency domain of the time-averaged reference signal subcarriers, i.e. every second subcarrier. The moving average window size is 19. For reference subcarriers at or near the edge of the channel the window size is reduced accordingly as per figure C.6-1. 
4.	Perform linear interpolation from the equalizer coefficients [image: ] and [image: ] to compute coefficients [image: ], [image: ] for each subcarrier. To account for the common phase error (CPE) experienced in millimetre wave frequencies, , in the estimated coefficients contain phase rotation due to the CPE, , in addition to the phase of the equalizer coefficient , that is

For OFDM symbols where PT-RS does not exist,  can be estimated by performing linear interpolation from neighboring symbols where PT-RS is present.

In order to separate component of the CPE,, contained in, , estimation and compensation of the CPE needs to follow. is the common phase error (CPE), that rotates all the subcarriers of the OFDM symbol at time . 
Estimate of the CPE, , at OFDM symbol time, , can then be obtained from using the PT-RS employing the expression 


In the above equation,  is the set of subcarriers where PT-RS are mapped,  where   is the set of OFDM symbols where PT-RS are mapped while  and  are is the post-FFT acquired signal and the ideal PT-RS signal respectively. That is, estimate of the CPE at a given OFDM symbol is obtained from frequency correlation of the complex ratios at the PT-RS positions with the conjugate of the estimated equalizer complex coefficients. The estimated CPE can be subtracted from  to remove influence of the CPE, and obtain estimate of the complex coefficient’s phase  
(t)

[bookmark: _MON_1354977729][bookmark: _MON_1417454025][image: ]
Figure C.6-1: Reference subcarrier smoothing in the frequency domain
[bookmark: _Toc518862227]C.7	Averaged EVM
EVM is averaged over all allocated downlink resource blocks with the considered modulation scheme in the frequency domain, and a minimum of [10] downlink subframes:
For FDD the averaging in the time domain equals the [10] subframe duration of the [10] subframes measurement period from the equalizer estimation step. 
For TDD the averaging in the time domain can be calculated from subframes of different frames and should have a minimum of [10] subframes averaging length. TDD special fields (DwPTS and i.e. GP) are not included in the averaging.
[image: ]
Where Ni is the number of resource blocks with the considered modulation scheme in subframe i and Ndl is the number of allocated downlink subframes in one frame.

The EVM requirements shall be tested against the maximum of the RMS average at the window W extremities of the EVM measurements:
Thus [image: ]  is calculated using [image: ]in the expressions above and [image: ]is calculated using [image: ] in the [image: ] calculation.
Thus, we get:
[image: ]
The averaged EVM with the minimum averaging length of at least [10] subframes is then achieved by further averaging of the [image: ] results
[image: ], [image: ]
[bookmark: historyclause]------------------------------ End of modified section ------------------------------
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The subsequent 7  subcarriers are averaged  over 5, 7 .. 17 subcarriers  

From the 10 th   subcarrier onwards the  window size is 19 until  the upper edge of the  channel is reached an d  the window size  reduces back to 1  

The first  reference  subcarrier  is not  averaged  

The second  reference  subcarrier is the  average of the  first three  subcarriers  

Reference subcarriers  
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BS TX  

Remove  CP  

FFT  

Per - subcarrier  Amplitude/phase   and CPE   correction  

Symbol  detection  /decoding  

Reference point  for EVM  measurement  

Pre - /post FFT  time / frequency  synchronization  
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