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5.5.5
Default MCPTT call control Off-network messages and other information elements
[Text skipped here]
5.5.5.8
PRIVATE CALL SETUP REQUEST

Table 5.5.5.8-1: PRIVATE CALL SETUP REQUEST
	Derivation Path: 24.379 [9], Table 15.1.5.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	Commencement mode
	Any allowed value
	
	

	Call type
	Any allowed value
	
	

	MCPTT user ID of the caller
	pre-set MCPTT user ID
	
	

	MCPTT user ID of the callee
	pre-set MCPTT user ID
	
	

	SDP offer
	Any allowed value
	
	

	User location
	Not Present
	
	



5.5.5.9
PRIVATE CALL RINGING

Table 5.5.5.9-1: PRIVATE CALL RINGING
	Derivation Path: 24.379 [9], Table 15.1.6.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	



5.5.5.10
PRIVATE CALL ACCEPT

Table 5.5.5.10-1: PRIVATE CALL ACCEPT
	Derivation Path: 24.379 [9], Table 15.1.7.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	SDP answer
	Any allowed value
	
	



5.5.5.11
PRIVATE CALL REJECT

Table 5.5.5.11-1: PRIVATE CALL REJECT
	Derivation Path: 24.379 [9], Table 15.1.8.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	Reason
	Any allowed value
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	SDP answer
	Any allowed value
	
	


FFS

5.5.5.12
PRIVATE CALL RELEASE

Table 5.5.5.12-1: PRIVATE CALL RELEASE
	Derivation Path: 24.379 [9], Table 15.1.9.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	



5.5.5.13
PRIVATE CALL RELEASE ACK

Table 5.5.5.13-1: PRIVATE CALL RELEASE ACK
	Derivation Path: 24.379 [9], Table 15.1.10.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	



5.5.5.14
PRIVATE CALL ACCEPT ACK

Table 5.5.5.14-1: PRIVATE CALL ACCEPT ACK
	Derivation Path: 24.379 [9], Table 15.1.11.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the caller
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	

	MCPTT user ID of the callee
	Same as the one in PRIVATE CALL SETUP REQUEST
	
	



5.5.5.15
PRIVATE CALL EMERGENCY CANCEL
Table 5.5.5.15-1: PRIVATE CALL EMERGENCY CANCEL
	Derivation Path: 24.379 [9], Table 15.1.12.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	a random number uniformly distributed between (0, 65536) generated at the beginning of a call establishment
	
	

	MCPTT user ID of the caller
	pre-set MCPTT user ID
	
	

	MCPTT user ID of the callee
	pre-set MCPTT user ID
	
	



5.5.5.16
PRIVATE CALL EMERGENCY CANCEL ACK

Table 5.5.5.15-1: PRIVATE CALL EMERGENCY CANCEL ACK
	Derivation Path: 24.379 [9], Table 15.1.13.1-1.

	Information Element
	Value/remark
	Comment
	Condition

	Call identifier
	Same as the one in PRIVATE CALL EMERGENCY CANCEL
	
	

	MCPTT user ID of the caller
	pre-set MCPTT user ID
	
	

	MCPTT user ID of the callee
	pre-set MCPTT user ID
	
	



