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5.2
Configuration / Group Creation / Group Regroup Creation / Group Regroup Teardown
5.2.1
Test Purpose (TP)

(1)

with { UE (MCPTT Client) attached to EPS services }

ensure that {

  when { the MCPTT UE performs formation of a temporary MCPTT group and the MCPTT server activates and combines two groups }

    then { creation and combination of the two groups is successful }

            }
(2)

with { UE (MCPTT Client) having two MCPTT groups combined and activated }

ensure that {

  when { the MCPTT server requests release of one MCPTT group and creation of another groupp }

    then { release of one MCPTT group and creation of another MCPTT group is successful }

            }

5.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.481 clauses 6.3.2.2.1, 6.3.2.2.2, 6.3.5.2.1, 6.3.6.1, 6.3.6.2.1, 6.3.6.2.2, 6.3.7.1, 6.3.7.2.1, 6.3.7.2.2, 6.3.9.1, 6.3.9.2.1, 6.3.9.2.2, 6.3.10.1, 6.3.10.2.1, 6.3.10.2.2, 6.3.14.1, 6.3.14.2, 6.3.15.1 and 6.3.15.2. Unless otherwise stated these are Rel-13 requirements.

[TS 24.481 clause 6.3.2.2.1]

In order to create a group document, a GC shall create an XML document of the application usage specified in subclause 7.2.1 and shall send the XML document to the network according to procedures specified in IETF RFC 4825 [22] "Create or Replace a Document". The GC shall set the Request-URI of the HTTP PUT request to an XCAP URI in users' tree where the XUI is set to a group creation XUI configuration parameter.
[TS 24.481 clause 6.3.2.2.2]

In order to create a group document, a GMC shall perform the procedures in subclause 6.3.2.2.1 specified for GC.

[TS 24.481 clause 6.3.5.2.1]

In order to delete a group document, a GC shall send an HTTP DELETE request with the Request URI that references the document to be deleted to the network according to procedures specified in IETF RFC 4825 [22] "Delete a Document".

[TS 24.481 clause 6.3.6.1]

This procedure enables the GMC to create or replace an element of a group document from the GMS.

[TS 24.481 clause 6.3.6.2.1]

In order to create or replace an element of a group document, a GC shall send an HTTP PUT request with the Request URI that references the element of the document to be created or replaced to the network according to procedures specified in IETF RFC 4825 [22] "Create or Replace an Element".

[TS 24.481 clause 6.3.6.2.2]

In order to create or replace an element of a group document, a GMC shall perform the procedures in subclause 6.3.6.2.1 specified for a GC.

[TS 24.481 clause 6.3.7.1]

This procedure enables the GMC to delete an element of a group document from the GMS.

[TS 24.481 clause 6.3.7.2.1]

In order to delete an element of a group document, a GC shall send an HTTP DELETE request with the Request URI that references the element of the document to be deleted to the network according to procedures specified in IETF RFC 4825 [22] "Delete an Element".

[TS 24.481 clause 6.3.7.2.2]
In order to delete an element of a group document, a GMC shall perform the procedures in subclause 6.3.7.2.1 specified for a GC.
[Text skipped here]
5.4
Configuration / Pre-established Session Establishment / Pre-established Session Modification / Pre-established Session Release
5.4.1
Test Purpose (TP)

[Text skipped here]
6.1.1.5
On-network / One MCPTT System / Pre-arranged Group Call / Re-join
FFS

6.1.1.6
On-network / One MCPTT System / Pre-arranged Group Call using pre-established session / Automatic Commencement Mode / Client originated Pre-established Session Release with associated MCPTT session / Client Originated (CO)

FFS

6.1.1.7
On-network / One MCPTT System / Pre-arranged Group Call using pre-established session / Automatic Commencement Mode / Server originated Pre-established Session Release with associated MCPTT session / Client Terminated (CT)

FFS

6.1.1.8
On-network / One MCPTT System / Pre-arranged Group Call using pre-established session / Manual Commencement Mode / Client Originated (C0)

FFS

6.1.1.9
On-network / One MCPTT System / Pre-arranged Group Call using pre-established session / Manual Commencement Mode / Client Terminated (CT)

FFS

6.1.1.10
On-network / One MCPTT System / Pre-arranged Broadcast Group Call / Client Originated (CO)

FFS

6.1.1.11
On-network / One MCPTT System / Pre-arranged Broadcast Group Call / Client Terminated (CT)

FFS

6.1.1.12
On-network / One MCPTT System / Broadcast Group Call with Temporary Group / Client Originated (CO)

FFS

6.1.1.13
On-network / One MCPTT System / Pre-arranged Emergency Group Call / Client Originated (CO)

FFS

6.1.1.14
On-network / One MCPTT System / Pre-arranged Emergency Group Call / Client Terminated (CT)

FFS

6.1.1.15
On-network / One MCPTT System / Pre-Arranged Imminent Peril Group Call / Client Originated (CO)

FFS

6.1.1.16
On-network / One MCPTT System / Pre-Arranged Imminent Peril Group Call / Client Terminated (CT)

FFS

6.1.1.17
On-network / One MCPTT System / Client Originated (CO) / Emergency Alert / Cancel Emergency Alert

FFS

6.1.1.18
On-network / One MCPTT System / Client Terminated (CT) / Emergency Alert
FFS
6.1.2
Chat Group Calls

6.1.2.1
On-network / One MCPTT System / On-demand Chat Group Call / Client Origination (CO)
[Text skipped here]
6.2
Private Calls

6.2.1
On-network / One MCPTT System / Private Call / On-demand / Automatic Commencement Mode / End-to-end communication security / With Floor Control confidentiality and integrity protection / Upgrade to Emergency Call / Cancellation of Emergency on User request / Client Originated (CO)

[Text skipped here]
Table 6.2.8.3.3-4: SIP BYE (Step 15, Table 6.2.8.3.2-1)

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [22]

	  Method
	
	BYE
	
	

	  Request-URI
	
	px_IDparticipatingMCPTTfunction
	
	

	  SIP-Version
	
	SIP/2.0
	
	

	FFS
	
	
	
	

	
	
	
	
	


Table 6.2.8.3.3-5: SIP BYE (Step 17, Table 6.2.8.3.2-1)

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [22]

	  Method
	
	BYE
	
	

	  Request-URI
	
	px_IDparticipatingMCPTTfunction
	
	

	  SIP-Version
	
	SIP/2.0
	
	

	FFS
	
	
	
	

	
	
	
	
	






6.3
UE-to-network relay
FFS
6.4
Location

FFS
3GPP


