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<Start of first modified section>
23.2.2
CIoT / RRC connection suspend-resume / Success / different cell
23.2.2.1
Test Purpose (TP)
(1)

with { UE in RRC_IDLE state when the RRC connection is suspended }

ensure that {

  when { UE detects the cell ranked as the best cell }

    then { UE reselects the new cell and transmits an RRCConnectionResumeRequest message }

            }

23.2.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment or resume of an RRC connection while the UE is in RRC_IDLE.

Except for NB-IoT, upon initiation of the procedure, the UE shall:

..

1>
if the UE is resuming an RRC connection:

2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
23.2.2.3
Test description

23.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.

-
System information combination 1 as defined in TS 36.508 [18] clause 4.4.3.1 is used in Cell 1;

UE:

None.
Preamble:

-
UE is in State 3-UP, User Plane CIoT connection request according to TS 36.508 [18].
23.2.2.3.2
Test procedure sequence

Table 23.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The configuration marked "T1" is applied at the point indicated in the Main behaviour description in Table 23.2.2.3.2-2.

Table 23.2.2.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 2.


Table 23.2.2.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message including rrc-Suspend as releaseCause.
	<--
	RRC: RRCConnectionRelease
	-
	-

	2
	The SS changes Cell 2 level according to the row "T1" in table 23.2.2.3.2-1.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7B indicate that the UE is camped on E-UTRAN Cell 2?
	-
	-
	1
	-


23.2.2.3.3
Specific message contents

Table 23.2.2.3.3-1: RRCConnectionRelease (step 1, table 23.2.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-15, condition UP-CIoT


<End of modified section>
