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<Unchanged text omitted>

<Start of first changed section>
11.1.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 13 only.

11.1.3
Minimum conformance requirements

The MBS measurement reporting delay (response time) shall be <12000 msec.
The normative reference for this requirement is TS 37.171 [39] clauses 4.2.3 and A.3.1.
<End of changed section>

<Start of next changed section>
11.1A.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 14 onwards.

11.1A.3
Minimum conformance requirements

Same as defined in clause 11.1.3

<End of changed section>

<Start of next changed section>
11.2.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 13 only.

11.2.3
Minimum conformance requirements

The MBS code phase measurement accuracy shall fulfil the requirement given in Table 11.2.3-1. 
<End of changed section>

<Start of next changed section>
11.2A.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 14 onwards.

11.2A.3
Minimum conformance requirements

Same as defined in clause 11.2.3 except that the accuracy requirements are:
<End of changed section>

<Start of next changed section>
11.3.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 13 only.

11.3.3
Minimum conformance requirements

The MBS code phase measurement accuracy shall fulfil the requirement given in Table 11.3.3-1. 
<End of changed section>

<Start of next changed section>
11.3A.2
Test applicability

This test applies to all types of E-UTRA UE supports UE-assisted MBS with LPP Release 14 onwards.

11.3A.3
Minimum conformance requirements

Same as defined in clause 11.3.3 except that the accuracy requirements are:
<End of changed section>

<Start of next changed section>
11.4.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 13 only.

11.4.3
Minimum conformance requirements

The MBS code phase measurement accuracy shall fulfil the requirements given in Table 11.4.3-1. 
<End of changed section>

<Start of next changed section>
1.4A.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 14 onwards.

11.4A.3
Minimum conformance requirements

Same as defined in clause 11.4.3 except that the accuracy requirements are:
<End of changed section>

<Start of next changed section>
11.5.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 13 only.

11.5.3
Minimum conformance requirements

The MBS code phase measurement accuracy shall fulfil the requirements in Table 11.5.3-1.
<End of changed section>

<Start of next changed section>
11.5A.2
Test applicability

This test applies to all types of E-UTRA UE that supports UE-assisted MBS with LPP Release 14 onwards.

11.5A.3
Minimum conformance requirements

Same as defined in clause 11.5.3
<End of changed section>

<Unchanged text omitted>
