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	Reason for change:
	1)  Applicability condition C281 is set to allow ‘EPS only attach’ 
2)  HP UE TCs are not covered under CAT-M1WP.
3) Removed separate FDD and TDD conditions

	
	

	Summary of change:
	1)  Updated applicability condition C281 not to restrict the attach type.

2)  Updated applicabilty condition C281 to not allow CAT-M1. 

3) Changed condition to UE Supporting EUTRA from  separate EUTRA FDD and TDD

	
	

	Consequences if not approved:
	Incorrect applicabilty condition may unfairly reduce coverage for a compliant UE.
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	Other comments:
	TTCN Impact


Table 4-1: Applicability of tests and additional information for testing

	<<unchanged rows omitted>>

	6.1.2.3a
	Cell selection / Intra E-UTRAN / Serving cell becomes non-suitable (Srxlev > 0 and Squal < 0)
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.4
	Cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.5
	Cell reselection for interband operation
	Rel-8
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.5a
	Cell reselection for interband operation/ Power Class 2 UE operation/ Between FDD and TDD
	Rel-14
	C281
	UEs supporting E-UTRA FDD and E-UTRA TDD and Band 41 Power class 2 operation and NOT Category M1
	
	
	Note 17
	

	
	
	
	
	
	
	
	
	

	6.1.2.5b
	Cell reselection for interband operation using Pcompensation / Between FDD and TDD
	Rel-14
	C142a
	UEs supporting E-UTRA FDD and E-UTRA TDD and NOT Category M1
	
	
	Note 17
	

	6.1.2.6
	Cell reselection using Qhyst, Qoffset and Treselection
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.6a
	Cell reselection using Treselection / Enhanced Coverage
	Rel-13
	C254
	UEs supporting E-UTRA and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.6b
	Cell reselection for enhanced coverage
	Rel-13
	C254b
	UEs supporting E-UTRA and (CE mode A or CE mode B) and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<Omitted unchanged section>
Table 4-1a: Applicability of tests Conditions
<Omitted unchanged section>
	C281
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.4-1/139 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C282
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/140 THEN R ELSE N/A

	C283
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/17 AND NOT A.4.4-1/25 THEN R ELSE N/A


<Omitted unchanged section>
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