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6.1.1.16
On-network / One MCPTT System / Emergency Alert / Client Terminated (CT)
6.1.1.16.1
Test Purpose (TP)

(1)  
with {  A incident of emergency occurred at particular geographical location }

ensure that {

  when { MCPTT server notifies the UE (MCPTT client) about the emergency alert with the location of emergency }

    then {UE (MCPTT client) acknowledges to the emergency alert }

            }

(2)  
with { previously reported incident of emergency is canceled }

ensure that {

  when { MCPTT server notifies the UE (MCPTT client) that prior reported emergency alert is canceled by sending the emergency state cancel }

    then {UE (MCPTT client) acknowledges to the emergency state cancel }

            }

6.1.1.16.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in:
TS 24.379, clause 12.1.1.3
The following represents a copy/paste extraction of the requirements relevant to the test purpose; any references within the copy/paste text should be understood within the scope of the core spec they have been copied from. Unless otherwise stated, these are Rel-13 requirements.
[TS24.379 clause 12.1.1.3]

Upon receipt of a "SIP MESSAGE request for emergency notification", the MCPTT client:

1)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <alert-ind> element set to a value of "true", should display to the MCPTT user an indication of the MCPTT emergency alert and associated information, including:

a)
the MCPTT group identity contained in <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body;

b)
the originator of the MCPTT emergency alert contained in the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body; and

c)
the mission critical organization of the MCPTT emergency alert originator contained in the <mc-org> element of the application/vnd.3gpp.mcptt-info+xml MIME body;
NOTE 1:
This is the case of the MCPTT client receiving the notification of another MCPTT user's emergency alert.

2)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <alert-ind> element set to a value of "false":

a)
should display to the MCPTT user an indication of the MCPTT emergency alert cancellation and associated information, including:

i)
the MCPTT group identity contained in the <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body;
ii)
the originator of the MCPTT emergency alert contained in:

A)
if present, the <originated-by> element of the application/vnd.3gpp.mcptt-info+xml MIME body; or

B)
the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body; and

b)
if the MCPTT ID contained in the <originated-by> element is the MCPTT ID of the receiving MCPTT user, shall set the MCPTT emergency alert state to "MEA 1: no-alert"; and
c)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <emergency-ind> element set to a value of "false":

i)
shall set the MCPTT emergency group state to "MEG 1: no-emergency"; and

ii)
shall set the MCPTT emergency group call state to "MEGC 1: emergency-gc-capable";
NOTE 2:
This is the case of the MCPTT client receiving the notification of the cancellation by a third party of an MCPTT emergency alert. This can be the MCPTT emergency alert of another MCPTT user or the MCPTT emergency alert of the recipient, as determined by the contents of the <originated-by> element. Optionally, notification of the cancellation of the in-progress emergency state of the MCPTT group can be included.

3)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <emergency-ind> element set to a value of "true":

a)
should display to the MCPTT user an indication of the additional emergency MCPTT user participating in the MCPTT emergency group call including the following if not already displayed as part of step 1):

i)
the MCPTT group identity contained in the <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body; and

ii)
the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body;
b)
shall set the MCPTT emergency group state to "MEG 2: in-progress" if not already set to that value;

NOTE 3:
This is the case of the MCPTT client receiving notification of an additional MCPTT user in an MCPTT emergency state (i.e., not the MCPTT user that originally triggered the in-progress emergency state of the group) joining the in-progress emergency group call. An emergency alert indication, if included, is handled in step 1).
4)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <emergency-ind> element set to a value of "false":

a)
should display to the MCPTT user an indication of the cancellation of the in-progress emergency state of the MCPTT group call including the following if not already displayed as part of step 2):

i)
the MCPTT group identity contained in the <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body; and

ii)
the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body;
b)
shall set the MCPTT emergency group state to "MEG 1: no-emergency"; and

c)
shall set the MCPTT emergency group call state to "MEGC 1: emergency-gc-capable";
NOTE 4:
This is the case of the MCPTT client receiving the notification of the cancellation of the in-progress emergency state of the MCPTT group. In this case, the receiving MCPTT client is affiliated with the MCPTT group but not participating in the session. An emergency alert cancellation, if included, is handled in step 2). 
5)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <imminentperil-ind> element set to a value of "true":

a)
should display to the MCPTT user an indication of the MCPTT user participating in the MCPTT imminent peril group call including the following if not already displayed as part of step 1):

i)
the MCPTT group identity contained in the <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body; and

ii)
the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body; and

b)
shall set the MCPTT imminent peril group state to "MIG 2: in-progress" if not already set to that value;

NOTE 5:
This is the case of the MCPTT client receiving notification of an additional MCPTT user initiating an imminent peril group call when there is already an in-progress imminent peril state in effect on the group. 

6)
if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <imminentperil-ind> element set to a value of "false":

a)
should display to the MCPTT user an indication of the cancellation of the in-progress imminent peril state of the MCPTT group including the following if not already displayed as part of step 2):

i)
the MCPTT group identity contained in the <mcptt-calling-group-id> element application/vnd.3gpp.mcptt-info+xml MIME body; and

ii)
the <mcptt-calling-user-id> element of the application/vnd.3gpp.mcptt-info+xml MIME body;
b)
shall set the MCPTT imminent peril group state to "MIG 1: no-imminent-peril"; and

c)
shall set the MCPTT imminent peril group call state to "MIGC 1: imminent-peril-gc-capable";
NOTE 6:
This is the case of the MCPTT client receiving notification of the cancellation of the in-progress imminent peril state of the group.
7)
shall generate a SIP 200 (OK) response according to rules and procedures of 3GPP TS 24.229 [4]; and
8)
shall send the SIP 200 (OK) response towards the MCPTT server according to rules and procedures of 3GPP TS 24.229 [4].
6.1.1.16.3
Test description

6.1.1.16.3.1
Pre-test conditions

System Simulator:

-
SS (MCPTT server)
-    SS is configured with the IMSI within the USIM application, the home domain name, public and private user identities (including the public emergency user identity allocated for the user) together with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) that is configured on the UICC card equipped into the UE. SS is listening to SIP default port 5060 for both UDP and TCP protocols. SS is able to perform AKAv1-MD5 authentication algorithm for that IMPI, according to 3GPP TS 33.203 [14] clause 6.1 and RFC 3310 [17].
-    The MCPTT group is previously defined on the group management server with MCPTT client 2 and MCPTT client 3 affiliated to that MCPTT group.
-    All members of the MCPTT group belong to the same MCPTT system.
-    The MCPTT group is in the in-progress emergency state and has prioritized bearer support.

UE:

-
The UE is authorised to use the LTE network 
-
The MCPTT client is authorised for MCPTT service

-
One MCPTT user is registered for receiving MCPTT service through the MCPTT Client
-
MCPTT client is provisioned with the following group information.
-    UE contains either ISIM and USIM applications or only USIM application on UICC
-    MCPTT service shall be activated on the UICC card 

-    MCPTT client 1 previously initiated the in-progress emergency
[TBD]

Preamble:

-
UE executes the procedures described in TS 36.508 [94] table 4.5A.4.3-1 steps 1 to 15 for EPS emergency bearer context activation, IMS emergency registration and subsequent IMS emergency speech call (or the details procedure need to be defined in TS 36.579-1, dedicated EPS bearer contexts should be defined for the QCI 65 & 69)
6.1.1.16.3.2
Test procedure sequence

Table 6.1.1.16.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-17
	Steps 1-17 as described in TS 36.579-1 [2], subclause 5.4.2 ‘Generic Test Procedure for MCPTT UE registration ' take place
NOTE: Whether the initial registration for the emergency alert should be emergency registration or normal registration is FFS
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 16 below, step 16 described in TS 56.579-1 [2], subclause 5.4.2 ‘SIP signalling for MCPTT UE registration' takes place.
	-
	-
	-
	-

	
	Emergency Alert
	
	
	
	

	18
	Check: Does the MCPTT Server send a SIP MESSAGE request including a vnd.3gpp.mcptt-info payload
	(
	SIP MESSAGE request
	1
	P

	19
	UE (MCPTT Client) responds with 200 OK
	(
	SIP 200 (OK)
	-
	

	
	Emergency State Cancel
	
	
	
	

	20
	Check: Does the MCPTT Server send a SIP MESSAGE request including a vnd.3gpp.mcptt-info payload
	(
	SIP MESSAGE request
	2
	P

	22
	UE (MCPTT Client) responds with 200 OK
	(
	SIP 200 (OK)
	-
	


6.1.1.16.3.3
Specific message contents

SIP MESSAGE request (Step 18)

Use the default message “Message for MT SMS” in TS 34.229 Annex A.7.1 with the following exceptions:
Table 6.1.1.16.3.3-1: SIP MESSAGE request for initiating a client terminated emergency alert 
	Derivation Path: TS 34.229 A.7.1

	Information Element
	Value/remark
	Comment
	Condition

	P-Preferred-Service
	
	
	

	Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	

	Accept-Contact
	
	
	

	ac-value
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	

	P-Preferred-Identity

PPreferredID-value
	public user identity
	
	

	Accept-Contact
	application/vnd.3gpp.mcptt-info+xml
	
	

	ac-value
	<mcpttinfo> element containing the <mcptt-Params> element with:

a)the <mcptt-request-uri> element set to the group identity;

b)the <alert-ind> element set to a value of "true"; and

c)the <mcptt-client-id> element set to the MCPTT client ID of the originating MCPTT client; 
	
	

	Accept-Contact
ac-value
	application/vnd.3gpp.mcptt-location-info+xml
with a <Report> element included in the <location-info> root element; 

include in the <Report> element the specific location information configured for the MCPTT emergency alert location trigger
	
	


Table 6.1.1.16.3.3-2: SIP 200 (OK) in response to SIP MESSAGE request from the SS (step 18, Table 6.1.1.16.3.2-1)

	Derivation Path: FFS

	Information Element
	Value/remark
	Comment
	Condition

	P-Preferred-Identity


	public user identity
	
	

	
	
	
	


SIP MESSAGE request (Step 20)

Use the default message “Message for MT SMS” in TS 34.229 Annex A.7.1 with the following exceptions:
Table 6.1.1.16.3.3-2: SIP MESSAGE request for initiating a client terminated emergency state cancel 
	Derivation Path: TS 34.229 Annex A.7.1

	Information Element
	Value/remark
	Comment
	Condition

	P-Preferred-Service
	
	
	

	Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	

	Accept-Contact
	
	
	

	ac-value
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	

	P-Preferred-Identity

PPreferredID-value
	public user identity
	
	

	Accept-Contact
	application/vnd.3gpp.mcptt-info+xml
	
	

	ac-value
	<mcpttinfo> element containing the <mcptt-Params> element with:

a)the <mcptt-request-uri> element set to the group identity;

b)the <alert-ind> element set to a value of "false"; and

c)the <mcptt-client-id> element set to the MCPTT client ID of the originating MCPTT client; 
	
	

	Accept-Contact
ac-value
	application/vnd.3gpp.mcptt-location-info+xml
with a <Report> element included in the <location-info> root element; 

include in the <Report> element the specific location information configured for the MCPTT emergency alert location trigger
	
	


Table 6.1.1.16.3.3-4: SIP 200 (OK) in response to SIP MESSAGE request from the SS (step 20, Table 6.1.1.16.3.2-1)

	Derivation Path: FFS

	Information Element
	Value/remark
	Comment
	Condition

	P-Preferred-Identity


	public user identity
	
	

	
	
	
	


