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<Start of Change>
6.2.4EA
Additional Maximum Power Reduction (A-MPR) for UE category M1

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· NS_04 (B41), NS_12 (B26): Minimum requirements in 36.101 are incomplete. Test configuration table and test requirements are missing

· NS_07 (B13): Some minimum requirements are within brackets

6.2.4EA.1
Test purpose

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2 EA -1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
<Unchanged parts are skipped>
6.2.4EA.4
Test description

6.2.4EA.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in sub-clause 5.2E. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.2.4EA.4.1-1 to 6.2.4EA.4.1-15. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and MPDCCH before measurement are specified in Annex C.2.

Table 6.2.4EA.4.1-1: Test Configuration Table (network signalled value "NS_03")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, 10MHz, Highest

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A for Maximum Power Reduction (MPR) test case
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	Low range, Mid range

	1
	1.4MHz
	
	QPSK
	2
	0

	2
	1.4MHz
	
	QPSK
	5
	0

	3
	1.4MHz
	
	QPSK
	6
	0

	4
	1.4MHz
	
	16QAM
	2
	0

	5
	1.4MHz
	
	16QAM
	5
	0

	6
	3MHz
	
	QPSK
	2
	0

	7
	3MHz
	
	QPSK
	5
	0

	8
	3MHz
	
	QPSK
	6
	0

	9
	3MHz
	
	16QAM
	2
	0

	10
	3MHz
	
	16QAM
	5
	0

	11
	5MHz
	
	QPSK
	6
	0

	12 (Note 4)
	5MHz
	
	16QAM
	1
	0

	13
	5MHz
	
	16QAM
	3
	0

	14
	5MHz
	
	16QAM
	5
	0

	15 (Note 4)
	10MHz
	
	QPSK
	4
	0

	16
	10MHz
	
	QPSK
	6
	0

	17 (Note 4)
	10MHz
	
	16QAM
	3
	0

	18
	10MHz
	
	16QAM
	5
	0

	19
	15MHz
	
	QPSK
	6
	0

	20
	15MHz
	
	16QAM
	5
	0

	21
	20MHz
	
	16QAM
	5
	0

	High range

	1
	1.4MHz
	
	QPSK
	2
	0

	2
	1.4MHz
	
	QPSK
	5
	0

	3
	1.4MHz
	
	QPSK
	6
	0

	4
	1.4MHz
	
	16QAM
	2
	0

	5
	1.4MHz
	
	16QAM
	5
	0

	6
	3MHz
	
	QPSK
	2
	1

	7
	3MHz
	
	QPSK
	5
	1

	8
	3MHz
	
	QPSK
	6
	1

	9
	3MHz
	
	16QAM
	2
	1

	10
	3MHz
	
	16QAM
	5
	1

	11
	5MHz
	
	QPSK
	6 
	3

	12 (Note 4)
	5MHz
	
	16QAM
	1
	3

	13
	5MHz
	
	16QAM
	3
	3

	14
	5MHz
	
	16QAM
	5
	3

	15 (Note 4)
	10MHz
	
	QPSK
	4
	7

	16
	10MHz
	
	QPSK
	6
	7

	17 (Note 4)
	10MHz
	
	16QAM
	3
	7

	18
	10MHz
	
	16QAM
	5
	7

	19
	15MHz
	
	QPSK
	6
	11

	20
	15MHz
	
	16QAM
	5
	11

	21
	20MHz
	
	16QAM
	5
	15

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.

Note 4:
Only for power class 3 UE.


Table 6.2.4EA.4.1-2: Test Configuration Table (network signalled value "NS_04")

TBD
Table 6.2.4EA.4.1-3: Test Configuration Table (network signalled value "NS_05")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low Range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	 
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	5MHz
	
	QPSK
	1
	0

	2
	5MHz
	
	QPSK
	6
	0

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-4: Test Configuration Table (network signalled value "NS_06")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, 10MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A for Maximum Power Reduction (MPR) test case
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	Low range, Mid range

	1
	1.4MHz
	 
	QPSK
	2
	0

	2
	1.4MHz
	
	QPSK
	5
	0

	3
	1.4MHz
	
	QPSK
	6
	0

	4
	1.4MHz
	
	16QAM
	2
	0

	5
	1.4MHz
	
	16QAM
	5
	0

	6
	3MHz
	
	QPSK
	2
	0

	7
	3MHz
	
	QPSK
	5
	0

	8
	3MHz
	
	QPSK
	6
	0

	9
	3MHz
	
	16QAM
	2
	0

	10
	3MHz
	
	16QAM
	5
	0

	11
	5MHz
	
	QPSK
	6
	0

	12 (Note 4)
	5MHz
	
	16QAM
	1
	0

	13
	5MHz
	
	16QAM
	3
	0

	14
	5MHz
	
	16QAM
	5
	0

	15 (Note 4)
	10MHz
	
	QPSK
	4
	0

	16
	10MHz
	
	QPSK
	6
	0

	17 (Note 4)
	10MHz
	
	16QAM
	3
	0

	18
	10MHz
	
	16QAM
	5
	0

	High range

	1
	1.4MHz
	 
	QPSK
	2
	0

	2
	1.4MHz
	
	QPSK
	5
	0

	3
	1.4MHz
	
	QPSK
	6
	0

	4
	1.4MHz
	
	16QAM
	2
	0

	5
	1.4MHz
	
	16QAM
	5
	0

	6
	3MHz
	
	QPSK
	2
	1

	7
	3MHz
	
	QPSK
	5
	1

	8
	3MHz
	
	QPSK
	6
	1

	9
	3MHz
	
	16QAM
	2
	1

	10
	3MHz
	
	16QAM
	5
	1

	11
	5MHz
	
	QPSK
	6 
	3

	12 (Note 4)
	5MHz
	
	16QAM
	1
	3

	13
	5MHz
	
	16QAM
	3
	3

	14
	5MHz
	
	16QAM
	5
	3

	15 (Note 4)
	10MHz
	
	QPSK
	4
	7

	16
	10MHz
	
	QPSK
	6
	7

	17 (Note 4)
	10MHz
	
	16QAM
	3
	7

	18
	10MHz
	
	16QAM
	5
	7

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.

Note 4:
Only for power class 3 UE.


Table 6.2.4EA.4.1-5: Test Configuration Table (network signalled value "NS_07")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	10MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A for Maximum Power Reduction (MPR) test case
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	Low range, Mid range

	1
	10MHz
	
	QPSK
	1
	0

	2
	10MHz
	
	QPSK
	4
	0

	3
	10MHz
	
	QPSK
	6
	0

	4
	10MHz
	
	16QAM
	5
	0

	High range

	1
	10MHz
	
	QPSK
	1
	7

	2
	10MHz
	
	QPSK
	4
	7

	3
	10MHz
	
	QPSK
	6
	7

	4
	10MHz
	
	16QAM
	5
	7

	Note 1: Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3: The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-6: Test Configuration Table (network signalled value "NS_08")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	High Range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	 
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	5MHz
	
	QPSK
	1
	0

	2
	5MHz
	
	QPSK
	6
	0

	Note 1: Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3: The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-7: Test Configuration Table (network signalled value "NS_09")
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	High Range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	5MHz
	
	QPSK
	1
	0

	2
	5MHz
	
	QPSK
	6
	0

	Note 1: Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3: The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-8: Test Configuration Table (network signalled value "NS_10")
	Void, not tested


Table 6.2.4EA.4.1-9: Test Configuration Table (network signalled value "NS_12")

TBD

Table 6.2.4EA.4.1-10: Test Configuration Table (network signalled value "NS_13")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	UL 819.7 MHz (NUL = 26747)

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	1.4MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	1.4MHz
	
	QPSK
	1
	0

	2
	1.4MHz
	
	QPSK
	6
	0

	Note 1: Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3: The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-11: Test Configuration Table (network signalled value "NS_14")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	UL 829 MHz (NUL = 26840)

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	10MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	10MHz
	
	QPSK
	1
	0

	2
	10MHz
	
	QPSK
	6
	0

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-12: Test Configuration Table (network signalled value "NS_15")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Configuration ID 1-2: UL 844.3 MHz

Configuration ID 3-8: High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	1.4MHz, 3MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	1
	1.4MHz
	
	QPSK
	1@0, 1@5
	0

	2
	1.4MHz
	
	QPSK
	6
	0

	3
	1.4MHz
	
	QPSK
	1@5
	0

	4
	1.4MHz
	
	QPSK
	6
	0

	5
	3MHz
	
	QPSK
	1@1
	1

	6
	3MHz
	
	QPSK
	1@5
	1

	7
	3MHz
	
	QPSK
	6
	1

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4


Table 6.2.4EA.4.1-13: Test Configuration Table (network signalled value "NS_16")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	1.4MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	1.4MHz
	
	QPSK
	1
	0

	2
	1.4MHz
	
	QPSK
	6
	0

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-14: Test Configuration Table (network signalled value “NS_17”)

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	720.5MHz

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	 
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	5MHz
	
	QPSK
	1
	0

	2
	5MHz
	
	QPSK
	6
	0

	
	
	
	
	
	

	
	
	
	
	
	

	Note 1: Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3: The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


Table 6.2.4EA.4.1-15: Test Configuration Table (network signalled value "NS_18")

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low Range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz

	Test Parameters for Channel Bandwidths and Narrowband positions

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	N/A
	Mod'n
	RB allocation

	
	
	
	 
	FDD and HD-FDD
	Narrowband index (Note 1)

	
	
	
	
	
	

	1
	5MHz
	
	QPSK
	1
	0

	2
	5MHz
	
	QPSK
	6
	0

	Note 1:
Denotes where in the channel Bandwidth the narrowband shall be placed. Narrowband and Narrowband index are defined in TS36.211, 5.2.4

Note 2:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 3:
The RBstart of partial RB allocation shall be RB#0 and RB# (6 - RB allocation) of the narrowband.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.3 using only main UE Tx/Rx antenna.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channel is set according to Table 6.2.4EA.4.1-1 to Table 6.2.4EA.4.1-15.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF-CE according to TS 36.508 [7] clause 5.2A.2AA. Message contents are defined in clause 6.2.4EA.4.3.

<End of Change>

