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<< Skip unchanged sections >>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<< Skip unchanged sections >>
Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	<<Many rows skipped>>

	C112
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4a/1) THEN R ELSE N/A

	C112a
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4aa/1) THEN R ELSE N/A

	C112b
IF (A.4.1-1/8 AND A.4.3-4c/1) THEN R ELSE N/A

	C113
IF NOT(A.4.3-4a/1) THEN R ELSE N/A

	C113a
IF (A.4.5-1/22) THEN R ELSE N/A

	<<Many rows skipped>>

	C219
IF A.4.1-1/2 AND A.4.5-1/32 AND A.4.4-3a/103 THEN R ELSE N/A

	C220
IF (A.4.5-1/37 AND A.4.5-1/42) THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


<< Skip unchanged sections >>
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<< Skip unchanged sections >>
Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	<<Many rows skipped>>

	C152
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/16) THEN R ELSE N/A

	C153
IF (A.4.1-1/1 AND A.4.5-1/32 AND A.4.5-1/15 AND A.4.5-1/19 AND 4.4-1a/111) THEN R ELSE N/A

	C154
IF (A.4.1-1/8 AND A.4.3-4c/1) THEN R ELSE N/A

	C155
IF (A.4.1-1/8 AND A.4.3-4c/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C156
IF A.4.1-1/1 AND (A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.2-1/3 or A.4.6.3-1/11) AND A.4.4-3a/111 THEN R ELSE N/A

	C157
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND 4.4-1a/16 AND A.4.5-1/x) THEN R ELSE N/A

	C158
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/16 AND A.4.5-1/x) THEN R ELSE N/A

	C159
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/25) THEN R ELSE N/A

	C160
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/111) THEN R ELSE N/A

	C161
If A.4.1-1/2 AND (A.4.6.1-1/4 or A.4.6.3-1/6 or A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.2-1/3 or A.4.6.3-1/11) AND A.4.4-3a/111 THEN R ELSE N/A

	C162
IF (A.4.1-1/8 AND A.4.3-4c/1 AND A.4.5-1/34) THEN R ELSE N/A


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].

	Note 2:
The Dual Connectivity TCs verify the same RRM requirements(s) however with different synchronous or asynchronous DC scenarios, this according to the guidance in TS 36.521-3, Annex 3A.5 [2].


<< Skip unchanged sections >>
A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	R99
	

	4
	UTRA TDD
	25.102
	R99
	

	5
	GSM
	45.005
	R99
	

	6
	cdma2000 HRPD
	C.S0024-A
	Rel-8
	

	7
	cdma2000 1xRTT
	C.S0002-A
	Rel-8
	

	8
	NB-IoT
	36.101
	Rel-13
	


<< Skip unchanged sections >>
A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	For NB-IoT the release is from Rel-13

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	For NB-IoT the release is from Rel-13

	3
	GPRS Mobility Management
	23.060
	R99
	For NB-IoT the release is from Rel-13

	4
	Radio Resource Control
	36.331
	Rel-8
	For NB-IoT the release is from Rel-13

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	For NB-IoT the release is from Rel-13

	6
	Radio Link Control
	36.322
	Rel-8
	For NB-IoT the release is from Rel-13

	7
	Medium Access Control
	36.321
	Rel-8
	For NB-IoT the release is from Rel-13

	8
	Physical Layer
	36.201 36.302
	Rel-8
	For NB-IoT the release is from Rel-13


<< Skip unchanged sections >>
Table A.4.3-4: UE Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category 1
	36.306, 4.1
	Rel-8
	

	2
	Category 2
	36.306, 4.1
	Rel-8
	

	3
	Category 3
	36.306, 4.1
	Rel-8
	

	4
	Category 4
	36.306, 4.1
	Rel-8
	

	5
	Category 5
	36.306, 4.1
	Rel-8
	Support for 64QAM in UL

	6
	Category 6
	36.306, 4.1
	Rel-10
	

	7
	Category 7
	36.306, 4.1
	Rel-10
	

	8
	Category 8
	36.306, 4.1
	Rel-10
	Support for 64QAM in UL

	9
	Category 9
	36.306, 4.1
	Rel-11
	

	10
	Category 10
	36.306, 4.1
	Rel-11
	

	11
	Category 11
	36.306, 4.1
	Rel-11
	

	12
	Category 12
	36.306, 4.1
	Rel-11
	



	
	
	
	
	

	
	
	
	
	



	
	
	
	
	

	
	
	
	
	


Table A.4.3-4a: UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category DL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 0

	2
	Category DL 6
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	3
	Category DL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	4
	Category DL 9
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	5
	Category DL 10
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	6
	Category DL 11
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	7
	Category DL 12
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	8
	Category DL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	9
	Category DL 14
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 8

	10
	Category DL 15
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	11
	Category DL 16
	36.306, 4.1A
	Rel' 12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13


Table A.4.3-4aa: Additional UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category DL M1
	36.306, 4.1A
	Rel-13
	Only in combination with Category UL M1


Table A.4.3-4b: UE Uplink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category UL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 0

	2
	Category UL 3
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	3
	Category UL 5
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 6, Category DL 9, Category DL 11, Category DL 13, Category DL 15 or Category DL 16

	4
	Category UL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	5
	Category UL 8
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 14

	6
	Category UL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 7, Category DL 10, Category DL 12, Category DL 13, Category DL 15 or Category DL 16


Table A.4.3-4ba: Additional UE Uplink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category UL M1
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL M1


Table A.4.3-4c: UE Category NB
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category NB1
	36.306, 4.1C
	Rel-13
	


Table A.4.3-5: Void
Table A.4.3-6: Void

<< End of changes >>
