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	Reason for change:
	In Table 4.6.3-22, the srs-Bandwidth has a value of bw0 with a Comment that bw3 should be used with frequency hopping. The correct way should be to introduce a condition CEfreqHopp instead of the comment

	
	

	Summary of change:
	Table 4.6.3-22 has been changed to introduce the condition CEfreqHopp for srs-Bandwidth
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	The value field in the table is not correct, as it says always bw0, even if frequency hopping is activated.
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	Other comments:
	This is a revision of CR R5-173568. The condition has been renamed to SRSFreqHopp.

This change is editorial


< Unchanged sections omitted >
SoundingRS-UL-ConfigDedicated-DEFAULT

Table 4.6.3-22: SoundingRS-UL-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw0
	
	

	
	bw3
	
	SRSFreqHopp

	    srs-HoppingBandwidth
	hbw0
	
	

	    freqDomainPosition
	0
	
	

	    duration
	TRUE
	
	

	    srs-ConfigIndex
	20
	See Table 8.2-1 in TS 36.213
	FDD

	
	31
	INTEGER (0..1023)  See Table 8.2-2 in TS 36.213
	TDD

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	
	

	  }
	
	
	

	 }
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	SRSFreqHopp
	Used for SRS frequency hopping.


< End of changes >

