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	Other comments:
	


< Unchanged sections omitted >
MasterInformationBlock-NB

The MasterInformationBlock-NB includes the system information transmitted on BCH.
Table 8.1.4.3.2-1: MasterInformationBlock-NB

	Derivation Path: 36.331 clause 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock-NB ::= SEQUENCE {
	
	
	

	  systemFrameNumber-MSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  hyperSFN-LSB-r13
	A valid value as defined in TS 36.331 [17]
	
	

	  schedulingInfoSIB1-r13
	2
	TBS = 208 bits, 16 repetitions
	

	  systemInfoValueTag-r13
	0
	
	

	  ab-Enabled-r13
	FALSE
	
	

	  operationModeInfo-r13 CHOICE {
	
	
	

	    inband-SamePCI-r13 SEQUENCE {
	
	
	Inband-Same 

	      eutra-CRS-SequenceInfo-r13
	23
	As specified in TS 36.213 [29] Clause 16.8
	RF

	
	0
	
	SIG

	       }
	
	
	

	    inband-DifferentPCI-r13 SEQUENCE {
	
	
	Inband_Different

	      eutra-NumCRS-Ports-r13
	same
	same number of ports as NRS
	

	      rasterOffset-r13
	khz-7dot5
	
	SIG

	
	khz-2dot5
	
	RF

	      spare
	’00’B
	
	

	    }
	
	
	

	    guardband-r13 SEQUENCE {
	
	
	Guardband

	      rasterOffset-r13
	khz-7dot5
	
	

	      spare
	‘000’B
	
	

	    }
	
	
	

	    standalone-r13 SEQUENCE {
	
	
	Standalone

	      spare
	‘0000 0’B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	Inband-Same 
	In-band with same PCI test environment

	Inband-Different
	In-band with different PCI test environment

	RF
	For RF/RRM test cases

	SIG
	For Signaling test cases

	Standalone
	Standalone test environment

	Guardband
	Guard-band test environment
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