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A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	


>> Skipped part >>

	132
	Support of user plane CIoT optimisation
	24.301, 5.3.15
	Rel-13
	pc_User_Plane_CIoT_Optimisation
	

	133
	Support of EMM-REGISTERED without PDN
	24.301, 5.3.15
	Rel-13
	pc_AttachWithoutPDN
	

	134
	Support of EMM-REGISTERED with PDN
	24.301, 5.3.15
	Rel-13
	pc_AttachWithPDN
	

	135
	Support of UL multi-tone transmissions on NPUSCH in NB-IoT
	36.306, 4.3.4.55
	Rel-13
	pc_NB_MultiTone
	

	136
	Support of multi-carrier operation in NB-IoT
	36.306, 4.3.4.56
	Rel-13
	pc_NB_MultiCarrier
	

	137
	Support of multiple DRBs in NB-IoT
	36.306, 4.3.8.5
	Rel-13
	pc_NB_MultiDRB
	

	138
	Support of Fast First Higher Priority PLMN search
	23.122, 4.4.3.3.1
	Rel-12
	pc_Fast_First_HPPLMN_Search
	

	139
	Support of TDD Band 41 Power class 2 operation
	36.101,

6.2.2
	Rel-14
	pc_ B41_UE_PC2
	

	140
	Support for PDCP Packet Delay per QCI
	TS 36.331 5.5.2
	Rel-13
	pc_PDCP_PktDelay
	

	141
	Support of eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A
	36.306, 4.3.29.3
	Rel-13
	pc_IntraFreqA3_CE_ModeA
	

	142
	Support of intra-frequency handover to target cell in normal coverage and CE Mode A
	36.306, 4.3.29.5
	Rel-13
	pc_IntraFreqHO_CE_ModeA
	

	143
	Support of Control plane CIoT
	24.301, 5.3.15
	Rel-13
	pc_Control_Plane_CIoT_Optimisation
	

	144
	Support of S1-U data transfer
	24.301, 5.3.15
	Rel-13
	pc_S1_U_DataTransfer
	An UE supporting user plane CIoT optimization shall set this PICS to true.
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