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	Reason for change:
	For RRM test cases 8.16.6, 8.1.6.8, 8.16.21 and 8.16.22 the wrong Group Indicator 25 is used at the moment. The right Group Indicator 111 must be used. Due to this modified conditions C33c and C33d in Table 4.2-1a accordingly. 

	
	

	Summary of change:
	Group Indicator 25 is replaced by Group Indicator 111 in  C33c and C33d of Table 4.2-1a accordingly

	
	

	Consequences if not approved:
	Erroneous test plans would be genrated and maybe fail conformant End Devices.
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	Other comments:
	


< Unchanged sections omitted >
Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C32
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3a/111) THEN R ELSE N/A

	C32a
Void

	C32b
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-1a/25) THEN R ELSE N/A

	C32c
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3a/111) AND A.4.3-3a/7 THEN R ELSE N/A

	C33
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) THEN R ELSE N/A

	C33a
Void

	C33b
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-1b/25) THEN R ELSE N/A

	C33c
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) AND A.4.3-3a/7 THEN R ELSE N/A

	C33d
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) AND A.4.3-3a/8 THEN R ELSE N/A


< End of changes >

