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	Reason for change:
	There had no condition C02j in Table 4.2-1a for the test cases of 7.3.7 and 7.3.8.
Based on the approved CR R5-175211, the duplicated condition C02c shall be changed to CO2j for the two test cases.
The condition content has a missing requirement as “not 4Rx antenna ports on all supported TDD operating bands” 

	
	

	Summary of change:
	The duplicated condition C02c has been changed to C02j and has updated the condition to include “NOT A.4.5-1/41”.

	
	

	Consequences if not approved:
	There will be no applicable conditions for those two test cases of 7.3.7 and 7.3.8
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<<Start of Change>>
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	<<Skip of Change>>

	7.3.6_1
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX with 4 Rx antenna ports
	Rel-10
	C181
	UE supporting E-UTRA FDD and 4Rx antenna ports on all supported FDD operating bands and Feature Group Indicator 5 
	
	
	

	7.3.7
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C02j
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.7_1
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX with 4 Rx antenna ports
	Rel-10
	C182
	UE supporting E-UTRA TDD and 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.8
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C02j
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	<<Skip of Change>>


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01e
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f
IF (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	C01g
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25 AND A.4.5-1/7) THEN R ELSE N/A

	C01i
IF (A.4.1-1/1 AND NOT(A.4.5-1/40)) THEN R ELSE N/A

	C01j
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.5-1/40) THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C02a
IF (A.4.1-1/2 AND A.4.4-1b/13 AND A.4.4-1b/25) THEN R ELSE N/A

	C02b
IF (A.4.1-1/2 AND A.4.4-1b/25) THEN R ELSE N/A

	C02c
IF (A.4.1-1/2 AND A.4.4-1b/5) THEN R ELSE N/A

	C02ch
IF (A.4.1-1/2 AND A.4.5-1/19 AND A.4.4-1b/5) THEN R ELSE N/A

	C02d
IF (A.4.1-1/2 AND A.4.4-1b/5 AND A.4.4-1b/13 AND A.4.4-1b/25) THEN R ELSE N/A

	C02e
IF (A.4.1-1/2 AND A.4.4-1b/5 AND A.4.4-1b/25) THEN R ELSE N/A

	C02eh
IF (A.4.1-1/2 AND A.4.5-1/19 AND A.4.4-1b/5 AND A.4.4-1b/25) THEN R ELSE N/A

	C02f
IF (A.4.1-1/2 AND A.4.4-1b/16) THEN R ELSE N/A

	C02g
IF (A.4.1-1/2 AND A.4.4-1b/16 AND A.4.4-1b/25) THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.4-1b/16 AND A.4.4-1b/25 AND A.4.5-1/7) THEN R ELSE N/A

	C02i
IF A.4.1-1/2 AND A.4.5-1/41 THEN R ELSE N/A

	C02j
IF (A.4.1-1/2 AND A.4.4-1b/5 AND NOT (A.4.5-1/41)) THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.1-1/2) THEN R ELSE N/A

	C04
IF (A.4.1-1/1 AND A.4.1-1/3) THEN R ELSE N/A

	C04a
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/8 AND A.4.4-1a/22) THEN R ELSE N/A


<<End of Change>>
