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7.3
PDCP

Editor’s note: Intended to capture tests of PDCP Layer behaviour defined in TS 38.323. E.g. testing of PDCP lossless operation for single SCG bearer is handled here.
<<< Start of New Text>>>

7.3.1.2
Maintenance of PDCP sequence numbers / User plane / 18 bit SN
7.3.1.2.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with PDCP configured for 18 bit SN}

ensure that {

  when { UE transmits a PDCP Data SDU on a DRB }

    then { UE increments SN with 1 for each transmitted PDU for SN=0 to Maximum_PDCP_SN }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state with PDCP configured for 18 bit SN }

ensure that {

  when { UE transmits a PDCP Data SDU on a DRB and, after incrementation, Next_PDCP_TX_SN is larger than the Maximum_PDCP_SN }

    then { UE sets SN to 0 in the next transmitted PDCP SDU}

}

7.3.1.2.2
Conformance requirements

Same as conformance requirements in clause 7.3.1.1.2
7.3.1.2.3
Test description

7.3.1.2.3.1
Pre-test conditions

System Simulator:

	Option
	EUTRA Cell
	NR Cell

	3, 3A, 3X
	Cell 1
	nrCell 1

	2, 4, 7 
	NA
	nrCell 1

	[5, 7, 7A]
	[Cell 1]
	[N/A]


UE:

None.

Preamble:

-
The UE is in state Loopback Activated [state 4] according to [4]. PDCP is configured for 18 bit SN
7.3.1.2.3.2
Test procedure sequence

Same as test procedure in clause 7.3.1.1.3.2
7.3.1.2.3.3
Specific message contents

None.
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