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<Start of first modified section>
4.6.3
Radio resource control information elements
<<<Skipped text>>>
–
PDSCH-Config
Table [4.6.3-n]: PDSCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	[Not present]
	
	

	dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	dmrs-DownlinkForPDSCH-MappingTypeB CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	  tci-StatesToAddModList SEQUENCE (SIZE(1..maxNrofTCI-States)) OF {
	1 entry
	
	

	    TCI-State[1]
	TCI-State
	
	

	  }
	
	
	

	  tci-StatesToReleaseList
	[Not present]
	
	

	  vrb-ToPRB-Interleaver
	[n2]
	
	

	  resourceAllocation
	[resourceAllocationType0]
	
	

	  pdsch-AllocationList
	[Not present]
	
	

	  pdsch-AggregationFactor
	[Not present]
	
	

	  rateMatchPatternToAddModList
	[Not present]
	
	

	  rateMatchPatternToReleaseList
	[Not present]
	
	

	  rateMatchPatternGroup1
	[Not present]
	
	

	  rateMatchPatternGroup2
	[Not present]
	
	

	  rbg-Size
	[config1]
	
	

	  mcs-Table
	[gam64]
	
	

	  maxNrofCodeWordsScheduledByDCI
	[n1]
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    static SEQUENCE {
	
	
	

	      bundleSize
	[Not present]
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	[Not present]
	
	

	  zp-CSI-RS-ResourceToReleaseList
	[Not present]
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList
	[Not present]
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	[Not present]
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	[Not present]
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	[Not present]
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
	
	
	


–
TCI-State
Table [4.6.3-n]: TCI-State
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	TCI-StateId
	
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    cell
	Not present
	
	

	    bwp-Id
	Not present
	
	

	    referenceSignal CHOICE {
	
	
	

	      ssb
	SSB-Index
	
	

	    }
	
	
	

	    qcl-Type
	typeA
	
	

	  }
	
	
	

	}
	
	
	


–
TCI-StateId
Table [4.6.3-n]: TCI-StateId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-StateId
	0
	
	


<End of modified section>
